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GEOTECHNICAL INVESTIGATION
WATER LINE REPLACEMENT IN HAMMERLY AREA
HOUSTON, TEXAS

EXECUTIVE SUMMARY

Associated Testing Laboratories, Inc. (ATL) has completed the geotechnical study for the
proposed replacement of existing water lines in the Hammerly Area, as shown in Figure 1. The
project entails replacing the existing water lines with 6-, 8- and 12-inch diameter water lines, at

depths ranging from about 6 to about 12 feet below existing grade (see Figures 2a through 2d).

Trenchless installation technique will mostly be employed. Open cut/trench excavation will be
carried out at access pits (auger pits), and possibly in local areas where underground obstructions or
site conditions warrant open cut/trenching. The subsurface conditions investigated by 59 soil borings
(to 12 to 19 feet below existing grade) along the project alignments, consists predominantly of Lean
Clays (CL) and Fat Clays (CH) of soft to hard consistency. A stratum of medium dense Silt ySand
(SM) exists in Borings B-1, B-2, and B-18 through B-20, below a depth of about 10 to 12 feet, to the
bottom of boring at depths ranging from 1.35 to 18 feet. In Boring B-53, a 2-ft stratum of Silty-
Clayey Sand (SM-SC) existing at the surface, and a medium dense Silty Sand (SM) stratum exist
between depths of about 12 and 14 feet. Detailed subsurface soils and stratigraphy are shown in the

individual boring logs in Appendix 3 and in the Boring Log Profiles in Figures 4a through 4n.

Groundwater was encountered during drilling only in Boring B-18 at a depth of about 14 feet below
existing grade, and the borehole caved in at a depth of about 12.5 feet. No free water was
encountered in any of the borings at the end of drilling. Borings B-23, B-50 and B-56 were
converted into piezometer PZ-1 through PZ-3 after completion of drilling and soil sampling. PZ-1
through PZ-3 were dry 24 hours after installation. Water level was measured in PZ-1 through PZ-3
after 7 days at a depth of about 12.5, 16 and 14.5 feet below existing grade, respectively. Water level
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was measured in PZ-1 through PZ-3 after 30 days at a depth of about 9, 16 and 14 feet below

existing grade, respectively.

Our main geotechnical findings and recommendations are summarized below:

1.

No unusual staining or hydrocarbon-like odor was noted in the soil samples recovered from
the soil borings drilled in ATL’s geotechnical investigation.

A preliminary fault evaluation based on review of available fault maps and literature
review indicated that the documented Long Point Fault is estimated to be about 0.8 miles
south-southeast of the project site. Therefore, a Phase I fault evaluation by a Professional
Geologist knowledgeable is not recommended.

Based on proposed flow line depths and the subsurface conditions (see Figures 4a through
4n), the water line installation excavations will be advanced mostly in stiff to very stiff
clays. However, there is a possibility that granular soils or soils with limited cohesion may
be present at locations away from the locations investigated in this project.

Based on the proposed invert elevation and the gathered groundwater information, the
water line construction excavations approaching or exceed a depth of about 9 feet will
likely encounter groundwater. It should be noted that groundwater level will fluctuate with
the amount of precipitation prior to and during the construction.

Geotechnical parameters/information and construction recommendations for the proposed
open cut/trenching and trenchless installation of the proposed water lines are presented in

Section 5. Construction considerations are provided in Section 6.




GEOTECHNICAL INVESTIGATION
WATER LINE REPLACEMENT IN HAMMERLY AREA
HOUSTON, TEXAS

1.0 INTRODUCTION

1.1 General

The geotechnical investigation for Water Line Replacement in Hammerly Area was authorized via
the Professional Services Agreement executed on May 23, 2013, and with the acceptance of the
Associated Testing Laboratories, Inc., (ATL) Proposal No. CP12-0901R3 dated May 9, 2013.
Project details were provided to ATL by Van De Wiele & Vogler, Inc. (VDW&V). This report
includes results of the field investigation, laboratory testing, geotechnical engineering analysis and

recommendations for the proposed water line replacement for this project.

1.2 Location and Description of the Project

The project sites of this project are located in a mixed residential and commercial neighborhood, a
Site Vicinity Map showing the project alignments is presented in Figure 1. Photographs of the

project sites were taken at the time of our site visit, and some are presented in Appendix 1.

The project entails replacing the existing water lines with approximately 41,090 linear feet of 6-, 8-
and 12-inch diameter water lines in the Hammerly Area in the City of Houston, Texas. The project
alignments traverse streets in the Key Map 450 N, P, S and T area, and are shown in Figures 2a

through 2d.

The approximate invert depths of the proposed water lines at the proposed boring locations, based on

information provided by VDW&V, range from about 6 to about 12 feet below existing grade.




Trenchless installation technique will mostly be employed.

1.3

Scope of Work

A geotechnical investigation was conducted to determine subsurface soil conditions along the

proposed project alignment and to develop geotechnical engineering recommendations for the

construction of new underground utilities consisting of water lines. Associated Testing

Laboratories, Inc. (ATL) has completed a subsurface exploration program for this project consisted

of the following scope:

Augering through existing pavements at borings located within streets with asphaltic

concrete (AC) pavements using the drill rig auger.

Original scope of drilling and sampling entails a total of fifty nine (59) borings (Borings B-1
through B-59), to depths ranging from 12 to 17 feet below existing grade, for a total of 802
lineal feet of drilling, and converting three borings into piezometers (totaling 47 lineal feet)
after completion of drilling and sampling. The actual drilling footage, with the extension of
select soil borings where sands were encountered at the bottom of boring (per City of
Houston Design Guide), entails 59 borings drilled to depths of 12 to 19 feet below existing

grade, for a total of 822 lineal feet.
Conducting laboratory tests on selected soil samples recovered from the soil borings.

Developing boring logs and boring log profiles to present the general subsurface soil and

groundwater conditions.

Conducting a preliminary fault review of the project area based on review of available fault

maps and literature.

Based on results from the field investigation, laboratory testing and gathered geological information,

ATL performed geotechnical analyses to develop geotechnical recommendations for the proposed




water lines replacement construction.

2.0 SUBSURFACE INVESTIGATION PROGRAM

The field investigation for this project consisted of drilling and sampling a total of fifty nine (59) soil
borings and installing three (3) piezometers along the project alignments. The boring/piezometer
locations and depths were approved during the proposal phase. The proposed borings and
piezometers were selected based on criteria for borings and piezometers specified in City of Houston
Department of Public Works and Engineering Design Manual, Chapter 11 “Geotechnical and

Environmental Requirements”.

The majority of the 59 boring locations were located within existing portland cement concrete
pavements (PCC), a few were located within existing asphaltic concrete pavements (AC) and in
existing grassy areas. The existing PCC pavements at boring locations were cored through using a
pavement coring machine, and the AC pavements were augered through using the drilling rig auger.

The information from our boring/piezometer and depths and the coordinates (northing and easting)

are presented in the table below.

TABLE A: BORING AND PIEZOMETER INFORMATION

Boring Piezometer Location Northing Easting

No. | Depth, ft. | No. | Depth, ft.

B-1 13.5 -- -- Emnora Ln. 13861609.35 3064059.05
B-2 13.5 -- -- Emnora Ln. 13861626.73 3064586.67
B-3 13 -- -- Emnora Ln. 13861632.22 3065116.21
B-4 13 -- -- Emnora Ln. 13861637.12 3065588.98
B-5 14 -- -- Emnora Ln. 13861652.08 3066063.86
B-6 13 -- -- Emnora Ln. 13861688.07 3066954.76
B-7 12 -- -- Emnora Ln. 13861709.45 3067441.21
B-8 14 -- -- Moorberry Ln. 13861548.57 3067808.41
B-9 13 -- -- Moorberry Ln. 13861968.58 3068075.59
B-10 13 -- -- Vogue Ln. 13861403.15 3066465.06
B-11 13 -- -- Vogue Ln. 13861427.74 3067085.03




Boring Piezometer Location Northing Easting

No. | Depth, ft. | No. | Depth, ft.

B-12 12 -- -- Eaglerock Dr. 13861769.96 3068368.89
B-13 13 -- -- Teague Rd.. 13861203.18 3065460.05
B-14 14 -- -- Moss Hill Dr. 13861133.19 3066124.91
B-15 14 -- -- Rosefield Dr. 13861106.34 3066841.50
B-16 14 -- -- Moorberry Ln. 13861195.81 3067484.34
B-17 14 -- -- Eaglerock Dr. 13861345.15 3068035.36
B-18 18 -- -- Lexford Ln. 13861462.56 3068486.85
B-19 13.5 -- -- Hammerly Blvd. 13860623.48 3064340.91
B-20 13.5 -- -- Hammerly Blvd. 13860645.28 3064907.36
B-21 14 -- -- Hammerly Blvd. 13860666.01 3065419.57
B-22 13 -- -- Hammerly Blvd. 13860674.16 3065858.06
B-23 15 PZ-1 15 Hammerly Blvd. 13860566.54 3066377.93
B-24 12 -- -- Moorberry Ln. 13860722.37 3067075.01
B-25 14 -- -- Eaglerock Dr. 13860865.45 3067622.03
B-26 14 -- -- Lexford Ln. 13861081.23 3068178.41
B-27 12 -- -- Longhorn Dr. 13860239.38 3064598.53
B-28 13 -- -- Teague Rd. 13860179.08 3065488.46
B-29 12 -- -- Rosefield Dr. 13860188.06 3066243.52
B-30 15 -- -- Moorberry Ln. 13860091.08 3066531.90
B-31 15 -- -- Hammerly Blvd. 13860250.25 3066953.77
B-32 12 -- -- Eaglerock Dr. 13860430.51 3067247.63
B-33 14 -- -- Lexford Ln. 13860633.54 3067794.09
B-34 14 -- -- Elmgate Dr. 13860665.19 3068191.75
B-35 14 -- -- Vogue Ln. 13860651.69 3068586.00
B-36 15 -- -- Lexford Ln. 13860246.38 3067458.94
B-37 15 -- -- Elmgate Dr. 13860361.95 3067926.46
B-38 13 -- -- Greyburn Ln. 13860085.30 3068058.86
B-39 14 -- -- Parana Dr. 13860083.04 3068506.72
B-40 14 -- -- Springwood Forest St. 13859791.16 3064335.42
B-41 13 -- -- Springwood Forest St. 13859804.64 3065118.21
B-42 13 -- -- Hollow Hook Rd. 13859598.69 3065233.60
B-43 13 -- -- Springwood Forest St. 13859809.36 3065716.21
B-44 12 -- -- Rosefield Rd. 13859788.12 3066220.72
B-45 13 -- -- Eaglerock Dr. 13859891.68 3066783.28
B-46 15 -- -- Lexford Ln. 13859841.10 3067107.58
B-47 16 -- -- Elmgate Dr. 13859945.06 3067568.62
B-48 12 -- -- Moorberry Ln. 13859536.04 3065842.58
B-49 17 -- -- Hammerly Blvd. 13859562.09 3068041.59




Boring Piezometer Location Northing Easting

No. | Depth, ft. | No. | Depth, ft.

B-50 17 PZ-2 17 Truscon Dr. 13859706.70 3068414.91
B-51 18 -- -- Moorberry Ln. 13859255.63 3064334.54
B-52 13 -- -- Moorberry Ln. 13859278.53 3064912.71
B-53 19 -- -- Moorberry Ln. 13859283.23 3065385.84
B-54 14 -- -- Knoboak Dr. 13859026.50 3064584.62
B-55 14 -- -- Knoboak Dr. 13859042.41 3065270.37
B-56 15 PZ-3 15 Knoboak Dr. 13859126.21 3065763.90
B-57 14 -- -- Knoboak Dr. 13859352.08 3066485.08
B-58 13 -- -- Canoga Ln. 13859102.27 3066906.62
B-59 16 -- -- Knoboak Dr. 13859411.38 3067213.24

Boring locations drilled in this geotechnical exploration are shown on Figures 2a through 2d. The
boreholes were drilled dry to the bottom of the boring or to a depth where a borehole started caving
in, after which rotary wash boring technique was carried out. In cohesive soils, undisturbed soil
samples were collected using a conventional 3-inch O.D. Shelby tube in accordance with ASTM
D1587. Cohesionless soils were sampled using split spoon sampler in accordance with ASTM
D1586. All soil samples were examined, classified and logged in the field. A representative portion
of each sample was packed in containers to prevent moisture loss. All soil samples were properly

labeled and subsequently transported to the ATL laboratory.

Boring B-23, B-50 and B-56 were converted into piezometer PZ-1 through PZ-3 after the completion
of drilling and sampling. The groundwater level information encountered in the boreholes during and
at completion of drilling, and the water level in the piezometer after 24 hours, 7 and 30 days are
presented in Table 2. The piezometers were pulled and plugged with cement-bentonite grout after

the 30-day water level reading. The piezometer installation reports are presented in Appendix 2.

Upon completion of drilling, the borings where no piezometer was to be installed were backfilled
using cement-bentonite grout using a tremie. The cored PCC pavements were patched using portland

cement concrete, and the augered AC pavements were patched using cold-mixed asphaltic concrete.




All soil samples were classified according to Unified Soil Classification System (ASTM D-2487).
The soil and groundwater information found in each boring are shown on the individual boring logs

presented in Appendix 3. A Key to Log Terms and Symbols is also presented in Appendix 3.

3.0 LABORATORY TESTING PROGRAM

Samples obtained from the field were again examined and classified in our laboratory by the
geotechnical technician under the supervision of an engineer. Laboratory testing was performed on
selected soil samples collected during the field investigation. The laboratory testing program
included Atterberg Limits (ASTM D-4318), Density, Moisture Content (ASTM D-2216),
Unconfined Compressive Strength (ASTM D-2166), Unconsolidated Undrained Triaxial (ASTM D-
2850) and Percent Finer Than No. 200 Sieve (ASTM D-1140) tests. The results of laboratory tests
are presented in the boring logs in Appendix 3 and summarized in Table 3. Overall numbers and

types of tests performed for this study for this project are presented below:

TABLE B: SUMMARY OF LABORATORY SOIL TESTS

TYPE OF TEST NUMBER OF TEST
Dry Density 77
Moisture Content 424
Atterberg Limits 128
Unconsolidated Undrained Triaxial 14
Sieve Analysis thru #200 95
Unconfined Compression 63




4.0 SUBSURFACE AND SITE CONDITIONS

4.1 Geology of Coastal Plain

The proposed project area is located within the Gulf Coast Structural Province, a huge sedimentary
basin containing several thousand feet of sediments. In general, these sediments consist of loose

sands, silts and clays which slope gently toward the Gulf of Mexico.

The project site located is underlain by the Lissie Formation of Pleistocene age. The Lissie
Formation consists of sand, silt, clay, and minor amount of gravel. Iron oxide and iron-manganese
nodules common in zone of weathering and contains locally calcareous material. The surface is fairly
flat and featureless except for many shallow depressions and pimple mounds. The surface materials

are often weakened by the weathering process.

4.2 Geologic Faults

Among the geologic and geomorphological features in this region are sedimentary deposits broken
by structure such as normal faults, salt domes, etc. The sedimentary deposits slope gently toward the
Gulf of Mexico. They are broken by normal faults, most of which dip toward the Gulf and extend
downward many thousands of feet. The earth movements that caused these faults took place within
the last 50,000 years. In general, the regional faults in the Houston area trend parallel to the Gulf
Coast. Only the local faults over the salt domes show a radial pattern associated with the upthrust of
the salt mass. There are numerous faults and fault systems in the Greater Houston and surrounding
area. The movements of many of these faults has been affected in recent history by area subsidence.
The subsidence is theorized to have been associated with the removal of oil and groundwater. As
much as nine (9) feet of subsidence has occurred in the area east of Houston in the last 70 years.
Conversion to surface water usage and the limiting of oil production has greatly reduced the

subsidence rate in the area east of Houston.




Figures 3a and 3b show the principal active faults in the Houston-Harris County area interpreted
from the following sources: Principal Active Faults in Houston Metropolitan Area (Van Siclen,
O’Neil, with updates from Norman, 2004); LIDAR Imagery (USGS, HGAC, Khan and
Engelkemeir). Based on interpretation of the preceding information, the Long Point Fault is
estimated to locate about 0.8 miles south-southeast of the project area. Therefore, ATL does not
recommend a Phase I Geological Fault Study. It should be noted that the preceding information is
based on known and documented fault information and published fault maps, and the possibility of
presence of heretofore-undiscovered faults or unknown faults that do not make surface manifestation
exist. If additional information regarding the Long Point Fault and the area geological faulting is
desired, a Professional Geologist knowledgeable in geological faulting of Houston-Harris County

should be consulted.

4.3 Subsurface Soil Stratigraphy and Geotechnical Characterization

Existing Pavement Material: Fifty three (53) of the 59 borings were located in existing streets with

PCC pavements, one was located in the existing AC pavement, and five were located in the existing
grassy areas. The PCC pavements were drilled through using a pavement coring machine, and AC
pavements were drilled through using the drilling rig auger. A summary of the existing pavement

sections encountered at each boring location is presented in Table 1.

Based on the pavement information gathered from our field investigation, the existing PCC
pavements at the boring locations have thicknesses ranging from about 4 to 10 inches, with about 2
to 4 inches of gravel/limestone base at some locations. The existing AC pavement at Boring B-1
consists of about 3 inches of AC surface and underlain by about 7 inches of gravel with sand base.
The AC pavement material and thicknesses were estimated from the cuttings from the drill rig auger.
The actual pavement material and thicknesses in the field, at or near the boring locations, may differ

from those described in the Table 1.




Potentially Hazardous Materials: No unusual staining or hydrocarbon-like odor was noted in the

soil samples recovered from the soil borings drilled in ATL’s geotechnical investigation.

Subsurface Soil Stratigraphy: Based on our soil borings, the subsurface soils along the project

alignments consists generally of following:

Along Emnora Lane (Profile 4a): The subsurface soils below the existing AC and PCC pavements

consist stiff to hard Lean Clays (CL) to the bottom of Borings B-3 through B-7 at 12 to 14 feet. In
Borings B-1 and B-2, the Lean Clay stratum exists to a depth of about 10 feet below existing grade,

and is underlain by a stratum of medium dense Silty Sand (SM) to the bottom of borings at 13.5 feet.

Along Moorberry Lane - 1 of 2 (Profile 4b): The subsurface soils below the existing ground

surface and PCC pavements consist of stiff to hard Lean Clays (CL) and Fat Clays (CH) to the
bottom Borings B-8, B-9, B-16, B-24 and B-30 at depths ranging from 12 to 15 feet below existing
grade.

Along Moorberry Lane — 2 of 2 (Profile 4c): The subsurface soils below the existing ground

surface and PCC pavements consist predominantly of soft to hard Lean Clays (CL) and Fat Clays
(CH), to the bottom of Borings B-44, B-48, and B-51 to B-53, at depths of 12 to 19 feet below the
existing grade. In Boring B-53, a stratum of Silty-Clayey Sand (SM-SC) is found in the top 2 feet,
and a medium dense Silty Sand (SM) stratum is found between depths of about 12 and 14 feet. Fill

consisting of firm to stiff Lean Clays (CL) was found in Boring B-51 to a depth of about 6 feet.

Along Vogue Lane (Profile 4d): The subsurface soils below the existing PCC pavements consist of

soft to hard Lean Clays (CL) and Fat Clays (CH) to the bottom of Boring B-10, B-11, B-26 and B-35

at depths ranging from 13 to 14 feet below existing grade.




Along Moss Hill Drive (Profile 4e): The subsurface soils below the existing PCC pavements

consist of stiff to hard Lean Clays (CL) to the bottom of Borings B-5 and B-14 at 14 feet below

existing grade.

Along Hornpipe Lane (Profile 4f): The subsurface soils below the existing PCC pavements consist

stiff to hard Lean Clays (CL) and Fat Clays (CH) that exist to a depth of 14 feet in Borings B-14 and

B-15 feet below the existing grade.

Along Hammerly Boulevard (Profile 4g): The subsurface soils below the existing PCC pavements
consist predominantly of firm to hard Lean Clays (CL) and Fat Clays (CH) to the bottom of Borings
B-21 through B-23, B-31, B-47 and B-49, at depths ranging from 13 to 17 feet below existing grade.
In Borings B-19 and B-20, the clay stratum exists to a depth of about 10 and 12 feet below existing
grade, respectively, and is underlain by a stratum of medium dense Silty Sand (SM) to the bottom of

boring at 13.5 feet.

Along Teague Road (Profile 4h): The subsurface soils below the existing ground surface and PCC

pavements consist of stiff to hard Lean Clays (CL) and Fat Clays (CH) to the bottom of borings at a
depth of 13 to 14 feet below existing grade.

Along Eaglerock Drive (Profile 4i): The subsurface soils below the existing PCC pavements
consist of stiff to hard Lean Clays (CL) and Fat Clays (CH) to the bottom of Borings B-12, B-17,
B25, B-32, B-45 and B-57, at depths ranging from 12 to 14 feet below existing grade.

Along Lexford Lane (Profile 4j): The subsurface soils below the existing PCC pavements consist

predominantly of firm to very stiff Lean Clays (CL) and Fat Clays (CH) to the bottom of Borings B-
26, B-33, B-36 and B-46, at depths ranging from 14 to 15 feet below the existing grade. In Boring B-
18, the clay stratum is underlain by a stratum of medium dense Silty Sand (SM) below a depth of

about 10 feet and exists to the bottom of the boring at 18 feet.
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Along Elmgate Drive (Profile 4k): The subsurface soils below the existing PCC pavements in
Borings B-34, B-37, B-47 and B-59 consist of stiff to hard Lean Clays (CL) and Fat Clays (CH) to

the bottom of borings at depths ranging from 14 to 16 feet below existing grade.

Along Greyburn Lane (Profile 41): The subsurface soils below the existing PCC pavements consist

of a stratum of soft to hard Lean Clays (CL) and Fat Clays (CH) to a depth of 14 and 13 feet below

existing grade of Boring B-35 and B-38, respectively.

Along Springwood Forest Drive (Profile 4m): The subsurface soils below the existing PCC

pavements consist of stiff to hard Lean Clays (CL) to the bottom of Borings B-40 through B-43 at

depths of 13 to 14 feet below existing grade.

Along Knoboak Drive (Profile 4n): The subsurface soils below the existing subgrade and the PCC

pavements consist of stiff to hard Lean Clays (CL) and Fat Clays (CH) to the bottom of Borings B-54
through B-57, and B-59, at depths ranging from 14 to 16 feet.

The detailed subsurface soils and stratigraphy are shown in the individual boring logs in Appendix 3
and in the Boring Log Profiles in Figures 4a through 4n. “CL”, “CH”, “SM-SC” and “SM” are

classes of soils described in the Unified Soil Classification System.

The lean clays (CL) found in the soil borings have liquid limits ranging between about 23 and 49%,
and plasticity indices (PI) ranging between about 8 and 30%. Clean non-expansive sandy lean clay
soils (plasticity index between about 10 and 20) can be used as select fill in their present condition.
The fat clay (CH) soils found in the soil borings have liquid limits ranging between about 50 and
77%, and plasticity indices ranging between about 31 and 54%. High plasticity fat and lean clays
(PI>20) are not suitable for use as select fill in their present condition; however, these soils in their

present conditions may be used as random fill. High plasticity clay soils, if clean, can be treated with
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appropriate amount of lime and used as select fill; a lime dosage of 7% by weight is recommended
for preliminary estimate purposes, but lime vs. pH and/or lime vs. P1 series tests should be conducted

to determine the optimum lime dosage.

4.4 Groundwater

Groundwater was encountered during drilling only in Boring B-18 at a depth of about 14 feet below
existing grade; and the borehole caved in at about 12.5 feet. No free water was encountered in any of
the borings at the end of drilling. Borings B-23, B-50 and B-56 were converted into piezometer PZ-1
through PZ-3 after completion of drilling and soil sampling. PZ-1 through PZ-3 were dry 24 hours
after installation. Water level was measured in PZ-1 through PZ-3 after 7 days at a depth of about
12.5, 16 and 14.5 feet below existing grade, respectively. Water level was measured in PZ-1 through

PZ-3 after 30 days at a depth of about 9, 16 and 14 feet below existing grade, respectively.

The groundwater information encountered during and at the end of drilling in the boreholes, and in
the piezometer after 24 hours and 7 and 30 days are presented in Table 2. It should be noted that the
groundwater conditions will fluctuate according to the amount of precipitation and the environments

conditions at the site.

Perched water table may exist in permeable sand/silt lenses/seams/layers within clay stratum that can
form pathways for percolated and infiltrated water. The rate of flow of groundwater produced by
these layers will depend upon the weather conditions such as locations of size and continuity of the
permeable layers/seams/lenses, and the amount of precipitation and ambient temperature etc., at the

time of construction.
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5.0 GEOTECHNICAL ANALYSES AND RECOMMENDATIONS

The proposed water line installation will likely involve augering, one of many trenchless
construction technique. Construction of access pits (auger pits) will likely involve open cut/trench
excavation; it is also possible that open cut/trenching construction may be carried out in local areas
where underground obstructions or site conditions warrant the construction technique. Based on the
plan and profile drawings, the water lines are proposed to be installed at depths ranging between

about 6 and 12 feet.

5.1 OSHA Soil Types

At the federal level, Occupational Safety and Health Act (OSHA) requires protective systems for all
trenches exceeding 5 feet in depth. OSHA has developed a soil classification system to be used as a
guideline in determining sloping and protective system requirements for trench excavations. This
system has set forth a hierarchy of Stable Rock, Type A, Type B, and Type C, in decreasing amounts
of stability.

Stable Rock: Natural solid mineral matter that can be excavated with vertical sides and remain

intact while exposed.

Type A: Cohesive soils with an unconfined compressive strength of 1.5 ton per square foot
(tsf) or greater.

However, no soil is Type A if:

° The soil is fissured; or

° The soil is subject to vibrations from heavy traffic, pile driving, or similar
effects; or

° The soil has been previously disturbed; or

° The soil is part of a sloped, layered system where the layers dip into the
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excavation on a slope of four (4) horizontal to one (1) vertical or greater; or
The material is subject to other factors that would require it to be classified as

a less stable material.

Cohesive soil with an unconfined compressive strength greater than 0.5 tsf
but less than 1.5 tsf; or

Soil that meets the unconfined compressive strength or cementation
requirements for Type A, but is fissured or subject to vibration; or

Dry rock that is not stable; or

Material that is part of a sloped, layered system where the layers dip into the
excavation on a slope less steep than four horizontal to one vertical (4H:1V),

but only if the material would otherwise be classified as Type B.

Cohesive soil with an unconfined compressive strength of 0.5 tsf or less; or
Granular, including gravel, sand, and loamy sand; or

Submerged soil or soil from which water is freely seeping; or

Submerged rock that is not stable;. or

Material is a sloped, layered system where the layers dip into the excavation

on a slope of four (4) horizontal to one (1) vertical or steeper.

Based on the soil conditions from the borings and groundwater information from the borings and

piezometers, ATL recommends classifying the top 9 feet of the onsite clay soils (CL/CH) that are
soft to firm as OSHA Soil Type “C”, and those that are stiff to hard as OSHA Soil Type “B” for the

determination of allowable maximum slope or selection and design of the protective system. All

onsite clay soils below a depth of 9 feet shall be classified as OSHA Soil Type “C”. Fill soils, sands

(SP/SM/SC), silts (ML), silty clays (CL-ML) and any soils subject to hydraulic pressure or vibrations
shall be classified as OSHA Soil Type “C”.

14



5.2 Open Cut/Trench Excavation

The proposed water line installation will involve construction using trenchless techniques. However,
construction of auger pits for the proposed water line installation will involve open cut/trench
excavation, it is also possible that open cut and trenching may be carried out in local areas where

underground obstructions or site conditions warrant such a construction technique.

The approximate flow line depths and the subsurface conditions found in the soil borings are
shown in the Boring Log Profiles on Figures 4a through 4n. Accordingly, the water line
installation excavation will be advanced mostly in stiff to very stiff clays (CL/CH), with locally

soft to firm stratum.

The trench excavations can be made using cut slopes stepped back to stable slope, vertical cuts
supported with sheet piles or other suitably designed retaining system. The excavation should be
performed in accordance with the current OSHA 29 CFR Part 1926 of OSHA (Trench Safety
System) and City of Houston Standard Specification, Section 02317 — Excavation and Backfill for
Utilities.

Trenches should be provided with a proper trench support system. For the trench supporting system,
the lateral pressures exerted on trench walls by stiff clays and cohesionless soils are presented in
Figure Sa. Where soft to firm cohesive soils are encountered, the lateral pressure may be computed
as given in Figure 5b. Where cohesive soils are underlain by sandy soils, the lateral pressure may be
computed as given in Figure Sc. Temporary earth retaining walls are sometimes designed assuming
an equivalent fluid pressure, in such cases, a lateral earth pressure equivalent imposed by a 84 PCF
and 102 PCF fluid is recommended for clay soils above and below the water table, respectively; in
sandy soils, a lateral earth pressure equivalent imposed by a 48 PCF and 85 PCF fluid is

recommended for soils above and below the water table, respectively. Timber shoring as outlined in
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29 CFR Part 1926 of OSHA recommendation may be used in the construction of trench supporting
system. Trench boxes are commonly used for trench safety without shoring or bracing in open-cut

excavations with vertical walls. In all cases, excavations should conform to OSHA guidelines.

Vehicular and Other Surcharge Loadings: Under normal loading conditions, a surcharge magnitude

of q psf can result in lateral earth pressure of about 0.5q in cohesive soils and about 0.4q in sandy
soils. All surcharge loads to a distance of 0.5 times the wall height should be considered. Due to the
likely presence of roadways along the proposed pipeline alignment, the effects of vehicular traffic
should be considered while designing the lateral supporting systems. The highway loading imposed
by a H20 truck on a pipe under various depths of soil cover is presented in Figure 6. Figure 7
presents Boussinesq’s equation for computing both horizontal and vertical stresses imposed by a

surface surcharge load.

Stockpiling of excavated material should not be allowed near the excavation. Generally, a distance of
at least one-half the excavation depth on both sides of the trench should be kept clear of any
excavated material and height of stockpile should be limited to no more than 3 feet. If this is not
possible due to space limitations then the retaining system design should be designed to take into

account the surcharge loads.

In stable cohesive soils and where groundwater is lowered at least 3 feet below the excavation
bottom, and if the sheeting terminates at the base of cut, the trench bottom stability can be evaluated

in the following manner:

Factor of safety (Fy) = (N C
(1) D +q

Where,

N, = Bearing capacity factor that depends on dimensions of the excavation:
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C = Average undrained shear strength of clay in failure zone beneath and surrounding
base of cut, psf.

1’ = Average effective unit weight of soils above trench bottom, pcf.

= Surface surcharge, psf.

= Depth of trench, ft.

= Length of trench, ft.

= Width of trench, ft.

W = g o

If the factor of safety is less than 1.5, sheeting should be extended below the base of the cut to insure

stability. The extended sheeting depth should be at least 1.5 times the trench width.

3.3 Groundwater Control

Groundwater encountered in the soil borings during and at completion of drilling, as well as the 24-
hour and 7 day water level readings in the piezometers were presented in Section 4.4. It should also
be noted that fluctuations in groundwater levels may take place as a result of seasonal rainfall

variations

The approximate flow line depths and the subsurface conditions as found in the soil borings are

shown in the Boring Log Profiles on Figures 4a through 4n. Based on the proposed invert elevation
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and the groundwater information gathered during our field investigation, the water line construction
excavations below a depth of about 9 feet will likely encounter groundwater. Seepage rate in clay
soils will likely be low, but seepage rate in sands will be high. It should be noted that groundwater
level will fluctuate with the amount of precipitation and the prevailing environmental conditions

prior to and during construction.

Groundwater control for excavation in cohesive soils up to a depth of 15 feet can usually be
accomplished by sump and pump arrangements because the seepage is relatively slow. For
dewatering below the depth of about fifteen (15) feet multi-staged pumps will be required. When
excavations extend into water-bearing sands/silts (not found in soil borings drilled in this
investigation, but may be present away from the borings drilled), then dewatering using well points
will be necessary. Criteria and requirements of City of Houston Standard Specification, Section

01578 — Control of Ground Water and Surface Water should be followed.

Seams and pockets of sand, silt, ferrous nodules, and calcareous nodules that may exist in cohesive
soil layers may form communicative drainage paths for the groundwater, leading to potential water-
bearing/perched water condition, and as a result, accelerated the rate of seepage. If such unexpected
phenomenon is observed during the trench excavation and construction, appropriate measures, such
as proper dewatering and shoring methods, may have to be implemented under supervision of a

Professional Civil/Geotechnical Engineer.

5.4 Bedding Criteria

Where water line is installed using open cut method, the trench bottom for water line placement
should be over-excavated to a minimum of 12 inches. For auger pits the over excavation should be
to a minimum of 6 inches. The space should be filled with bank sand to a depth of at least 12-inches
above the pipe top and compacted to a minimum of 95 percent of the Standard Proctor (ASTM D

698) maximum dry density at a moisture content between -3 to +5 percent of the optimum moisture
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content. The trench bottom should be shaped to receive the water pipe. The bedding details should
be in accordance with the latest City of Houston Construction Details. City of Houston Drawing No.
02317-04 should be used for the water main bedding and backfill. The bedding and backfill for
auger pit should be in accordance with City of Houston Drawing No. 02447-01.

Soft and/or wet soils, if encountered at trench bottom, should be handled according to requirements

specified in City of Houston Standard Specifications Section 02317, Subsection 3.07, A and B.

5.5  Trench Backfill

The backfill should conform to standard City of Houston Specification, Section 02317 — Excavation
and Backfill for Utilities. The backfill materials should conform to standard City of Houston
Specification, Section 02320 — Utility Backfill Materials.

The embedment material between the pipe and the trench (bedding, haunching and initial backfill)
may consist of bank run sand placed in maximum six-inches compacted lift thickness and compacted
to a minimum of 95 percent of the maximum dry density as determined by Standard Proctor test

(ASTM D698) at —3 to +5 percent of the optimum moisture content.

In the trench zone within the pavement area, the backfill may consist of bank run sand or select fill.
The bank run sand should be placed in maximum 12 inches loose lift thickness and compacted by
vibratory equipment to a minimum of 95 percent of the maximum dry density at moisture content
within zero percent to -3 and +5 percent of optimum as determined by ASTM D698. The select fill
may be placed in maximum 6-inch compacted lift thickness and compacted to a minimum of 95
percent of the maximum dry density at moisture contents within 0 and +5 percent of optimum as
determined according to ASTM D 698. The cut pavement should be replaced to match the existing
pavement type and the thickness should be equal or greater then the existing pavement thickness.

The finished pavement surface must be even with existing pavement elevation. In the trench zone
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outside the pavement area, a random backfill of suitable material (clayey soils) may be used. The
random backfill may be placed in maximum 12 inches loose lift thickness for clayey soils and
compacted to a minimum of 90 percent of the maximum dry density as determined by ASTM D 698

at moisture content necessary to achieve the density.

5.6 Loads on Buried Conduits

The pipelines placed at depths under the ground will be subject to loads due to backfill (earth loads)

and loads due to vehicular traffic (live loads).

Earth Load: The earth loads on a buried pipe can be calculated based on Marston’s formulae (Ref: 1

through 3). The Marston’s equation for buried conduits are generally given as:

Wq =Cy T Bd2 - for rigid pipes

W4 =C4 Y By B. - for flexible pipes

Where, = W, =fill load, in pounds per linear foot of pipe
Cq = Marston’s soil coefficient
Y = Unit weight of fill material, pcf (use 120 pcf)
By = Width of trench at or slightly below top of pipe, in feet
B. = Width of pipe, in feet

The above equation is valid when the conduit is placed in a trench not wider than 2.0 to 3.0 times its
outside width. Marston’s soil coefficient C4 can be obtained from Table 4. K is the active earth
pressure coefficient and [ is the coefficient of sliding friction between the fill material and the sides
of the trench. The height of fill and the horizontal width of trench should be considered from the top
of the conduit. For the above equation for flexible pipes, an assumption of equal stiffness of soil and
pipe has been used for its development and the equation generally gives a minimum load value.

Hence, for flexible pipes including ones installed using trenchless construction, the earth loads may
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be conservatively calculated using the prism load theory. The prism load (Ref: 1 through 3)
determines the weight of the soil column directly above the pipe and neglecting factors such as side
wall friction and/or the cohesion of the soils. The prism load (in psf) may be calculated by
multiplying the total unit weight of soil above the pipe (say 120 pcf) by the height, H (ft) of the soil
fill. The prism load generally gives higher loading on the pipe and simulates the long term load

imposed on the pipe.

Vehicular Load: For calculation of live loads, the width of the loaded area should be taken as the

outside horizontal width of the pipe. Loading due to H20 vehicle should be considered for vehicular
traffic. The estimated highway loading on a buried conduit imposed by a H20 truck, under various

soil cover, is presented on Figure 6.

Surcharge Load: The stresses imposed by a surcharge load can be estimated using Boussinesq's

Equation presented on Figure 7.

5.7 Trenchless Construction

The proposed water lines will be installed using trenchless technique. In general, trenchless
installation may involve dry auger or slurry auger method. In the dry auger method, the casing is
advanced by jacking while soils are excavated at the advancing end of the casing. In the slurry auger
method, a small diameter pilot hole is first drilled between the access shafts, followed by reaming the
pilot hole to full diameter by augering with slurry and installing casing or pipe by pull-back or
jacking techniques. Requirements of City of Houston Standard Specification, Section 02447 —

Augering Pipe and Conduit, should be followed.

The water line will be installed mostly in stiff to very stiff clays, in which case the excavation face

are anticipated to be stable. However, there is a possibility that granular soils or soils with limited

21



cohesion may be present at locations away from the locations investigated in this project.

Excavation face in granular soils (sand/silt/gravel), clay soils with slight/low plasticity or containing

a significant amount of sands, and other caving soils, if encountered at/near the excavation face, will

likely experience some degree of instability if the excavation face is unsupported, especially when

these soils are saturated and/or subject to seepage pressure. In such cases, the following mitigating

measures can be employed to improve the excavation stability:

1)

2)

3)

4)

Lower the groundwater table to at least 3 feet below the excavation bottom, and use colloidal
drilling fluid (usually bentonite slurry) under controlled pressure to improve stability of the
excavation.

In conditions where mitigation measures employed in Item 1 above cannot adequately
provide the excavation stability, a casing can be installed at the same time of the slurry
augering to provide stability of the excavation and reduce settlement at the surface.

In ground conditions where highly unstable soils and/or high inflow rate/pressure exist,
microtunneling machine equipped with face shield and pressure-balancing colloidal drilling
fluid may be used to maintain the stability of the excavation face.

Alternatively, open cut with shoring or other methods approved by City of Houston
Department of Public Works and Engineering, along with groundwater control, and other
stabilizing techniques such as chemical grouting, may be used at locations with difficult

subsurface conditions or site constraints.

It is the responsibility of the Contractor to select a trenchless technique for the installation of the

proposed water line by taking into account the soil types and stratigraphy and the groundwater

conditions as found in the soil borings; the Contractor should have a work crew with experience in

working with the selected trenchless construction technique in subsurface conditions similar to those

found along the project alignments. If necessary, the Contractor may conduct additional geotechnical

investigation to provide more detailed subsurface conditions.
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Auger pit construction criteria provided in City of Houston Standard Specification, Section 02447 —
Augering Pipe and Conduit, should be followed. Shoring systems for the auger pits may be designed

based on the lateral earth pressures and other considerations discussed in Section 5.2.

Groundwater conditions were observed in open boreholes during the field investigation and in
piezometers and the information were presented in Section 4.4. Water inflow in cohesive soils may
be removed using a sump and pump arrangement. If the water inflow is large or where granular soils
are encountered, dewatering using well points may be required to provide a dry working platform

and to prevent soil boiling.

3.8 Effects of Trenchless Construction on Surrounding Structures

A properly designed and controlled augering/trenchless construction operation can reduce immediate
soil movement and subsidence to a tolerable level. Nevertheless, some ground loss should be
expected during any augering/trenchless construction operations. With good construction techniques,
ground loss can be mitigated to acceptable levels. Augering/trenchless construction below pavement
and buried utilities may lead to some future settlement due to loosening of the subgrade or bedding
condition. Large ground loss can result from uncontrolled flowing ground. Such conditions may
occur if water-bearing sands or silts were encountered (not encountered in our soil borings, but may
be present away from the borings drilled) in the excavations along the augering/trenchless
construction alignment. Measures to mitigate ground loss and other impacts of trenchless

construction were addressed in Section 5.7.

The zone of influence of the augering/tunnel roughly extends to a distance equal to the invert depth
on each side of the centerline of the augering/trenchless construction alignment. The amounts of
settlement due to augering/trenchless construction are difficult to estimate. We anticipate that if
good construction practices and control are exercised, the amount of ground settlements should be

small. Establishing monitoring points on existing roadways, buildings and other important structures
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along the augering/trenchless construction alignments, and record coordinates and elevations prior
to, during and after construction to monitor the amount of settlements or lateral movements due to
augering/trenchless construction, and adjust augering/trenchless construction technique accordingly
to mitigate the movements as necessary. Existing damages to the surrounding structures should be

documented prior to starting of the augering/trenchless construction operations.

5.9 Thrust Restraint

Unbalanced thrust forces result from changes in flow directions and/or velocity in a pressurized pipe
system (see Figure 8). The unbalanced thrust force and magnitude of thrust block force T is defined

as follows:
T =2 PA Sin (6/2)

Where, = internal fluid pressure (psi);

P

A = cross-sectional area of pipe (in®);
0 = deflection angle of bend; and,

T

= thrust force (pounds)

Adequate restraint may be achieved by using thrust blocks, restraint joints, tie rods, or a combination
of these systems. The unbalanced force acting on a pipe system is transmitted by a thrust block and
resisted by the bearing area between the pipe and the foundation soils. The unbalanced force acting
on a pipe system with restraint joints are resisted by the frictional forces between the pipe/soil

interface across the pipe sections restrained to act integrally.

Thrust Blocks: Thrust blocks are commonly used to increase the bearing area to allow the fittings to
resist movement. The procedures for thrust block design are given in detail in AWWA M9 (Ref. 1).

The required thrust block bearing area is calculated based on the bearing capacity of the soil:
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Required Bearing Area of Thrust Block = T/F

Where,

—
Il

thrust force (Ib); and,

F = safe bearing value for soil (Ib/sq.ft)

A safe bearing value of 1,500 psf can be used for thrust block design bearing on compacted soils.
This value includes a factor of safety of 3. The blocks must be placed against undisturbed or
compacted soils and the face of the block must be perpendicular to the direction of and centered on
the line of action of the thrust. Proper care must be exercised after construction to prevent failure due

to any future excavations behind the blocks.

Restrained Joints: Restrained joints are typically used to avoid the uncertainties of thrust blocking

like future excavations, etc. A detailed procedure for designing restrained joints including example
calculations is outlined in the AWWA design manual M9 (Ref. 1). The following soil parameters
are recommended for the design of the restrained joint(s):

Average unit weight of soil, y =120 pcf

Cohesion of soils, C =250/500/1000 psf  (for soft/firm/stiff clays)

For coefficient of friction between pipe and granular soils, f, use 0.25 for smooth PVC and steel

pipes, and use 0.3 for concrete pipes.

5.10 Flexible Pipe Deflection

The deflection of a flexible pipe may be determined using the modified lowa formula of Watkins and

Spangler (Ref. 2) as given below:
Ax =D, [KWr'/ (EL+0.061 E' 1) ]

Here El is the pipe wall stiffness (in-1b.), r is the radius (in.) and W is the load per unit of pipe length
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(Ib/in. in. of pipe). Where prism loads (i.e. weight of soil above the pipe) are used for pipe earth

loads, a deflection lag factor, D; of 1.0 may be used. Otherwise, deflection lag factor, D, of 1.5

should be used. The bedding constant, K, may be taken as 0.1.

parameters are recommended:

The following typical soil

Soil Type Soil Consistency Unit Shear Strength (c), Modulus of
Weight, psf Soil Reaction,
pcf or SPT Blow Counts, psi/in
blows/ft
Soft 120 c <250 100
Fat Clays Firm 124 ¢ <500 300
and Stiff 128 ¢ < 1,000 600
Lean Clays Very Stiff 130 ¢ <2,000 1,000
Hard 132 ¢ > 2,000 2,000
Loose 110 2<Ngpr <7 300
Granular Soils: Loose to Medium 113 8<Ngpr=< 15 600
Sands, Silts and Dense
Gravel Medium Dense 115 16 < Ngpr< 30 1,000
Dense 118 Ngpr > 30 2,000

* Buoyant soil unit weight is computed by subtracting unit weight of water from the soil unit weight

5.11 Buoyant Uplift

Portion of a buried structure located below the water table is subject to an upward hydrostatic
pressure, called the buoyant uplift pressure. Resistance to buoyant uplift pressure is provided by the
following components:

. Weight of the structure (W)

° Weight of the soil above the base extension beyond the wall(Ws)

. Frictional force between the soil and foundation (Fs).

Buoyant Uplift Resistance = W + Ws + Fs

W and Ws are can be readily computed. The computation of the buoyant uplift, and the skin friction

resistance are shown in Figure 9. If base extension option is used, we recommend using a buoyant
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unit weight of backfill soil above the base extension of 65 pcf when computing Ws.

5.12 Street Cut and Repair

Any street cut necessary for this project should be restored to its original condition using material
similar in nature and thickness to the existing streets. Recommendations outlined in City of Houston
Standard Specification, Section 02951 — Pavement Repair and Resurfacing should be followed. The
top 8 inches of the subgrade soils in the pavement repair areas should be stabilized. ATL
recommends stabilizing subgrade clay soils with plasticity indices above 15 and above 25 with at
least 6 and 7 percent lime, respectively, and stabilizing granular soils and clay soils with plasticity
indices of less than 15 with at least 4 percent lime and 8 percent fly ash, on a weight basis; optimum

amount of stabilization shall be determined by conducting laboratory testing.

The lime and lime-fly ash stabilization should be carried out in accordance with City of Houston

Standard Specifications Section 02336 and 02337, respectively.

6.0 CONSTRUCTION CONSIDERATION

The proposed water line installation will involve mostly trenchless construction techniques and some
open cut/trenching construction. Accordingly, the water line installation excavations will most likely
be advanced in stiff to very stiff clay soils. However, there is a possibility that granular soils or soils
with limited cohesion may be present at locations away from the locations investigated in this
project. Excavation face in granular soils (sand/silt/gravel), soils with only slight plasticity and other
caving soils (if encountered), will likely experience some degree of instability if the excavation face
is unsupported, especially when these soils are saturated and/or subject to seepage pressure. In such
cases, mitigating measures as discussed in Section 5.7 of this report can be employed to improve the

excavation stability.
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Based on the proposed invert elevation and the groundwater information gathered during our field
investigation, the water line construction excavations below a depth of about 9 feet will likely
encounter groundwater. It should be noted that groundwater level will fluctuate with the amount of
precipitation and the prevailing environmental conditions prior to and during construction. For water
line installation excavation advanced in clay soils, the seepage rates are usually low, and
groundwater control can usually be controlled by sumping and pumping. However, for excavations
advanced in water-bearing sands/silts stratum (not encountered in our soil borings, but may be
present away from our soil borings), where water inflow rate is high, dewatering using well points

will be required to provide a dry working platform and to prevent soil boiling.

It is the responsibility of the Contractor to select a trenchless technique for the installation of the
proposed water line by taking into account the soil types and stratigraphy and the groundwater
conditions as found in the soil borings; the Contractor should have a work crew experienced at
working with the selected trenchless construction technique in subsurface conditions similar to those
found in along the project alignments. If necessary, the Contractor may conduct additional

geotechnical investigation to provide more detailed subsurface conditions.

6.1 QOuality Control

Associated Testing Laboratories, Inc. (ATL) recommends implementation of a comprehensive
quality control program under the supervision of a Professional Engineer due to the fact that a
considerable amount of excavation and back filling may be required in the proposed project area.
Structural integrity and stability is particularly dependent on quality foundation installation, bedding
and subgrade preparations. An independent testing laboratory should be assigned to test and inspect

construction materials during the construction phase.

To ensure that excavation will remain stable, to provide sufficient headroom for working, to provide

worker's safety and to protect adjacent structures, the excavations will have to be provided with
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sufficient side slopes or shored in accordance with OSHA "Trench Safety Systems" (29 CFR Part
1926), as published in the Federal Register, Vol. 52, No.72, Section 1926-650 through 1926-653.
Excavation of the trenches and access pits should be carried out under the supervision of an
experienced construction supervisor and necessary shoring and/or bracing of the trenches should be
properly installed. In temporary braced or shored excavations and in access pits where the sheeting
terminates at the base of the trench, lateral earth pressure, surcharge, and seepage pressure caused by
a differential hydrostatic head moving upward to the bottom of the trench can cause trench bottom
instability. Therefore, it is recommended that, if the bottom stability evaluation yields a factor of
safety less than 1.5, the sheeting should be extended below the base of cut. Before filling operations
take place, representative samples of the proposed fill material should be tested by an independent

laboratory to determine the compaction and classification characteristics.

6.2 Monitoring

Despite the thoroughness of this geotechnical exploration, there is always the possibility that actual
subsurface conditions may differ from the predicted conditions because conditions between soil

borings can be different from those at specific boring locations.

Any excessive ground movements like settlement and lateral movement should be monitored and
controlled. This can be done by performing a preconstruction survey including photography and
documentation of existing conditions like elevations, cracks, etc., and by installing ground
movement monitoring devices such as inclinometers, crack monitors, and establishing elevation
monitor stations along the waterline alignment to monitor the ground movement after

commencement of the excavation.

Associated Testing Laboratory, Inc. (ATL) recommends a regular inspection and overall project
monitoring by a geotechnical engineer during the construction phase. The purpose of inspection is to

provide sound engineering and judgement alternatives during construction, if unanticipated
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conditions occur.

7.0  LIMITATIONS

The information, findings and recommendations contained in this report are based on data obtained
from test borings at the locations shown in Figures 2a through 2d, a reasonable volume of laboratory
tests, and professional interpretation and evaluation of the field and laboratory data, and
consideration of the project information furnished. Should it become apparent during construction
that soil conditions differ significantly from those discussed in this report, this office should be

notified immediately so that further evaluation and any necessary adjustments can be made.
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Vertical: 1""'=5'

Figure-4m




PROJECT NAME: WATER LINE REPLACEMENT IN HAMMERLY AREA

Depth (ft.)

WBS No. S-000035-0180-4

88

87

86

85

84

83

82

81

80

79

78

77

76

75

74

73

B-54

B-55

7.5" CONC.

PROFILE ALONG KNOBOAK DRIVE

B-57
B-59

5.5" CONC.

KEY

Water First Noticed
Depth To Water At Completion
24 hr. Water Level

PZ Water Level (6-25-13)

44 «<<

PZ Water Level (7-30-13)

CH- Fat Clay

CH- Fat Clay With Sand

CL- Lean Clay With sand

CL- Sandy Lean Clay

ST - Stiff

VST - Very Stiff

FRM - Firm

HRD - Hard

SM- Silty Sand

MED DEN - Medium Dense

SCALE

Horizontal: 1"= 500'

Vertical: 1"=5'

Figure 4n




ASSOCIATED TESTING LABORATORIES, TNC.

PROJECT NAME: WATER LINE REPLACEMENT IN HAMMERLY AREA

PROJECT NO. G13-164

Depth (ft.)

WBS No. S-000035-0180-4

86

85

84

83

82

81

80

79

78

77

76

75

74

73

72

71

70

69

6.5" CONC.

V Water First Noticed

V  Depth To Water At Completion

B-29

5.5" CONC.

PROFILE ALONG ROSEFIELD DRIVE

5.5" CONC.

B-44

CH- Fat Clay

CH- Fat Clay With Sand

CL- Lean Clay With sand

CL- Sandy Lean Clay

ST - Stiff

VST - Very Stiff

FRM - Firm

HRD - Hard

SCALE

SM- Silty Sand

‘[ :|MED DEN - Medium Dense

Horizontal: 1"'= 500’

Vertical: 1"'=5'

Figure-do




Ps

0.25H

Stiff  os5H

Cohesive
Soils

0.25H

Pa Ps

Cohesionless

Soils

FARTH PRESSURE DIAGRAM

P = Pa + Ps + Pw

Total lateral pressure (psf)
Active earth pressure(psf) = KjpsH=0.4%H for Stiff Clays
vH= 0.25%H for cohesionless Sands (0.33 ¥ H-for loose sand)

Where P =
Pa =
= 0.65 K4
Ps = Lateral pressure due to surcharge load (psf) = 0.5q for Clays
. = 0.4q for Sands
Pw = Hydrostatic pressure (psf) = 62.4* water depth (0.5q for loose Sands)
H = Depth of braced excavation (ft)
q = Surcharge load (psf) usually taken as 500 psf
¥ = Submerged density of soils (pcf) = use 60 pcf (use 50 pef for loose Sands)

ASSOCIATED TESTING LABAORATORIES, INC.
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS
TEL: (713) 748-3717 Fax: (713) 748-3748

EARTH PRESSURE DIAGRAM
WBS NO. $-00035-0180-3

Source: Peck, R.B. 1969. "Deep Excavations and Tunneling in Soft Ground".

FIGURE 5a

PROJECT NO. : G13-164

WATER LINE REPLACEMENT IN HAMMERLY AREA

PST8/28/12



q Pa
N -
\
I~ 0.25H
[~~~
+ +
H ~
[~ 0.75 H
[~
T~
A
- FOR SOFT TO FIRM COHESIVE SOILS

Where P = Total lateral pressure (psf)
Pa = Active earth pressure(psf) = 1.0KgxH for soft clays

Ka Active Earth pressure coefficient

1-m 2% _ j_, 4c me =3l
= T(t&kmg C=3 )
Here m=1 for N<4 and m=0.4 for N>5

N= Stability number =¥H/C
Ps = Lateral pressure due to surcharge load (psf) = Kg for clays

Pw = Hydrostatic pressure (psf) = 62.4* water depth
H = Depth of braced excavation (ft)

Surcharge load (psf) usually taken as 500 psf

q =
¥ = density of soils (pcf) = use 50 pef below groundwater and 110 pef above
9u = Unconfined compressive strength, psf groundwater

C = Undrained shear strength, psf

Note: Neglect hydrostatic pressure above groundwater level

Source: Peck, R.B. 1969. "Deep Excavations and Tunneling in Soft Ground".

ASSOCIATED TESTING LABAORATORIES, INC.

EARTH PRESSURE DIAGRAM 3143 YELLOWSTONE BLVD., HOUSTON, TEXAS
TEL: (713) 748-3717 Fax: (713) 748-3748

WABS NO. 5-00035-0180-3

WATER LINE REPLACEMENT IN HAMMERLY NORTH AREA
PROJECT NO. : G13-164 FIGURE 5b

PST8/28/12



q Pa Ps
0.26H
He CLAY
+
SAND
Hs
P = Pa + Ps + Pw
Where P = Total lateral pressure (psf)

Source: Peck, R.B.

Pa = Active earth pressure(psf) = KjvH=0.4xH

Ps = Lateral pressure due to surcharge load (psf) = 0.5q

Hydrostatic pressure (psf) = 62.4* water depth

Pw =
H = Depth of braced excavation (ft)
q = Surcharge load (psf) usually taken as 500 psf

¥ = Submerged density of soils (pcf) = use 60 pcf

1969. "Deep Excavations and Tunneling in Soft Ground"

ASSOCIATED TESTING LABAORATORIES, INC.

EA

RTH PRESSURE DIAGRAM

3143 YELLOWSTONE BLVD., HOUSTON, TEXAS
TEL: (713) 748-3717 Fax: (713) 748-3748

WBS NO. 5-00035-0180-3

WATER LINE REPLACEMENT IN HAMMERLY AREA

PROJECT NO. : G13-164

FIGURE 5c




4800 (16) T T T 1
Live Load applied on Assumed /y

= 4200 (14) Area of 900mm x 1000mm
< G x40 //
§ 380012 H - /
S ( Déad Lodd, //
188 kN/m
&S-‘ 3000 (10) \ 120 Ib/cy It
g 2400 IB} [l HE? UV? Load z//
L y i
§ 1800 (6) / (/-—maumd
1200 (4 ) Live + Dead
3 “ S ININ
.’gn 600 (2) S~

24 48 72 96
(500) (1000) (1500) (2000

Unit Load, kPa (Ibf./ft?)

Combined HZ20 hghway live load and dead load 1s a minimum at about
1500mm (5 f1.) of cover, applied through a pavement 300mm (I ft.) thick.

HIGHWAY LOADING ON A PIPE UNDER ASSOCIATED TESTING LABAORATORIES, INC.
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS

VARIOUS SOIL COVER TEL: (713) 748-3717 Fax: (713) 748-3748

WBS NO. 5S-00035-0180-3

WATER LINE REPLACEMENT IN HAMMERLY AREA

PROJECT NO. : G13-164 FIGURE 6




> X

Later Pressure, o,:

o, = (P/2m) {3r’Z/R°) - ([1-2u)/R[R+z]}
For u=0.5,

o, = P/2m (2r?z/R>)

Vertical Pressure, o, :
0,=3P2z3/2nR®

P = Point load surcharge

U = Poisson’s ratio if soils, use 0.5

X,y, z =distance in x, y and z direction,
respectively

BOUSSlNESQ’S EQUATlON FOR POINT ASSOCIATED TESTING LABAORATORIES, INC.
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS

LOAD SURCHARGE TEL: (713) 748-3717 Fax: (713) 748-3748

WBS NO. S-00035-0180-3

WATER LINE REPLACEMENT IN HAMMERLY AREA
PROJECT NO. : G13-164 FIGURE 7




T = 2P A sing
T, = P A(1-cos @)
Ty = P Asiné@

Where

T =

T, =

T, =

P —

A =

D =

e =

A =

V =

Ty T

Resultant thrust force, Ibs

Resultant thrust force component along x-axis, Ibs
Resultant thrust force component along y-axis, Ibs
Maximum sustain pressure of fluid in pipe, psi
Cross-section area of pipe, square inches

Inside diameter of pipe, inches

Angle of the pipe bend, degrees

Angle between x-axis and resultant force

tan™ (T,/T,), degrees

Fluid velocity

Source: American Water Works Association, “Concrete Pressure Pipes”, AWWA Manual M9.

THRUST FORCE AT A PIPE BEND

ASSOCIATED TESTING LABAORATORIES, INC.
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS
TEL: (713) 748-3717 Fax: (713) 748-3748

WATER LINE REPLACEMENT IN HAMMERLY AREA WBS NO. 5-00035-0180-3

PROJECT NO. : G13-164 FIGURE 8




w

Dead Weight of Structure + Dead
Weight of Backfill Above Base
Extension + Frictional Resistance

Puw = HuYw
FU = Awa
Wc/Sfa+Wb/Sfb+ Fr/sfc 2 F,
(St = 1.1; Sg, = 1.5; Stc = 3.0)

Dead Weight of Structure +
Frictional Resistance
PW = HW’YW
F, = AP,
Wc/sfa+Fr/Sfc 2 I:u
(Sea = 1.1; S =3.0)

For cohesive soils:

F, = 0c A,

Where, For cohesionless soils,

Fr=p,Ktand A,

H, = Buried depth of wall, ft

H,, = Height of water table above base of structure, ft

Py = Total uplift pressure = 62.4 x Hw, psf

F, = Total uplift force exerted on base of structure = Pw x As

W, = Dead weight of structure, lbs

W, = Weight of backfill above base of structure, Ibs

A, = Area of base, ft2

F. = Friction resistance developed at the soil/wall interface, lbs

A, = Contact area between the soil/wall interface in layer”n”

C, = Undrained shear strength of cohesive soils at layer “n” at soil/wall interface.
See individual boring logs. c, for the top 8 ft of clays with PI higher than 20
percent should be discounted because of the shrink-swell characteristics of
high plasticity clays.

(0] = Adhesion factor, to be multiplied with ¢, to obtain the adhesion between the
soil/wall interface. Use 0.75 if c, is less than 0.25 tsf, use 0.67 if c, is
between 0.25 and 0.5 tsf, use 0.5 if c, is greater than 0.5 tsf but limit the
adhesion to 1.5 ksf.

K = Coefficient of lateral earth pressure of cohesionless soils. Use 0.4.

P = Average overburden stress at the mid-depth of cohesionless soil layer “n”, psf

3, = Average frictional angle between cohesionless soil layer “n” and the walls of
the structure, use 0.75 of the angle of internal friction (¢) of the cohesionless
soil. A ¢ of 28 degrees may be used if no specific value is given.

Stap,c = Factors of safety against buoyant uplift force.

BUOYANT UPLIFT RESISTANCE OF
A BURIED STRUCTURE

ASSOCIATED TESTING LABAORATORIES, INC.
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS
TEL: (713) 748-3717 Fax: (713) 748-3748

WATER LINE REPLACEMENT IN HAMMERLY AREA

WABS NO. 5-00035-0180-3

PROJECT NO. : G13-164 FIGURE 9

PST8/28/12
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TABLE 1

SUMMARY OF PAVEMENT MEASUREMENTS
PROPOSED WATER LINE REPLACEMENT IN HAMMERLY AREA
WBS NO. S-000035-0180-3
CITY OF HOUSTON
ATL PROJECT NO. G13-164

Boring Boring Piezometer Asphalt Concrete Base

Number Depth No. Depth Paving (inch) Paving Material
(ft) (ft) (inch) (inch)

Bl 135 \ 7’i Gravel

with sand

B-2 135 8

B-3 13 7

B-4 13 7.25

B-5 14 75

B-6 13 6.5

B-7 12 5.5

B-8 14 4

B-9 13 -

R o |

B-11 13 5

B-12 12 6.5

B-13 13

B-14 14 7

B-15 14 45

B-16 14 5

B-17 14 7

B-18 18 7

B-19 13.5 6

B-20 135 6.5

B-21 14 6

B-22 13 5.5

e I R s | et

B-24 12 5.5

B-25 14 6.5

B-26 14 5.5

B-27 12 5.5 -

B-28 13 10 Zoils\f:itt)lllliizride

B-29 12 5.5

B-30 15 8.25




TABLE 1

SUMMARY OF PAVEMENT MEASUREMENTS
PROPOSED WATER LINE REPLACEMENT IN HAMMERLY AREA
WBS NO. S-000035-0180-3
CITY OF HOUSTON
ATL PROJECT NO. G13-164

Boring Boring Piezometer Asphalt Concrete Base
Number Depth No. Depth Paving (inch) Paving Material
(ft) (ft) (inch) (inch)
B-31 15 7
B-32 12 575
B-33 14 6
B-34 14 6
B-35 14 6
B-36 15 7
B-37 15 5
B-38 13 6
B-39 14 6
B-40 14 55
B-41 13 55
B-42 13 7
B-43 13 6
B-44 12 5.5
B-45 13 6 --
B-46 15 9 2.5'” Crushed
limestone
B-47 16 5.5
B-48 12 5.5
B-49 17 6
B-50
72 17 PZ-2 17 6
B-51 18 7
B-52 13 6
B-53 19
B-54 14
B-55 14
B-56
73 15 PZ-3 15 6
B-57 14 7.5
B-58 13 5.5
B-59 16 5.5




TABLE 2

SUMMARY OF GROUNDWATER MEASUREMENTS

PROPOSED WATER LINE REPLACEMENT IN HAMMERLY AREA

WBS NO. S-000035-0180-3
CITY OF HOUSTON,TEXAS

ATL PROJECT NO. G13-164

Boring Location Ground Ground Ground water | Ground water | Ground water

Number water water upon in Piezometer | in Piezometer in Piezometer

during completion (after24 hrs) | (after7 days) | (after 30 days)

drilling of drilling
B-1 Emnora Ln. Dry Dry -- - -
B-2 Emnora Ln. Dry Dry -- - -
B-3 Emnora Ln. Dry Dry -- - -
B-4 Emnora Ln. Dry Dry -- - -
B-5 Emnora Ln. Dry Dry -- - -
B-6 Emnora Ln. Dry Dry -- - -
B-7 Emnora Ln. Dry Dry -- - -
B-8 Moorberry Ln. Dry Dry -- -- -
B-9 Moorberry Ln. Dry Dry -- -- -
B-10 Vogue Ln. Dry Dry -- - -
B-11 Vogue Ln. Dry Dry -- - -
B-12 Eaglerock Dr. Dry Dry -- - -
B-13 Teague Rd. Dry Dry -- - -
B-14 Moss Hill Dr. Dry Dry - - -
B-15 Rosefield Dr. Dry Dry - - -
B-16 Moorberry Ln. Dry Dry - - -
B-17 Eaglerock Dr. Dry Dry - - -
B-18 Lexford Ln. 14 Feaved i,n at - - -
12.5
B-19 Hammerly Blvd. Dry Dry - - -
B-20 Hammerly Blvd. Dry Dry - - -
B-21 Hammerly Blvd. Dry Dry - - -
B-22 Hammerly Blvd. Dry Dry - - -
B-23 , ,
(PZ-1) Hammerly Blvd. Dry Dry (/185013) 62573013 B

B-24 Moorberry Ln. Dry Dry -- -- -
B-25 Eaglerock Dr. Dry Dry -- - -
B-26 Lexford Ln. Dry Dry -- - -
B-27 Longhorn Dr. Dry Dry -- - -
B-28 Teague Rd. Dry Dry -- -- -
B-29 Rosefield Dr. Dry Dry -- - -
B-30 Moorberry Ln. Dry Dry -- -- -




TABLE 2

SUMMARY OF GROUNDWATER MEASUREMENTS

PROPOSED WATER LINE REPLACEMENT IN HAMMERLY AREA

WBS NO. S-000035-0180-3
CITY OF HOUSTON,TEXAS

ATL PROJECT NO. G13-164

Boring Location Ground Ground Ground water | Ground water | Ground water

Number water water upon in Piezometer | in Piezometer in Piezometer

during completion (after24 hrs) | (after7days) | (after 30 days)

drilling of drilling
B-31 Hammerly Blvd. Dry Dry - - -
B-32 Eaglerock Dr. Dry Dry - - -
B-33 Lexford Ln. Dry Dry - - -
B-34 Elmgate Dr. Dry Dry - - -
B-35 Vogue Ln. Dry Dry -- - -
B-36 Lexford Ln. Dry Dry -- - -
B-37 Elmgate Dr. Dry Dry -- - -
B-38 Greyburn Ln. Dry Dry -- - -
B-39 Parana Dr. Dry Dry -- - -
B-40 Springwood Forest Dr. Dry Dry -- - --
B-41 Springwood Forest Dr. Dry Dry -- - --
B-42 Hollow Hook Rd. Dry Dry -- - -
B-43 Springwood Forest Dr. Dry Dry -- - --
B-44 Rosefield Rd. Dry Dry -- - -
B-45 Eaglerock Dr. Dry Dry -- - -
B-46 Lexford Ln. Dry Dry - - -
B-47 Elmgate Dr. Dry Dry - - -
B-48 Moorberry Ln. Dry Dry - - -
B-49 Hammerly Blvd. Dry Dry - - -
B-50 . }
(PZ-2) Truscon Dr. Dry Dry ( 6/12/?013) (6/251/62013) (7/318/13)
B-51 Moorberry Ln. Dry Dry - - -
B-52 Moorberry Ln. Dry Dry - - -
B-53 Moorberry Ln. Dry Dry - - -
B-54 Knoboak Dr. Dry Dry - _ B
B-55 Knoboak Dr. Dry Dry - _ _
B-56 Knoboak Dr. Dry Dry Dry 145 4
(PZ-3) (6/18/2013) (6/25/2013) (7/30/13)

B-57 Knoboak Dr. Dry Dry - _ B
B-58 Canoga Ln. Dry Dry - _ _
B-59 Knoboak Dr. Dry Dry . B B




TABLE 3

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample S S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. = ~ Q.
o € | g | T
2 —_ g fri] |>_- PERCENT
o £ 3 g —_ PASSING | UNCONFINED UU TEST
Z r B | 3 S| 2 | 2| o | = |SIEVE 200 |COMPRESSION|( CONFINING POCKET |  TYPE OF MATERIAL
T |2 | F = | C | @ T TORVANE | PENETRO-
3 2| a | & - - a - o (%) TEST PRESSURE ) METER
om g % ':1 > (TSF) (TSF)
= 1
o
B-1 1 0-2 ub 11 33 16 17 52 3.50 Sandy Lean Clay (CL)
2 2-4 ub 10 4.50 Sandy Lean Clay (CL)
3 4-6 ub 8 117 2.25 4.50 Sandy Lean Clay (CL)
4 6-8 ub 10 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 13 36 17 19 4.50 Sandy Lean Clay (CL)
6 |[10-12] SS 17 13 Silty Sand (SM)
7 [12-13.4 SS 17 17 48 Silty Sand (SM)
B-2 1 0-2 [ UD 14 2.00 Sandy Lean Clay (CL)
2 2-4 ub 14 118 35 16 19 53 0.85 2.50 Sandy Lean Clay (CL)
3 4-6 ub 15 3.00 Sandy Lean Clay (CL)
4 6-8 ub 17 114 0.55 2.00 Sandy Lean Clay (CL)
5 8-10 | UD 16 2.00 Sandy Lean Clay (CL)
6 |10-12] SS 18 13 21 Silty Sand (SM)
7 [12-13.§ SS 19 16 Silty Sand (SM)
B-3 1 0-2 ub 17 44 18 26 61 2.00 Sandy Lean Clay (CL)
2 2-4 ub 17 110 0.95 2.50 Sandy Lean Clay (CL)
3 4-6 ub 16 1.50 Sandy Lean Clay (CL)
4 6-8 ub 17 4.00 Sandy Lean Clay (CL)
5 8-10 | UD 17 113 1.58(0.43) 3.00 Sandy Lean Clay (CL)
6 |[10-12] UD 17 38 17 21 52 3.50 Sandy Lean Clay (CL)
7 |12-13] UD 16 2.00 Sandy Lean Clay (CL)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample S S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. = ~ Q.
o € | g | T
2 —_ g ] |>_- PERCENT
0] £ 3 g —_ PASSING | UNCONFINED UU TEST
Z |glx|al| s S| 2 | 2| o | = |SIEVE 200 |COMPRESSION|( CONFINING POCKET |  TYPE OF MATERIAL
o = > ~ 1T} | o o TORVANE | PENETRO-
o = o “ - e a (%) TEST PRESSURE ) METER
om g % ':1 > (TSF) (TSF)
= 1
o
B-4 1 0-2 ub 11 34 16 18 58 4.50 Sandy Lean Clay (CL)
2 2-4 | UD 12 4.50 Sandy Lean Clay (CL)
3 4-6 ub 13 3.50 Sandy Lean Clay (CL)
4 6-8 ub 15 4.00 Sandy Lean Clay (CL)
5 8-10 | UD 16 114 1.95 4.50 Sandy Lean Clay (CL)
6 |[10-12] UD 21 48 18 30 70 1.75 Sandy Lean Clay (CL)
7 |12-13] UD 17 2.00 Sandy Lean Clay (CL)
B-5 1 0-2 | UD 17 3.00 Sandy Lean Clay (CL)
2 2-4 ub 18 42 18 24 68 2.50 Sandy Lean Clay (CL)
3 4-6 ub 15 3.50 Sandy Lean Clay (CL)
4 6-8 ub 16 4.00 Sandy Lean Clay (CL)
5 8-10 | UD 20 110 1.25 3.50 Sandy Lean Clay (CL)
6 |[10-12] UD 19 37 17 20 68 2.00 Sandy Lean Clay (CL)
7 |12-14] UD 17 1.50 Sandy Lean Clay (CL)
B-6 1 0-2 ub 17 39 17 22 61 4.00 Sandy Lean Clay (CL)
2 2-4 | UD 12 4.00 Sandy Lean Clay (CL)
3 4-6 | UD 14 3.50 Sandy Lean Clay (CL)
4 6-8 ub 15 116 1.60 4.00 Sandy Lean Clay (CL)
5 8-10 | UD 14 116 1.33(0.43) 2.50 Sandy Lean Clay (CL)
6 |10-12] UD 16 47 18 29 4.00 Sandy Lean Clay (CL)
7 |12-13] UD 18 3.50 Sandy Lean Clay (CL)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample S S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. = ~ Q.
o € | g | T
> — g 5 |>_- PERCENT
0] £ 3 g —_ PASSING | UNCONFINED UU TEST
Z r B | 3 S| 2 | 2| o | = |SIEVE 200 |COMPRESSION| ( CONFINING POCKET | - TYPE OF MATERIAL
o o [ = © w o TORVANE | PENETRO-
o) > o |>_- - = a - o (%) TEST PRESSURE ) METER
om g % ':1 > (TSF) (TSF)
= o
o
B-7 1 0-2 [ UD 12 4.50 Sandy Lean Clay (CL)
2 2-4 ub 11 29 15 14 68 4.50 Sandy Lean Clay (CL)
3 4-6 ub 12 4.50 Sandy Lean Clay (CL)
4 6-8 ub 12 122 2.25 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 17 48 17 30 3.50 Sandy Lean Clay (CL)
6 |[10-12] UD 24 2.50 Sandy Lean Clay (CL)
B-8 1 0-2 ub 12 44 18 26 69 4.50 Sandy Lean Clay (CL)
2 2-4 | UD 11 4.50 Sandy Lean Clay (CL)
3 4-6 ub 8 112 1.60 4.00 Sandy Lean Clay (CL)
4 6-8 ub 6 4.50 Sandy Lean Clay (CL)
5 ] 810 | UD 12 4.50 Sandy Lean Clay (CL)
6 |10-12] UD 16 54 19 35 67 4.00 Sandy Fat Clay (CH)
7 |12-14] UD 28 3.50 Sandy Fat Clay (CH)
B-9 1 0-2 | UD 7 4.50 Sandy Lean Clay (CL)
2 2-4 ub 10 25 15 10 51 4.50 Sandy Lean Clay (CL)
3 4-6 ub 11 4.50 Sandy Lean Clay (CL)
4 6-8 ub 8 115 2.25 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 10 4.50 Sandy Lean Clay (CL)
6 |10-12] UD 11 4.50 Sandy Lean Clay (CL)
7 |12-13] UD 25 69 22 47 51 4.50 Sandy Fat Clay (CH)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample S S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. = ~ Q.
o € | g | T
> . g 5 |>_- PERCENT
0] £ 3 g —_ PASSING | UNCONFINED UU TEST
Z r B | 3 s | 2 o | = | SIEVE 200 | COMPRESSION|( CONFINING POCKET |  TYPE OF MATERIAL
T |2 | F = |[C | @ | 3 T TORVANE | PENETRO-
S |Z2la | & ]| E e | a8 | 2| (%) TEST PRESSURE ) METER
om g % '3: > (TSF) (TSF)
= 1
o
B-10 1 0-2 ub 19 3.50 Sandy Lean Clay (CL)
2 2-4 ub 15 42 18 24 63 4.00 Sandy Lean Clay (CL)
3 4-6 ub 15 3.50 Sandy Lean Clay (CL)
4 6-8 ub 15 117 1.55 4.00 Sandy Lean Clay (CL)
5 8-10 | UD 18 47 18 29 65 3.00 Sandy Lean Clay (CL)
6 |10-12] UD 21 2.50 Sandy Lean Clay (CL)
7 |12-13] UD 16 4.00 Sandy Lean Clay (CL)
B-11 1 0-2 ub 12 37 17 20 67 4.50 Sandy Lean Clay (CL)
2 2-4 | UD 11 4.50 Sandy Lean Clay (CL)
3 4-6 ub 11 4.50 Sandy Lean Clay (CL)
4 6-8 ub 12 123 2.25 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 12 38 17 21 4.50 Sandy Lean Clay (CL)
6 |[10-12| UD 24 100 0.85(0.58) 3.00 Sandy Lean Clay (CL)
7 |12-13| UD 21 4.00 Sandy Lean Clay (CL)
B-12 1 0-2 ub 9 26 15 11 60 3.00 Sandy Lean Clay (CL)
2 2-4 | UD 6 3.50 Sandy Lean Clay (CL)
3 4-6 ub 12 4.50 Sandy Lean Clay (CL)
4 6-8 ub 8 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 11 123 2.25 4.50 Sandy Lean Clay (CL)
6 |[10-12| UD 12 40 17 23 4.00 Sandy Lean Clay (CL)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample S S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. = ~ Q.
o € | g | T
2 — g ] |>_- PERCENT
0] £ 3 g —_ PASSING | UNCONFINED UU TEST
Z r B | 3 s | 2 o | = | SIEVE 200 | COMPRESSION | ( CONFINING POCKET |  TYPE OF MATERIAL
g [Q|F|&E| =S| & |4 T TORVANE | PENETRO-
3 2| a | & - - a - o (%) TEST PRESSURE ) METER
om g % P > (TSF) (TSF)
= 1
o
B-13 1 0-2 ub 9 4.50 Sandy Lean Clay (CL)
2 2-4 ub 6 27 15 12 55 4.50 Sandy Lean Clay (CL)
3 4-6 ub 10 118 1.85 4.00 Sandy Lean Clay (CL)
4 6-8 ub 12 4.50 Sandy Lean Clay (CL)
5 ] 8-10 | UD 11 4.50 Sandy Lean Clay (CL)
6 [10-12| UD 13 38 17 21 70 4.50 Sandy Lean Clay (CL)
7 |12-13] UD 11 3.25 Sandy Lean Clay (CL)
B-14 1 0-2 | UD 14 4.50 Sandy Lean Clay (CL)
2 2-4 | UD 12 4.50 Sandy Lean Clay (CL)
3 4-6 ub 10 36 17 19 70 4.50 Sandy Lean Clay (CL)
4 6-8 ub 12 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 18 2.00 Sandy Lean Clay (CL)
6 |[10-12| UD 15 45 18 27 69 2.00 Sandy Lean Clay (CL)
7 |12-14] UD 12 120 2.25 4.50 Sandy Lean Clay (CL)
B-15 1 0-2 ub 12 34 16 18 62 3.00 Sandy Lean Clay (CL)
2 2-4 | UD 12 3.50 Sandy Lean Clay (CL)
3 4-6 ub 15 2.00 Sandy Lean Clay (CL)
4 6-8 ub 17 2.00 Sandy Lean Clay (CL)
5 8-10 | UD 17 52 19 33 68 3.50 Sandy Fat Clay (CH)
6 |[10-12| UD 17 122 1.55 4.00 Sandy Fat Clay (CH)
7 |12-14] UD 16 4.00 Sandy Fat Clay (CH)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN INNER LOOP AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample S S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. = ~ Q.
o € | g | T
2 —_ g ] |>_- PERCENT
0] £ 3 g —_ PASSING | UNCONFINED UU TEST
Z r B | 3 s | 2 o | = | SIEVE 200 | COMPRESSION|( CONFINING POCKET |  TYPE OF MATERIAL
T |2 | F = |[C | @ | 3 T TORVANE | PENETRO-
3 2| a | & - - a - o (%) TEST PRESSURE ) METER
om g % ':1 > (TSF) (TSF)
= 1
o
B-16 1 0-2 ub 11 32 16 16 69 4.50 Sandy Lean Clay (CL)
2 2-4 ub 10 4.50 Sandy Lean Clay (CL)
3 4-6 ub 12 4.50 Sandy Lean Clay (CL)
4 6-8 ub 13 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 12 43 18 25 4.50 Sandy Lean Clay (CL)
6 [10-12| UD 15 118 1.90 4.00 Sandy Lean Clay (CL)
7 |12-14] UD 16 4.00 Sandy Lean Clay (CL)
B-17 1 0-2 ub 16 44 19 26 63 3.00 Sandy Lean Clay (CL)
2 2-4 ub 16 2.50 Sandy Lean Clay (CL)
3 4-6 ub 13 3.50 Sandy Lean Clay (CL)
4 6-8 ub 14 120 2.25 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 15 54 19 35 69 3.50 Sandy Fat Clay (CH)
6 |[10-12| UD 22 4.00 Sandy Fat Clay (CH)
7 |12-14] UD 20 108 0.83(0.65) 4.00 Sandy Fat Clay (CH)
B-18 1 0-2 ub 14 29 15 14 51 3.00 Sandy Lean Clay (CL)
2 2-4 | UD 14 3.00 Sandy Lean Clay (CL)
3 4-6 | UD 14 3.50 Sandy Lean Clay (CL)
4 6-8 ub 11 25 15 10 2.00 Sandy Lean Clay (CL)
5 8-10 | UD 12 120 0.80 4.00 Sandy Lean Clay (CL)
6 |[10-12| SS 15 5 Silty Sand (SM)
7 |12-14] SS 20 5 Silty Sand (SM)
8 |[14-16| SS 25 24 16 Silty Sand (SM)
9 |16-18| SS 23 24 Silty Sand (SM)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample S S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. = ~ Q.
o € | g | T
2 —_ g ] |>_- PERCENT
0] £ 3 g —_ PASSING | UNCONFINED UU TEST
Z r B | 3 s | 2 o | = | SIEVE 200 | COMPRESSION|( CONFINING POCKET |  TYPE OF MATERIAL
T |2 | F = |[C | @ | 3 T TORVANE | PENETRO-
3 2| a | & - - a - o (%) TEST PRESSURE ) METER
om g % ':1 > (TSF) (TSF)
= 1
o
B-19 1 0-2 ub 17 40 17 23 52 2.00 Sandy Lean Clay (CL)
2 2-4 ub 18 3.00 Sandy Lean Clay (CL)
3 4-6 ub 15 3.00 Sandy Lean Clay (CL)
4 6-8 | UD 15 45 18 27 3.00 Sandy Lean Clay (CL)
5 8-10 | UD 14 121 2.25 4.50 Sandy Lean Clay (CL)
6 |[10-12] SS 22 8 Silty Sand (SM)
7 [12-13.4 SS 21 7 23 Silty Sand (SM)
B-20 1 0-2 ub 15 1.00 Sandy Lean Clay (CL)
2 2-4 ub 16 38 17 21 51 2.50 Sandy Lean Clay (CL)
3 4-6 ub 16 3.00 Sandy Lean Clay (CL)
4 6-8 ub 14 3.75 Sandy Lean Clay (CL)
5 8-10 | UD 17 113 1.90 4.25 Sandy Lean Clay (CL)
6 |[10-12| UD 17 31 16 15 2.00 Sandy Lean Clay (CL)
7 [12-13.4 SS 14 9 Silty Sand (SM)
B-21 1 0-2 ub 21 49 19 30 90 4.00 Lean Clay (CL)
2 2-4 ubD 22 3.00 Lean Clay (CL)
3 4-6 ub 20 3.50 Lean Clay (CL)
4 6-8 ub 17 4.00 Lean Clay (CL)
5 8-10 | UD 27 2.50 Lean Clay (CL)
6 |[10-12] UD 18 114 29 15 14 0.75 2.00 Lean Clay (CL)
7 |12-14] UD 17 3.00 Lean Clay (CL)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample S S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. =) ~ Q.
o € | g | T
2 —_ g ] |>_- PERCENT
0] £ 3 g —_ PASSING | UNCONFINED UU TEST
Z r B | 3 s | 2 o | = | SIEVE 200 | COMPRESSION|( CONFINING POCKET | - TYPE OF MATERIAL
o o [ = © w - o TORVANE | PENETRO-
3 2| a | & - - a - o (%) TEST PRESSURE ) METER
om g % P > (TSF) (TSF)
= 1
o
B-22 1 0-2 ub 17 3.50 Sandy Fat Clay (CH)
2 2-4 ub 17 2.50 Sandy Fat Clay (CH)
3 4-6 ub 18 50 19 31 70 3.00 Sandy Fat Clay (CH)
4 6-8 ub 40 1.75 Sandy Fat Clay (CH)
5 8-10 | UD 29 1.00 Sandy Fat Clay (CH)
6 |10-12] UD 20 37 17 20 1.75 Sandy Lean Clay (CL)
7 |12-13] UD 16 116 0.75 2.00 Sandy Lean Clay (CL)
B-23 1 0-2 ub 18 45 18 27 67 3.00 Sandy Lean Clay (CL)
2 2-4 | UD 17 4.00 Sandy Lean Clay (CL)
3 4-6 | UD 17 3.00 Sandy Lean Clay (CL)
4 6-8 ub 18 61 21 40 3.50 Fat Clay with Sand (CH)
5 8-10 | UD 25 97 64 21 43 0.80 2.00 Fat Clay with Sand (CH)
6 |10-12] UD 18 49 19 30 70 3.00 Sandy Lean Clay (CL)
7 |12-14] UD 20 4.50 Sandy Lean Clay (CL)
8 |14-15] UD 21 109 1.39(0.72) 4.50 Sandy Lean Clay (CL)
B-24 1 0-2 [ UD 12 4.00 Sandy Lean Clay (CL)
2 2-4 ub 16 35 16 19 70 3.50 Sandy Lean Clay (CL)
3 4-6 | UD 17 3.00 Sandy Lean Clay (CL)
4 6-8 ub 19 3.00 Sandy Lean Clay (CL)
5 8-10 | UD 16 111 0.65 2.00 Sandy Lean Clay (CL)
6 |10-12] UD 26 74 23 51 2.00 Fat Clay with Sand (CH)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

STING LABORATORIES, INC.

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample < S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. ) ~ o
(o] = £ =
= - 4 z > PERCENT
o £ 3 = = PASSING | UNCONFINED | UU TEST
Z r B | 3 s | 2 o | = | SIEVE 200 | COMPRESSION | ( CONFINING POCKET |  TYPE OF MATERIAL
T | 2| F = | S| @ - a TORVANE | PENETRO-
3 2| a | & - - a - o (%) TEST PRESSURE ) METER
@ ! o = > (TSF) (TSF)
= 1
a
B25 | 1 ] 02 ] UD 15 4.50 Sandy Lean Clay (CL)
2 [ 24 [ UD 15 47 | 18 [ 29 69 4.50 Sandy Lean Clay (CL)
3 | 46 | UD 11 4.50 Sandy Lean Clay (CL)
4 [ 68 ] UD 13 4.50 Sandy Lean Clay (CL)
5 [ 810 | UD 12 42 18 24 67 4.50 Sandy Lean Clay (CL)
6 |10-12] UD 15 [ 118 1.70 4.00 Sandy Lean Clay (CL)
7 [12-14] UD 15 | 122 4.46(0.65) 4.50 Sandy Lean Clay (CL)
B26 | 1 | 0-2 [ UD 21 2.00 Fat Clay with Sand (CH)
2 | 24 T uD 21 51 19 32 79 2.00 Fat Clay with Sand (CH)
3 | 46 [ UD 20 2.50 Fat Clay with Sand (CH)
4 | 6-8 [ UD 19 2.50 Fat Clay with Sand (CH)
5 8-10 | UD 20 113 46 18 28 1.55 4.00 Lean Clay with Sand (CL)
6 |10-12] UD 17 39 17 22 81 3.50 Lean Clay with Sand (CL)
7 [12-14] UD 17 4.00 | Lean Clay with Sand (CL)
B-27 1 0-2 ubD 10 23 15 8 51 4.00 Sandy Lean Clay (CL)
2 | 24 T uD 10 4.00 Sandy Lean Clay (CL)
3 | 46 [ UD 8 118 2.25 4.50 Sandy Lean Clay (CL)
4 [ 68 ] UD 9 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 11 35 16 19 4.50 Sandy Lean Clay (CL)
6 |10-12] UD 17 1.75 Sandy Lean Clay (CL)
jreoen UD - Undisturbed Sample Extruded in Field AG - Auger Cuting n Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample S S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. = ~ Q.
o € | g | T
2 —_ g ] |>_- PERCENT
0] £ 3 g —_ PASSING | UNCONFINED UU TEST
Z r B | 3 s | 2 o | = | SIEVE 200 | COMPRESSION | ( CONFINING POCKET |  TYPE OF MATERIAL
T |2 | F = |[C | @ | 3 T TORVANE | PENETRO-
3 2| a | & - - a - o (%) TEST PRESSURE ) METER
om g % ':1 > (TSF) (TSF)
= 1
o
B-28 1 0-2 ub 16 26 15 11 51 2.00 Sandy Lean Clay (CL)
2 2-4 ub 17 2.75 Sandy Lean Clay (CL)
3 4-6 | UD 14 3.50 Sandy Lean Clay (CL)
4 6-8 | UD 14 3.50 Sandy Lean Clay (CL)
5 8-10 | UD 16 117 1.15 3.50 Sandy Lean Clay (CL)
6 [10-12| UD 18 51 19 32 3.50 Fat Clay with Sand (CH
7 |12-13] UD 27 3.00 Fat Clay with Sand (CH
B-29 1 0-2 ub 16 35 16 19 70 2.50 Sandy Lean Clay (CL)
2 2-4 ub 15 2.75 Sandy Lean Clay (CL)
3 4-6 ub 16 2.00 Sandy Lean Clay (CL)
4 6-8 ub 17 1.50 Sandy Lean Clay (CL)
5 8-10 | UD 17 44 18 26 2.50 Sandy Lean Clay (CL)
6 |[10-12| UD 17 114 1.25 3.50 Sandy Lean Clay (CL)
B-30 1 0-2 ub 13 44 18 26 67 4.00 Sandy Lean Clay (CL)
2 2-4 ub 15 3.50 Sandy Lean Clay (CL)
3 4-6 ub 15 4.00 Sandy Lean Clay (CL)
4 6-8 ub 16 4.00 Sandy Lean Clay (CL)
5 8-10 | UD 20 110 1.05 3.50 Sandy Lean Clay (CL)
6 |[10-12| UD 27 48 18 30 3.50 Sandy Lean Clay (CL)
7 |12-14] UD 17 116 1.63 (0.65) 4.00 Sandy Lean Clay (CL)
8 |[14-15| UD 18 3.50 Sandy Lean Clay (CL)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample S S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. = ~ Q.
o € | g | T
2 —_ g ] |>_- PERCENT
0] £ 3 g —_ PASSING | UNCONFINED UU TEST
Z r B | 3 s | 2 o | = | SIEVE 200 | COMPRESSION | ( CONFINING POCKET |  TYPE OF MATERIAL
T |2 | F = |[C | @ | 3 T TORVANE | PENETRO-
3 2| a | & - - a - o (%) TEST PRESSURE ) METER
om g % ':1 > (TSF) (TSF)
= 1
o
B-31 1 0-2 ub 19 2.00 Fat Clay with Sand (CH)
2 2-4 ub 18 54 19 35 73 2.50 Fat Clay with Sand (CH)
3 4-6 ub 16 3.00 Fat Clay with Sand (CH)
4 6-8 ub 16 3.50 Fat Clay with Sand (CH)
5 8-10 | UD 21 4.00 Fat Clay with Sand (CH)
6 [10-12| UD 21 108 0.85 2.00 Fat Clay with Sand (CH)
7 |12-14] UD 17 43 18 25 69 3.50 Sandy Lean Clay (CL)
6 |14-15| UD 18 4.00 Sandy Lean Clay (CL)
B-32 1 0-2 ub 20 46 18 28 70 1.50 Sandy Lean Clay (CL)
2 2-4 ub 18 3.00 Sandy Lean Clay (CL)
3 4-6 | UD 17 3.50 Sandy Lean Clay (CL)
4 6-8 ub 18 52 19 33 69 3.00 Sandy Fat Clay (CH)
5 8-10 | UD 32 95 0.75 2.00 Sandy Fat Clay (CH)
6 |[10-12| UD 27 99 0.82(0.58) 3.00 Sandy Fat Clay (CH)
B-33 1 0-2 ub 12 4.00 Sandy Lean Clay (CL)
2 2-4 ub 16 3.50 Sandy Lean Clay (CL)
3 4-6 ub 15 37 17 20 70 3.00 Sandy Lean Clay (CL)
4 6-8 ub 16 3.50 Sandy Lean Clay (CL)
5 8-10 | UD 13 121 1.90 4.00 Sandy Lean Clay (CL)
6 |[10-12| UD 15 3.50 Sandy Lean Clay (CL)
7 |12-14] UD 17 50 19 31 85 4.00 Fat Clay with Sand (CH)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample S S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. = ~ Q.
o € | g | T
> — g ] t PERCENT
o £ 3 g —_ PASSING | UNCONFINED UU TEST
Z r B | 3 s | 2 o | = | SIEVE 200 | COMPRESSION | ( CONFINING POCKET |  TYPE OF MATERIAL
o o - - © w - o TORVANE | PENETRO-
S 4 o t - = o - a (%) TEST PRESSURE ) METER
om g % ':1 > (TSF) (TSF)
= 1
o
B-34 1 0-2 ub 10 26 15 11 57 3.50 Sandy Lean Clay (CL)
2 2-4 ub 9 4.50 Sandy Lean Clay (CL)
3 4-6 ub 8 4.50 Sandy Lean Clay (CL)
4 6-8 ub 10 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 10 117 2.25 4.50 Sandy Lean Clay (CL)
6 [10-12| UD 19 53 19 34 85 4.50 Fat Clay with Sand (CH)
7 |12-14] UD 19 4.00 Fat Clay with Sand (CH)
B-35 1 0-2 ub 24 68 22 46 71 0.50 Fat Clay with Sand (CH)
2 2-4 ub 19 2.00 Fat Clay with Sand (CH)
3 4-6 ub 17 3.00 Fat Clay with Sand (CH)
4 6-8 ub 24 3.00 Fat Clay with Sand (CH)
5 8-10 | UD 25 98 0.60 2.00 Fat Clay with Sand (CH)
6 |[10-12| UD 20 62 21 41 80 3.50 Fat Clay with Sand (CH)
7 |12-14] UD 19 3.00 Fat Clay with Sand (CH)
B-36 1 0-2 ub 14 35 16 19 69 4.00 Sandy Lean Clay (CL)
2 2-4 ub 9 4.00 Sandy Lean Clay (CL)
3 4-6 | UD 11 3.50 Sandy Lean Clay (CL)
4 6-8 ub 13 4.00 Sandy Lean Clay (CL)
5 8-10 | UD 13 118 1.70 4.00 Sandy Lean Clay (CL)
6 |[10-12| UD 16 3.50 Sandy Lean Clay (CL)
7 |12-14] UD 15 120 2.08(0.65) 4.00 Sandy Lean Clay (CL)
8 |[14-15| UD 16 45 18 27 70 4.00 Sandy Lean Clay (CL)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample S S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. = ~ Q.
o € | g | T
2 —_ g ] |>_- PERCENT
0] £ 3 g —_ PASSING | UNCONFINED UU TEST
Z r B | 3 s | 2 o | = | SIEVE 200 | COMPRESSION|( CONFINING POCKET |  TYPE OF MATERIAL
g |Q | F = |[C | @ | 3 g TORVANE | PENETRO-
3 2| a | & - - a -l o (%) TEST PRESSURE ) METER
om g % ':1 > (TSF) (TSF)
= 1
o
B-37 1 0-2 ub 23 57 20 37 82 1.50 Fat Clay with Sand (CH)
2 2-4 ub 22 2.00 Fat Clay with Sand (CH)
3 4-6 ub 26 2.00 Fat Clay with Sand (CH)
4 6-8 ub 22 59 20 39 2.50 Fat Clay with Sand (CH)
5 8-10 | UD 20 3.00 Fat Clay with Sand (CH)
6 [10-12| UD 22 99 0.50 2.00 Fat Clay with Sand (CH)
7 |12-14] UD 17 43 18 25 70 3.50 Sandy Lean Clay (CL)
8 |[14-15| UD 16 4.00 Sandy Lean Clay (CL)
B-38 1 0-2 ub 11 36 17 19 68 4.50 Sandy Lean Clay (CL)
2 2-4 ub 9 4.50 Sandy Lean Clay (CL)
3 4-6 ub 12 117 2.25 4.50 Sandy Lean Clay (CL)
4 6-8 ub 15 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 20 67 21 46 3.50 Fat Clay with Sand (CH)
6 |[10-12| UD 15 3.00 Fat Clay with Sand (CH)
7 |12-13] UD 13 4.00 Fat Clay with Sand (CH)
B-39 1 0-2 ub 9 4.50 Sandy Lean Clay (CL)
2 2-4 ub 6 37 17 20 60 4.50 Sandy Lean Clay (CL)
3 4-6 ub 10 4.50 Sandy Lean Clay (CL)
4 6-8 ub 9 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 15 65 21 44 85 4.50 Fat Clay with Sand (CH)
6 |[10-12| UD 16 109 2.25 4.50 Fat Clay with Sand (CH)
7 |12-14] UD 13 4.50 Fat Clay with Sand (CH)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample 3 f Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. = =~ o
o = g =
2 — g Frr |>_- PERCENT
o £ 3 g = PASSING | UNCONFINED UU TEST
Z r B | 3 s | 2 o | = | SIEVE 200 | COMPRESSION|( CONFINING POCKET | - TYPE OF MATERIAL
g [Q|F|&E| =S| & |4 T TORVANE | PENETRO-
3 2| a | & - - a - o (%) TEST PRESSURE ) METER
m g % = > (TSF) (TSF)
= 1
(=]
B-40 1 0-2 [ UD 15 4.50 Sandy Lean Clay (CL)
2 2-4 | UD 11 4.50 Sandy Lean Clay (CL)
3 4-6 | UD 10 35 16 19 51 4.50 Sandy Lean Clay (CL)
4 6-8 | UD 13 4.00 Sandy Lean Clay (CL)
5 ] 8-10 | UD 12 4.00 Sandy Lean Clay (CL)
6 |10-12] UD 10 113 1.15 3.50 Sandy Lean Clay (CL)
7 |12-14] UD 13 33 16 17 2.50 Sandy Lean Clay (CL)
B-41 1 0-2 | UD 11 4.50 Sandy Lean Clay (CL)
2 2-4 | UD 13 35 16 19 51 3.00 Sandy Lean Clay (CL)
3 4-6 | UD 14 3.50 Sandy Lean Clay (CL)
4 6-8 | UD 14 116 0.85 2.00 Sandy Lean Clay (CL)
5 ] 8-10 | UD 15 2.00 Sandy Lean Clay (CL)
6 |10-12] UD 14 2.75 Sandy Lean Clay (CL)
7 |12-13| UD 15 35 16 19 69 3.50 Sandy Lean Clay (CL)
B-42 1 0-2 [ UD 17 4.50 Sandy Lean Clay (CL)
2 2-4 | UD 17 4.40 Sandy Lean Clay (CL)
3 4-6 | UD 16 33 17 16 55 4.50 Sandy Lean Clay (CL)
4 6-8 | UD 17 4.50 Sandy Lean Clay (CL)
5 ] 810 | UD 17 114 2.15 4.50 Sandy Lean Clay (CL)
6 |10-12] UD 17 3.50 Sandy Lean Clay (CL)
7 |12-13| UD 16 27 15 12 51 4.00 Sandy Lean Clay (CL)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample S S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. = ~ Q.
o € | g | T
2 —_ g ] |>_- PERCENT
0] £ 3 g —_ PASSING | UNCONFINED UU TEST
Z |z |8 | 3 s | 2 o | = | SIEVE 200 | COMPRESSION|( CONFINING POCKET |  TYPE OF MATERIAL
T |2 | F = |[C | @ | 3 T TORVANE | PENETRO-
3 2| a | & - - a - o (%) TEST PRESSURE ) METER
om g % '3: > (TSF) (TSF)
= 1
o
B-43 1 0-2 | UD 12 4.50 Sandy Lean Clay (CL)
2 2-4 ub 10 35 16 19 61 4.50 Sandy Lean Clay (CL)
3 4-6 ub 11 123 1.95 4.50 Sandy Lean Clay (CL)
4 6-8 ub 12 4.00 Sandy Lean Clay (CL)
5 8-10 | UD 13 3.50 Sandy Lean Clay (CL)
6 [10-12| UD 17 108 0.85(0.58) 2.00 Sandy Lean Clay (CL)
7 |12-13] UD 18 39 17 22 70 2.00 Sandy Lean Clay (CL)
B-44 1 0-2 ub 14 35 16 19 70 3.50 Sandy Lean Clay (CL)
2 2-4 ub 18 0.50 Sandy Lean Clay (CL)
3 4-6 | UD 17 3.50 Sandy Lean Clay (CL)
4 6-8 ub 18 3.00 Sandy Lean Clay (CL)
5 8-10 | UD 35 77 23 54 1.50 Fat Clay with Sand (CH)
6 |[10-12| UD 25 104 0.85 2.00 Fat Clay with Sand (CH)
B-45 1 0-2 | UD 11 4.50 Sandy Lean Clay (CL)
2 2-4 ub 8 32 16 16 68 4.50 Sandy Lean Clay (CL)
3 4-6 ub 10 4.50 Sandy Lean Clay (CL)
4 6-8 ub 14 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 15 49 18 30 56 4.50 Sandy Lean Clay (CL)
6 |[10-12| UD 19 108 0.70 2.00 Sandy Lean Clay (CL)
7 |12-13] UD 19 3.50 Sandy Lean Clay (CL)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample S S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. = ~ Q.
o € | g | T
> — g ] t PERCENT
o £ 3 g —_ PASSING | UNCONFINED UU TEST
Z r B | 3 s | 2 o | = | SIEVE 200 | COMPRESSION|( CONFINING POCKET | - TYPE OF MATERIAL
o o - - © w - o TORVANE | PENETRO-
S 4 o t - = o - a (%) TEST PRESSURE ) METER
om g % ':1 > (TSF) (TSF)
= 1
o
B-46 1 0-2 ub 17 2.50 Fat Clay with Sand (CH)
2 2-4 ub 15 4.00 Fat Clay with Sand (CH)
3 4-6 ub 21 56 20 36 75 1.00 Fat Clay with Sand (CH)
4 6-8 ub 29 3.00 Fat Clay with Sand (CH)
5 8-10 | UD 20 109 1.35 3.50 Fat Clay with Sand (CH)
6 [10-12| UD 16 3.00 Fat Clay with Sand (CH)
7 |12-14] UD 19 4.00 Fat Clay with Sand (CH)
8 |[14-15| UD 21 66 21 45 85 4.00 Fat Clay with Sand (CH)
B-47 1 0-2 [ UD 12 4.50 Sandy Lean Clay (CL)
2 2-4 ub 13 45 18 27 69 4.50 Sandy Lean Clay (CL)
3 4-6 ub 15 4.50 Sandy Lean Clay (CL)
4 6-8 ub 16 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 26 3.00 Sandy Lean Clay (CL)
6 |[10-12| UD 15 114 1.85 4.00 Sandy Lean Clay (CL)
7 |12-14] UD 15 39 17 22 3.50 Sandy Lean Clay (CL)
8 |[14-16| UD 13 4.00 Sandy Lean Clay (CL)
B-48 1 0-2 ub 15 3.00 Sandy Lean Clay (CL)
2 2-4 ub 14 31 16 15 70 2.50 Sandy Lean Clay (CL)
3 4-6 ub 13 4.00 Sandy Lean Clay (CL)
4 6-8 ub 16 2.50 Sandy Lean Clay (CL)
5 8-10 | UD 20 56 20 36 3.00 Fat Clay with Sand (CH)
6 |[10-12| UD 27 98 0.90 2.25 Fat Clay with Sand (CH)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample S S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. = ~ Q.
o € || =
2 —_ g ] |>_- PERCENT
0] £ 3 g —_ PASSING | UNCONFINED UU TEST
Z r B | 3 s | 2 o | = | SIEVE 200 | COMPRESSION|( CONFINING POCKET |  TYPE OF MATERIAL
T |2 | F = |[C | @ | 3 T TORVANE | PENETRO-
3 2| a | & - - a - o (%) TEST PRESSURE ) METER
om g % '3: > (TSF) (TSF)
= o
o
B-49 1 0-2 ub 17 35 16 19 70 2.75 Sandy Lean Clay (CL)
2 2-4 ub 18 2.50 Sandy Lean Clay (CL)
3 4-6 ub 16 3.75 Sandy Lean Clay (CL)
4 6-8 | UD 14 3.50 Sandy Lean Clay (CL)
5 8-10 | UD 17 43 18 25 70 3.75 Sandy Lean Clay (CL)
6 [10-12| UD 19 2.50 Sandy Lean Clay (CL)
7 |12-14] UD 17 114 1.00 3.50 Sandy Lean Clay (CL)
7 |14-16| UD 16 44 18 26 4.00 Sandy Lean Clay (CL)
8 [16-17| UD 15 4.00 Sandy Lean Clay (CL)
B-50 1 0-2 ub 10 36 17 19 69 4.50 Sandy Lean Clay (CL) fill
2 2-4 ub 9 4.50 Sandy Lean Clay (CL) fill
3 4-6 ub 11 40 17 23 4.50 Sandy Lean Clay (CL)
4 6-8 ub 13 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 13 109 1.75 4.00 Sandy Lean Clay (CL)
6 |[10-12| UD 11 42 18 24 68 4.50 Sandy Lean Clay (CL)
7 |12-14] UD 10 4.50 Sandy Lean Clay (CL)
8 |[14-16| UD 10 127 5.19(0.72) 4.50 Sandy Lean Clay (CL)
9 [16-17| UD 17 4.50 Sandy Lean Clay (CL)
B-51 1 0-2 ubD 16 2.00 Sandy Lean Clay (CL) Fill
2 2-4 ub 16 25 15 10 63 1.00 Sandy Lean Clay (CL) Fill
3 4-6 ub 19 1.00 Sandy Lean Clay (CL)
4 6-8 | UD 14 3.50 Sandy Lean Clay (CL)
5 ] 8-10 | UD 17 3.50 Sandy Lean Clay (CL)
6 |[10-12| UD 15 115 0.40 1.25 Sandy Lean Clay (CL)
7 |12-13] UD 17 24 15 9 62 1.50 Sandy Lean Clay (CL)
8 [16-18| UD 13 37 17 20 4.50 Sandy Lean Clay (CL)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample S S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. = ~ Q.
o € | g | T
> . g 5 |>_- PERCENT
0] £ 3 g —_ PASSING | UNCONFINED UU TEST
Z r B | 3 s | 2 o | = | SIEVE 200 | COMPRESSION|( CONFINING POCKET | - TYPE OF MATERIAL
T |2 | F = || & | T TORVANE | PENETRO-
S |Z2la | & ]| E e | a8 | 2| (%) TEST PRESSURE ) METER
om g % P > (TSF) (TSF)
= 1
o
B-52 1 0-2 [ UD 6 3.50 Sandy Lean Clay (CL)
2 2-4 | UD 9 33 16 17 61 4.50 Sandy Lean Clay (CL)
3 4-6 ub 10 4.50 Sandy Lean Clay (CL)
4 6-8 ub 12 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 11 116 1.35 3.50 Sandy Lean Clay (CL)
6 [10-12| UD 11 36 17 19 4.50 Sandy Lean Clay (CL)
7 |12-13] UD 13 4.50 Sandy Lean Clay (CL)
B-53 1 0-2 ub 5 19 14 5 45 2.50 Clayey Silt (CL-ML)
2 2-4 ub 13 1.50 Sandy Lean Clay (CL)
3 4-6 ub 16 2.00 Sandy Lean Clay (CL)
4 6-8 ub 17 2.00 Sandy Lean Clay (CL)
5 8-10 | UD 18 32 16 16 1.00 Sandy Lean Clay (CL)
6 |[10-12| UD 14 111 0.45 1.25 Sandy Lean Clay (CL)
7 |12-14] SS 19 15 Silty Sand (SM)
8 |14-16] UD 17 1.00 Sandy Lean Clay (CL)
9 |16-18| UD 17 51 19 32 85 4.00 Fat Clay with Sand (CH)
10 | 18-19| UD 16 117 1.75 4.00 Fat Clay with Sand (CH)
B-54 1 0-2 ub 13 38 17 21 60 4.00 Sandy Lean Clay (CL)
2 2-4 ub 13 3.50 Sandy Lean Clay (CL)
3 4-6 | UD 14 3.00 Sandy Lean Clay (CL)
4 6-8 ub 14 2.00 Sandy Lean Clay (CL)
5 8-10 | UD 15 114 33 16 17 0.70 2.00 Sandy Lean Clay (CL)
6 |10-12] UD 12 2.00 Sandy Lean Clay (CL)
7 |12-14] UD 13 2.00 Sandy Lean Clay (CL)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample 3 f Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
G g || &
= £ g E '>'- el UNCONFINED UU TEST
o 3 E — PASSING
zZ || |& 3 S| 2 | 2| o | = |SIEVE 200 |COMPRESSION| ( CONFINING POCKET |  TYPE OF MATERIAL
o > - > = bt w o a o TEST PRESSURE ) TORVANE | PENETRO-
o o - - o a (%) METER
@ w & Eol > (TSF) (TSF)
= | &
B-55 1 0-2 | UD 14 3.00 Sandy Lean Clay (CL)
2 2-4 | UD 13 30 16 14 52 3.75 Sandy Lean Clay (CL)
3 4-6 | UD 15 3.00 Sandy Lean Clay (CL)
4 6-8 | UD 18 2.00 Sandy Lean Clay (CL)
5 ] 8-10 | UD 19 1.50 Sandy Lean Clay (CL)
6 [10-12| UD 16 43 18 25 2.50 Sandy Lean Clay (CL)
7 |12-14] UD 16 116 1.70 4.00 Sandy Lean Clay (CL)
B-56 1 0-2 [ UD 23 56 20 36 72 1.50 Fat Clay with Sand (CH)
2 2-4 | UD 24 1.75 Fat Clay with Sand (CH)
3 4-6 | UD 17 50 19 31 2.50 Fat Clay with Sand (CH)
4 6-8 | UD 18 2.75 Fat Clay with Sand (CH)
5 ] 8-10 | UD 24 98 60 20 40 0.60 2.00 Fat Clay with Sand (CH)
6 |[10-12| UD 20 39 17 22 70 2.00 Sandy Lean Clay (CL)
7 |12-14] UD 17 114 1.07(0.65) 3.00 Sandy Lean Clay (CL)
8 |[14-15| UD 19 30 16 14 2.75 Sandy Lean Clay (CL)
B-57 1 0-2 [ UD 12 3.50 Sandy Lean Clay (CL)
2 2-4 | UD 10 30 16 14 59 4.00 Sandy Lean Clay (CL)
3 4-6 | UD 12 3.00 Sandy Lean Clay (CL)
4 6-8 | UD 20 2.75 Sandy Lean Clay (CL)
5 ] 8-10 | UD 13 116 1.20 3.50 Sandy Lean Clay (CL)
10-12| UD 14 43 18 25 3.00 Sandy Lean Clay (CL)
6 |[12-14]| UD 13 122 2.68(0.65) 4.50 Sandy Lean Clay (CL)
Jregend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 3 ( cont'd)

ASSOCIATED TESTING LABORATORIES, INC. PROJECT NAME : WATER LINE REPLACEMENT IN HAMMERLY AREA
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS 77052 COH WBS NO: S-000035-0180-3
TEL: (713) 748-3717 FAX: (713) 748-3748 CONSULTANT PROJECT NUMBER: G13-164
Sample S S Atterberg Limits UNDRAINED SHEAR STRENGTH (TSF)
. = ~ Q.
o € | g | T
2 —_ g ] |>_- PERCENT
0] £ 3 g —_ PASSING | UNCONFINED UU TEST
Z r B | 3 s | 2 o | = | SIEVE 200 | COMPRESSION|( CONFINING POCKET |  TYPE OF MATERIAL
g [Q|F|&E| =S| & |4 T TORVANE | PENETRO-
3 2| a | & - - a - o (%) TEST PRESSURE ) METER
om g % '3: > (TSF) (TSF)
= 1
o
B-58 1 0-2 ub 12 2.50 Sandy Lean Clay (CL)
2 2-4 ub 11 32 16 16 65 3.50 Sandy Lean Clay (CL)
3 4-6 ub 14 4.50 Sandy Lean Clay (CL)
4 6-8 ub 13 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 20 3.00 Sandy Lean Clay (CL)
6 |10-12] UD 13 42 18 24 2.50 Sandy Lean Clay (CL)
7 |12-13] UD 14 114 1.45 3.50 Sandy Lean Clay (CL)
B-59 1 0-2 ub 11 4.50 Sandy Lean Clay (CL)
2 2-4 ub 9 37 17 20 70 4.50 Sandy Lean Clay (CL)
3 4-6 ub 12 4.50 Sandy Lean Clay (CL)
4 6-8 ub 14 4.50 Sandy Lean Clay (CL)
5 8-10 | UD 21 113 2.20 4.50 Sandy Lean Clay (CL)
6 |[10-12| UD 14 113 38 17 21 61 1.75 4.00 Sandy Lean Clay (CL)
7 |12-14] UD 11 4.00 Sandy Lean Clay (CL)
8 |[14-16| UD 14 118 1.60(0.72) 3.50 Sandy Lean Clay (CL)
JCegend: UD - Undisturbed Sample Extruded in Field AG - Auger Cutting in Field
UL - Undisturbed Sample Extruded in Lab SS - Split Spoon Sample
Designates consolidation test Performed SPT - Standard Penetration Test

ASSOCIATED TESTING LABORATORIES, INC.




TABLE 4.1
Marston Soil Coefficients (Cy) for Trench Conduits

A =Ku'= + 1924 Granular materials without cohesion
B =Kul=+ 185 Maximum for sand and gravel

C=Kpu'=2150 Maximum for saturated top soil

D=Ku'=¢130 Ordinary maximum for clay
E=Ky'=+110 Maximum for saturated clay

He, | & 8 | ¢ | o | £ |I", | A 8| c | D | E
005 | 0050 | 0060 | 0050 | 0050 | 0060 | | 300 | 1780 | 1904 | 1978 | 2083 | 2.1%
010 | 0098 | 0038 |0098 | 0099 |0099 | | 310 | 1810 | 1941 | 2018 | 2128 | 2047
015 |0.046 | 0.146 |0.047 |0.47 [0.048 | [320 | 1840 | 1976 | 2057 | 2172 | 297
020|019 | 0194 | 0194 |01% |0.1% | 330 | 1869 | 2010 | 2095 | 2215 | 2.346
025|028 | 0240 | 0241 | 0242 | 0243 | 340 | 18% | 2044 | 2031 | 2057 | 2.304
030 | 0283 | 0285 | 0287 |0289 | 0290 | | 350 | 1923 | 2076 | 2167 | 2208 | 2.441
0% 0327 | 0331 |03% |03% |03%7 | | 360 | 1948 | 2107 | 201 | 2338 | 2487
040 |0371 | 0375 |0377 | 0380 | 0383 | | 370 | 1973 | 2137 | 223 | 2376 | 2531
045 0413 0418 | 0421 | 0425 [0428 | | 380 | 1997 | 2066 | 2267 | 2414 | 2575
050|045 | 0461 | 0464 | 0469 | 0473 | (390 | 2019 | 2104 | 2209 | 2451 | 2618
05 [ 049% | 0503 | 0507 | 0512 | 0618 | [400 | 2041 | 2221 | 2329 | 2487 | 2680
050 | 053 | 0544 | 0540 | 055 | 0662 | [410 | 2082 | 2267 | 239 | 252 | 2701
065 |05% | 058 |0591 | 0598 | 0806 | | 420 | 2082 | 2273 | 2388 | 2556 | 2741
070 [0614 | 06%5 | 0631 | 060 | 0609 | [430 | 2400 | 2287 | 2416 | 2589 | 2780
075 | 0851 | 0664 | 0672 | 0681 | 0691 | [440 | 2121 | 2321 | 2443 | 2621 | 2819
080 0689 0703 0711 0722 [07% | [450 | 2138 | 234 | 2469 | 2652 | 2856
085 0725 | 0741 0750 | 0763 0775 | [460 | 2156 | 2366 | 2495 | 2683 | 2893
090 0761 0779 | 0789 | 0802 0817 | [470 | 2173 | 2388 | 2520 | 2713 | 2929
0% [079% | 0816 | 0827 | 0842 | 0857 | | 480 | 2189 | 2400 | 253 | 2742 | 2.964

~ Source: American Water Works Association, Manual of Water Supply Practices,
“Concrete Pressure Pipe, AMMA M9
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MARSTON SOIL COEFFICIENTS (Cy)

FOR TRENCH CONDUITS

ASSOCIATED TESTING LABAORATORIES, INC.
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS
TEL: (713) 748-3717 Fax: (713) 748-3748

WATER LINE REPLACEMENT IN HAMMERLY AREA

WBS NO. 5-00035-0180-3

PROJECT NO. : G13-164

TABLE 4 (1 of 2)




TABLE 4.1 {eont)

Byl A 8 | c o | e iMel Al s!lc | op | &
100 0830 |0852 |0864 |0881 (0898 | 490 [2204 [2420 [2567 [2770 | 2999
105 0864 |0887 (0901 [0919 |0938 | [500 |2219 |2448 | 2500 |2798 | 3032
110 0897 [0022 {0937 0957 [0977 | [5.10 [2234 [2467 [2612 |28 |3.065
115 10920 |0957 [0973 [0994 1016 | [520 |2247 2486 {2633 |2851 | 3.008
120 10961 10991 1008 11031 [1055 | [5.30 | 2261 |2503 | 2.664 |2877 | 3.128
125 (0992 |1024 11042 [1067 [1003 | [540 12273 2520 | 2674 |2901 13160
130 [ 1023 | 1057 | 1076 [1.103 [ 1431 | [550 |2286 |2537 | 2693 [2926 |3.190
13 11053 11089 [ 110 [1.139 [1168 | | 560 [2298 | 2553 |2712 |2949 |32
140 |1082 1121 [1.043 173 [1205 | [570 (2300 2568 |2730 | 2972 | 3248
145 | 1110 [1952 [1176 [ 1208 {1241 | [ 580 |2.320 [2583 [2748 |2995 | 3277
150 | 1040 [1183 [1208 |1.242 |1278 | {590 [2330 |[2598 |2766 |3017 [3.304
155 | 1167 11213 11240 [1.276 [1313 | [600 |2.340 [2612 |2782 |3038 |3.331
160 | 1195 [1.243 [1271 1300 [1349 | 1620 |2.360 |2630 [2814 [3079 |3.383
165 (1221 {1272 [1300 [1342 [1384 | [ 640 | 2377 (2664 | 2845 |3118 [3433
170 1248 11301 11332 [1.374 [1418 | [ 660 [2.304 |2687 |2873 [31%5 | 3.481
175 1273 [ 1320 [1367 | 1406 [1452 .| (680 |[2400 (2700 [2900 [3190 |3527
180 11200 |1.357 [1391 [1437 [1486 | (700 (2423 (2730 [2925 (3223 [3571
185 11323 11385 [1420 [1469 [1520 | [720 [2436 [2749 12049 [3265 |3613
180 1348 [ 1412 [1448 11499 [1553 | [ 740 [2448 [2767 |2071 |3285 | 3.653
195 [1372 [ 1438 [1476 [1530 [1586 | |760 |2450 |2784 |[2992 13313 | 3.691
200 11395 |1464 [1504 | 1560 [1618 | |7.80 |2470 [2799 |3012 13340 | 3728
1210 [1440 [1515 [1558 [ 1618 | 1682 | {800 |2479 [2814 [3031 |3366 |3.763
220 | 1484 |1564 [1610 |1675 |1744 | [ 850 |2500 |2847 13073 |3424 | 3845
230 1526 | 1612 | 1661 [1731 [1805 | [ 900 | 2517 [2875 [3.100 |3476 | 3918
240 1567 | 1668 | 1711 [1785 | 1865 | [ 950 |9537 |2898 |3.141 [3521 | 3.983
250 11606 |1702 [1759 [1838 11923 | [100 |2543 [2919 [3.167 |3560 4.4
260 [1643 [1745 | 1805 [1890 [1980 | | 150 {2597 [3000 |3206 [3768 |4.378
270 1679 [1787 11850 [1940 [2036 | [200 |2598 [3026 |3.325 |38%5 | 4490
280 1714 11827 11884 [1989 [2000 | [200 [2599 [3030 (3333 |3845 | 4530
290 {1747 11867 [1937 12037 [2144 | [400 (2509 [3030 [3333 |3846 | 4545

DNIAVO11VNY3ILX3

MARSTON SOIL COEFFICIENTS (C,)

FOR TRENCH CONDUITS

ASSOCIATED TESTING LABAORATORIES, INC.
3143 YELLOWSTONE BLVD., HOUSTON, TEXAS
TEL: (713) 748-3717 Fax: (713) 748-3748

WATER LINE REPLACEMENT IN HAMMERLY AREA

WBS No. $-00035-0180-3

PROJECT NO. : G13-164

TABLE 4 (2 of 2)
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APPENDIX 1
PHOTOGRAPHS OF THE PROJECT SITE




Looking W along Knoboak Dr, from just S of Teague Rd




-

Looking SW along Moorberry Ln, from N of Emnora Ln




APPENDIX 2
PIEZOMETER INSTALLATION REPORTS




PIEZOMETER INSTALLATION REPORT

PIEZOMETER NO.: B—23 (PZ-1)

PROJECT NAME:

WATER LINE REPLACEMENT IN HAMMERLY AREA
WBS No.:S—000035—0180—4

GEOTECHNICAL CONSULTANT

DESIGN CONSULTANT

CITY OF HOUSTON

ASSOCIATED TESTING LABORATORIES, INC. |VanDeWiele & Volger, Inc.
COMPLETION DATE: 6-18-13
DRY AUGERED __ 0 To __15__ FT
WASH BORED TO FT
DEPTH
(FT)
DRILING FLUID:
o —
. 6-18-13 ”
DEVELOPMENT DATE: TYPE OF BACKFILL
T CEMENT-BENTONITE
METHOD OF DEVELOPMENT: __BAILING _ 2 ft
RISER
TYPE PVC CASING
ID. 2"
2
WATER LEVEL READING: 3 TYPE OF SEAL
BENTONITE
bAtE e ‘ TYPE OF COUPLING
6-19-13 DRY TYPE OF FILTER
FILTER SAND
6-25-13 12.5 0 ScREEN
7—30—13 9.0’ TYPE P
LD 2
oft srLor sizg —0.01"
14 —— TYPE OF BOTTOM CAP
15 1ft THREADED PVC
f -— 67 —
(NOT TO SCALE)
REMARKS:
DRILLED BY: STARTED:
NOTES:
VAN & SON 6-18-13 .
ATL job No. G13—164
LOGGED BY: COMPLETED:
PV 6-18-13
CHECKED BY: | APPROVED BY:
JITU PST SHEET 1 OF __ 3
ASSOCIATED TESTING LABORATORIES, INC.




PIEZOMETER INSTALLATION REPORT

PIEZOMETER NO.: B—50 (PZ-2)

PROJECT NAME:

WATER LINE REPLACEMENT IN HAMMERLY AREA
WBS No.:S—000035—0180—4

GEOTECHNICAL CONSULTANT

DESIGN CONSULTANT

CITY OF HOUSTON

ASSOCIATED TESTING LABORATORIES, INC. |VanDeWiele & Volger, Inc.
COMPLETION DATE: 6-18-13
DRY AUGERED __ 0 o __17__ FT
WASH BORED TO FT
DEPTH
(FT)
DRILING FLUID:
0 _
. 6-18-13 ”
DEVELOPMENT DATE: TYPE OF BACKFILL
T CEMENT-BENTONITE
METHOD OF DEVELOPMENT: __BAILING _ 4 ft
RISER
TYPE PVC CASING
LD. _"
4
WATER LEVEL READING: 5 TYPE OF SEAL
BENTONITE
e o e TP o oG
61913 DRY TYPE OF FILTER
FILTER SAND
7—30-13 16’ rypE _ SLOT
LD 2
5ft srLor sizg —0.01"
16 - TYPE OF BOTTOM CAP
17 1ft THREADED PVC
f -— 67 —
(NOT TO SCALE)
REMARKS:
DRILLED BY: STARTED:
NOTES:
VAN & SON 6-18—-13 .
ATL job No. G13—164
LOGGED BY: COMPLETED:
PV 6-18-13
CHECKED BY: | APPROVED BY:
JITU PST SHEET 2 OF _ 3
ASSOCIATED TESTING LABORATORIES, INC.




PIEZOMETER INSTALLATION REPORT

PROJECT NAME:

WATER LINE REPLACEMENT IN HAMMERLY AREA
WBS No.: S—000035—0180—4

PIEZOMETER NO.: B-56 (PZ-3)

GEOTECHNICAL CONSULTANT
ASSOCIATED TESTING LABORATORIES, INC.

DESIGN CONSULTANT
VanDeWiele & Volger, Inc.

CITY OF HOUSTON

COMPLETION DATE: 6-18-13
DRY AUGERED __9 To __15__ FT
WASH BORED TO FT
DEPTH
(FT)
DRILING FLUID:
0 QE—
. 6-18—13 ”
DEVELOPMENT DATE: TYPE OF BACKFILL
1 CEMENT—BENTONITE
METHOD OF DEVELOPMENT: __BAILING 2 1t
-4 RISER
TYPE PVC CASING
LD. 2"
2
WATER LEVEL READING: 3 TYPE OF SEAL
BENTONITE
s : e o o
6—19—13 DRY TYPE OF FILTER
FILTER SAND
6-25-13 14.5 0 ScREBN
7—-30-13 14’ TYPE -
LD 2
51t SLoT Sizg —0.01"
14 —— TYPE OF BOTTOM CAP
15 1ft _ THREADED PVC
f -— 67 —
(NOT TO SCALE)
REMARKS:
DRILLED BY: STARTED:
NOTES:
VAN & SON 6-18-13 )
ATL job No. G13—164
LOGGED BY: COMPLETED:
PV 6-18-13
CHECKED BY:- | APPROVED BY:
JITU PST SHEET 3  oF _ 3

ASSOCIATED TESTING LABORATORIES, INC.




A A N =R

',/{ \

+..onreverseside ofowner's cOpy.

Atterition Ovmer: - Texas Department of Licensing and Regulatmn This form must be completed
) : nstafier Program - - --and filed with. fhe.
b Canﬁdmuahty?nwlegeNonw PO Box 12 .» 7880FAX(512) 463—8616 il th dcpanment

| Harris . . - {Housts
3) Type of Work Lat. ° ! " ‘Longi ° ) - "IGrid# 65-12-6
X New Well . [ ] Reconditioning |4) Proposed Use (check) . 1 Monitor - | Eavironmental Soil Boring 1 Domestic  {5) Nt

[ I indastriat.. [_] frigation [ jeiction 7 Public Suppty - L c-watering ] Testient

DReplaoement E}Deepenmg b )
S DngSupply DStockorhvmtock IfPlﬂ)hc&mp}y,wa'ep}mysamovaa? -ch ‘EINO oL o
6) Drilling Date Diameter ofHole DDﬂﬁhlgMethod(check) R
Started 6/18/2013 Dia @) | Fom® | To® [ Jorven 1] #ir Rotary DMnanlmy o
Surface - | . sored . [ AirHammer [ cableToot | - s®mi
Completed _ 6/18/2013 .4 0 15 [setea [ Sioliow Stem Anger - S
. DPe’?zsermhﬁ:cn
X oter dry auger

BRE R

B Seh 40 PVC Seroen | 10 15

9)ABﬁnlﬁISﬁlDaia.m#hom_ﬂto___ﬁ#sads&matale3camen) B

fom @ fto 6 - . #isacks. & matéxial S cement.
from © o §_ : ﬁ.#saeks&m:emL.Sbentomte

fom fito fc#sacks&mmd

IB) Surface C

USutﬁceSlabInsmﬁed E}&nfaeesxeevemsmned

T4) Type Pump,__

- e ‘Dmmwd o ﬂAhﬁmeProwdzmeUsed
[} Turbine Clree . Clswmesite [leginesr 0 "y, T
[]oter na — 'Staﬁclevdil}ﬁ,
thto pump bows, cylinder, jet etc., £ - o
Depi o pump bows, e . Astesian Flow gom
15) Water Test 12) Packers "

. Typet&st‘DPmnpDBmlerDJeﬁedDEsmted

16) Water Quality
Type 'of water: Depth of ! Stmta.

Dxdyouknowmglypeneﬁateasﬁaiawbwheoﬁamsmﬁmmble com?ﬂ Y& . No Ifyes, Contimue:
Check One: [ Naturalty poor-quainy gmumiwate: type )

Wasachmnmlamlys:sm&eVDYw .No

D_Ihmwbom@agas,oﬂ,etc)

cheriyjltixarwlale@llmgdaqpenmg, oro#xmnsedtermgiheab@edem‘tbedwell um{e,sa'ablewm :
. trgﬁzmedthatwchwellmbempletedorp@edmszdzamamerastoavozdagwy orpolbﬁdi.’ o

Company or Individual's Name (type or prmt) Van amlSons Ds:ilhng

*TCIty Haus.u.)‘n T

Address 319 Johu'Alber




A tontion Ovitef: Texas Department of Licensing and Regulatmn This form must be completed
At e rors ' " Water Well Difiisr/Pamp Installer Program T ot oo deparment
- Confidentiality Privilege Notice : 5 ent
. on roverse side oFowner's 60py. P.0. Box 12157 Ausiin, T_le:\‘);ﬂa.sﬁ@e m}sﬂg 463-92027880 FAX(512) 463-8616 and owner within 60 days

Emaﬂaddress water.well@license state.t.us

: leC‘ll compleuon of the well.

WELL REPORT

4 State
3) Type of Work Lat. o ' " lLong.  ° ' "lGrid# 65-12-6
B New Well 1 Reconditioning |4) Proposed Use (check) [ Monitor [ | Environmental Soil Boring [ 1 Domestic {5) Nt
[l Replacement || Deepening || Industrial || frrigation [ Jinjection |1 Public Supply [ ] De-watering [ Testwell
[ IrigSmwply L] StockorLivestock I Public Supply, were plans approved? [dves o 6

6) Drilling Date Diameter of Hole 7) Drilling Method (check) '

Started 6/18/2013 Dia. (in) Fom@® | To(® [Ipven [ ]AirRotmry L] MudRotary

' ' Surface [IBoed [ AirHammer [ CableTool
Completed __6/18/2013 . 4 0 17 [reted  [_] Hollow Stem Auger
T . D Revarss Cirsalation
X] other dry auiger

E18) Borehole Completion | |OpenHole [1 Su'alght Wall
~reamed

, 'ﬁnder E.Gravek Packed EO&er

Dia. Or |Perf, Slotted, eto. Casing
(Gn) Used if commercial From .To-.[Screen
2 n |Sch40PVCRiser | 0O A2
n  |Sch 46 PVC Screen 2. 17 010

9) Annular Seal Data: ic. [ﬁ-om__ﬁto_ﬁ#sads&marmal 13 cement)

from O fito 8 fi. #sacks & material .S cement
from 8 ftto ;_0_ f1. #isacks & material- 5. bentonite
oo i #sacks & material -

13) Plugged
Casin left in well: na Cement/Bentonite

1 Well pluggalwrﬁlm 48 hours
placedin well: |

10) Surface Compfetmn (Ifme!msed,lmve'bfank)

Did you knowingly penetrate a strata which

[ Surtace Sizb Tustalled ] Surface Sleeve Installed
14) Type Pump [ pitless Adapter Used ™ AltcmaﬁveProwdm‘e de
E Tubine . [lst [ sabmersibte [ ] Cylinder 11) Water Level
Other na_
Static level dry £ Daeénsmm
Depth o pump bowls, cylinder, jet efo, & level dry
15) Water Test
v TypemDhmlpDBaﬂerDJetmdD Estimated
- {Yidld:: pa gpmowith . i drawdownafter . hirs: 20/40 16-17
16) Water Quallty
Type of water: ______ Depth of Strata: Was a chemical analysis made? [_] Yes PXI No

coninms:mdﬁnablewnsﬁnmts?DYﬁ -No Ifyns,Connm:c

Check One: D Naturally poor-quality groundwater — type ‘ D Hydrocarbons (Le. gas, oil, etc.)
[1 Hazardous material/waste contamination encountered {1 Other (describe).
11 certify that while drilling, deepening, ¢ or otherwise altering the above described well, ; undaszmbfewatetormﬂﬂmﬂwasmcomta'edamlthelandmmerwas
zrg’omedﬂtatmckwellmwtbecompletedor%edm&whammerastomo:dzzy:ayarpolbdzm .
Company or Individual's Name (type or print) . Van and Sons Drilling Service, Inc . . [ Lic. No. 2903M
Address 319, John Alber [City Houston 3 A 1Stafe Tx i




Texas Department of Licensing and Regulation This form must be completed

Attention Owner: .
WaferWeI[Dtﬂlel/Pump Instalfer Program and filed with.th artment
Confidentility Privioge Notes P.0. Box 12157 Austin, Texas 78711 (512) 463-7880 FAX (512) 463-8616 o mth;‘éf}’da on
on reverse side of awner’s copy- owner, yS
Tollfree (800) 803-9262 upon oompleuon of the well.
‘Fmail address: water.well@license:state tx.us

WELL REPORT ‘

Harris ' Knoboak and Teague (pz-3)

3) Type of Work Lat. ° ' " {Long. ° ' "|Grid# 65-12-6
XINewwell [ ] Reconditioning |4) Proposed Use (check) [ 1 Monitor L] Environmental Soil Boring || Domestic  |5) NT

D Replacement DDeepenmg U industrial D hrigation D Injection D Public Sapply D De-watering D Testwell
[drigsuwpty [ SockorLivestock  IfPublic Supply, were plans approved? TlYes [INo b

6) Drilling Date - Diameter of Hole 7) Drilling Methed (check)
Started  __6/18/2013 Dia. (in) From () - To () [dorven []awRotary [} MudRotary
. Surface [Bored [ ArBammer [] CableTool
Completed __6/18/2013 4 0 15 . | Dlseed [ Hollow Stem Auger
: D Rovezse Circakation
X oter dry auger

8) Borehole Completion | | Open Hole [ | Straight Wall

0 15 SaCl 1 Undﬁr-rmd B Gravel Packed - Other  9&12
Dia | O |DetSioued e SO
(in) Used |Screen Mfy. if conmmercial From To  {Screen
2 n - |Sch 40 PVC Riser 0 10
2 n |Sch40 PVCScrecn | 10 15 | .010 .

9) Annular Seal Data: ic. from 0 f 1o 1007 #sacks & material 13 cement)

from @ fito 6 fi. #sacks & material .S cement
_ i from 6 ft0 8 fi. #sacks & material .S bentonite
‘ — 2 D SN from fi.to ft. #sacks & material
13) Plugged [ Well phigged within 48 hours Method Used fremmie
Casing left in well: Da Cement/Bentonite placed in well: D&mmswﬁcﬁehaoﬂﬁammmdem fr.

Distance to Property Line ______ ft Method
Verified: . -

10) Surface Completmn (Ifsiael casel; leavebfank)
[ Surface Stab Instatied D&msteevelustaﬂed

14) Type Pump [ Pitless Adapter Used [T Attemative Procedure Used
H Tubite [ ]Jet L1 Submessible |1 Cyfinder 11) Water Level ‘ '

Other B2 —— ‘ Static lovel Ay £ Datc 6/18/2013 _
Depth to pump bowls, cylinder, jet, etc., ft Artesian Flow epm
15) Water Test 12) Packers
Type test [ ] Pump [ ] Bailer [ ] Jetted [_] Estimated T
Yidld: 1 gpmwith . f drawdowmafiér . hes. 20/40 815
16) Water Quality
Typeof water: _____ Depthof Strata: _____ Was a chemical analysis made? || Yes [X] No
Did you knowingly penetrate a strata which contains undesirable constitments? [ | Yes [XI No If yes, Continue:

Check One: ] Naturally poor-quality groundwater — type D Hydrocarbons (ie. gas, oil, efc. )]
[ Hazardous material/waste contamination encoustered [ Other (describe)

Blceﬂyfytkatwhtlednllmg, deepening, or otherwise altering the above described well, mbkmwmmwmmm&emmwas
informed that suchwell.must be canq:lefedarpb:ggedmm&zavmerastoavmduyuryorpolbdzm
Company or Individual's Name (type or print). Van and Sons. Drilling Service, Inc | Lic. No. 2903M

Address 319JolmAlbet [City Houston . . [State Tx “|zip 77076




A Kol |

Attention Owner: - :
) Confidentiality Privilege Notloe
- .'onteversesxdeofoww’s copy.

This form meust be completed

Grid# 65126

3)Typeof ‘Work Lat. 2 ! lLonL ° !
X New Well . [ ] Reconditioning 4)Pr0posedUse(check) [ Monitor - || Bavironmental Soil Bosing || Domestic  |5) Nt
DReplaoement BDeepen‘mg E}indm:nal ] rvigation [ ajection [ Public Supply - [ }De-watering ] Testwent | - .

L e BRngnpply Dsmckm'hvmck IfPtﬂ)hc&mplywa-ep}ansappmwd‘? .Y&G ‘BNO N 2
6) Drilling Date : BmmeterofHole 'I)DriliingMethod (check) R
Started 6/18/2013 - Dia(@) | From(@) To (8) [Ioriven | AirRotay DMmiRniary L

Surface - ‘ssed [ axHamme []caletost |57

Completed _ 6/18/2013 4 0 15 setea [ Hollow Stem Anger.

- L DReweCm:alzﬂ:cn

X other dry auger

8) Borehole Completion [ | Open Hole D Su'alght Wall

Gravel Packed [J.Other _ 9.& 12

9)Annula:Sea!Data.mm_ﬁm_ﬂ#saa&s&mmu3cemen) B

fom O fito 6 . §. #isacks & matérial .5 cement.

from 6 o § ﬁ_#sacks&maienal_.SbentonEte

14) TYP»ePump —
D‘S'm‘b}e DOF!mdar L

. Typet%tAEanmpD BmlerD‘JeﬁedD

%Toﬁxermmna DJ& M ")“mrLeve; T s
, ' Staﬁcleveld_l}ﬁ;
thito .
Depth to punip, bowis, cyimdajet, etc., ft 2 Flow
15) Water Test B

16) Water Quality

Was a chemical analysis made? [ | Yes DI No

Type ‘of water:

Check One:

Did you knowingly penetrate a strata which comtains undesirable

Depthofsuaiz.

[[] Naturatty poor-quatity. groundwater— type

ax:anms?DYw .No If yes, Contimie:

DHydmcalbmS(ie.gas,oﬂ,etc)

DHamdommmanastecmmmenmmé‘ed

cherqﬁlthatwlzzledrzllmg deepening, arothenwsealtermgﬂwabevedesazbedwell,

w:dasa‘able wm'or_ﬁ .mmdswasawowderedandﬁidan%wnerwas

. nﬁomedthatuwhwellmstbemzpletedorp@edmawkamwmewstoavaidngwyorpolluﬁm4
Company or Individual's Name (type orprmt) Van andSonsDﬂlhng ervice, Inc o] LicNo. 2903ME f
_Address 319 John'Alber " [City” Houston “State T - .Ler 77076




Texas Department of Licensing and Regulation This form must be completed

Attention Owner: )
Watér Well Driffer/Pump Installer Program and filed with the department
Confidentiality Privilege N°ﬁ°° P.O. Box 12157 Austin, Texas 78711 (512) 463:7880 FAX (512) 463-8616 and mm%;pda -
on reverse side of owner’s copy. owner, yS
Tollfree (800) 803-9202 upon conipletion of the well.
Email address: water.well@license:state.tx.us
WELL REPORT

Knoboak and ’I‘iagge (pz~3)

' "Grid# 65-12-6

3) Type of Work Lat. © ! " |Long. e
NewWell  [_] Reconditioning |4) Proposed Use (check) [ 1 Monitor L_| Environmental Soil Boring || Domestic  |5) Nt

DReplacemenI DDeepenmg E[Indnstnal Dlmganon [ mjection [1 pubtic Sapply DDe—waIenng DTmtwcll
[ rigSmoly L] StockorLivestock  IfPublic Supply, were plans approved? Tdves [Cwno o

6) Drilling Date - Diameter of Hole 7) Drilling Method (check)
Started 6/18/2013 Dia. (tn) From (f}) - To (f) [dpriven [ JairRomy [ MudRotary
) Surface eoet [ AwrHammer  [] CableTool
Completed __6/18/2013 4 0 15 | Dlyeed ] Hollow Stem Auger
: D Reoverse Circakstion
X omer dry auger

8) Borehole Completion | | Open Hole [ ] Straight Wall
B Under—reamed E] Gravel Packed_ - Other _9&12

n - Scb49PVCRrser 0 10
n |Seh 40 PVC Screen 10 15 010 -

9) Annular Seal Data: iec. (fom 0 f 1o 100t #sacks & material 13 cement)

from @ fito 6 fi. #sacks & material S cement
: — . from 6 w8 fi. #sacks & material .S bentonite
] S — — i from ft. to ft. #sacks & material
13) Plugged ] Weli phigged within 48 hours Method Used fremmie
Casing left in well: Ba Cement/Bentoﬂiteplawdinw_ell: D&mmswﬁcﬁddaaﬁuaxmmmdcm fr.

sttaucetoPmpertyIme fi Method
10) Surface Cﬁmptetmn (Ifsmel cased; Ieavebfank)
"] Surfuce Stab Instatled {71 Surface Steeve Installed

14) Type Pamp 1 Pittess Adapter Used [ Atternative Procedure Used
% Tubine [ 1%t L] submesible  [] Cyfinder 11) Water Level -

Other D2 ——— : Static lovel dry & Datc 6/18/2013
Depth to pump bowls, cylinder, jet, etc., ft Artesian Flow eom
15) Water Test
Type test [_] Pump [ ] Bailer [ ] Jetted [ Estimated
Yidld: ‘pa gpmwzﬂl ~ . it drawdbwnafier . hs: 20/46 8-15
16) Water Quality
Typeof water _____ Depthof Strata: ______ Was a chemical analysis made? [ | Yes [X] No
Did you knowingly penetrate  strata which contains undesiable constitments? [_] Yes [X] No if yes, Continuc:
Check One: [_] Naturaity poor-quality groundwates— type '[] Hydrocdrbons (i.e. gas, ofl, etc.)

[] Hazardous material/waste contamination encountered [1 Other (describe)

D 1 certify that while drilling, deepening, or atherwise dltering the above described well, undesirable waterorwmtzmenfswasamnderedandﬂzelandawnerwas
informed that suchwell must be completed or plugged in such a inarmer as to avoid infury orpolbdzon.

Company or Individual's Name (type or print). Van and Sons Dnlhgg,Semee, Inc { Lic. No. 2903M

Address 319 JolmAlher |City Houston . __ [State Tx . tZip 77076

Signature




APPENDIX 3
BORING LOGS AND KEY TO LOG TERMS AND SYMBOLS




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

Dry

Sample Key: X spT /] Shelby Tube Disturbed

Water Observations: Initial Water Level: Dry, After Drilling Water Level:

N - SPT Data (Blows/Ft)

P - Pocket Penetrometer (tsf)

T - Torvane (psf)

Q, - Unconfined Comp. Strength (tsf)

DD- Dry Density (pcf)

Associated Testing Laboratories, Inc. _ ,
37143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
WBS No. S-000035-0180-3 89.63
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger = o - &
S| LUMITS(%) | 2 W = E
= - = < | o C =
LOCATION E(f” 200 N4(é)lowz/0ﬁ) 8.0 S & Natural Moisture Content u% W E W S &
= T |3 =z d E £l 2| & S K
— @ A tsf) A L |0 o < 3 an o 2| =|S|S | 2 Q
= sc : Emnora L. S5 sl 10 20 50 w0 | E |8 gElLS Atterberg Limits 815|258l Sz
g |g| USC | Jf Northing: 13861609.35 33 ¢ * DD (pch) * S |S5| w|2C[Pasic Mostre Ligud| £ | |E|E|g| SR
E g & | Easting: 3064059.05 L €0 2 9% 100 110 120 8188 S22 Limit  Content  Limit 5 3 %’ %’ < 5 % &
LIS 5 SUSE e Pmn e S |S#| S|zl r———o0———1 2|32 |28 EEZ
o) s Zlo @ T 2| X |Qc Q < 2
N MATERIAL DESCRIPTION SEZ2| 10 20 30 40 | S [SO| %S 2z 4 e s |S|L[plP|x] ®S°©
= 3" Asphalt DL I
| A 7" Gravel with sand 25 33l 16| 171 52
Sandy Lean Clay (CL), very stiff, medium )
| i plasticity, light gray and tan
..hard below 2’ 45
] 45 17| 225 0
- 5 —
CL
i 1] ..with ferrous nodules below 6’ 4.5
— 45 36| 17| 19
- 10 A . .
|| Silty Sand (SM), medium dense, non
plastic, light gray and tan 17
B 1Yy SM
17 48
Water Level Intial: ¥ After Drilling® 24 Hrs: X Key to Abbreviations: Notes:

Augered to 13.5', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

Dry

Sample Key: X spT /] Shelby Tube Disturbed

Water Observations: Initial Water Level: Dry, After Drilling Water Level:

N - SPT Data (Blows/Ft)

P - Pocket Penetrometer (tsf)

T - Torvane (psf)

Q, - Unconfined Comp. Strength (tsf)

DD- Dry Density (pcf)

LOG OF BORING B-2 PAGE 7 OF 1] DATE 02013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 87.81
WBS No. S-000035-0180-3 .
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger ~ o) | =~ &
Q| LMITS(%) | © W = C
= - = < | 0 S =
LOCATION 2 ® N (biows/t) @ - | & & Natural Moisture Content E Wy w3
g 20 40 60 80 g |3 z and 5 g2y 3K =
~ 2 = 3 S| S 2
3 Emnora Ln. Moo L o0 A 2 lgl g & Atterberg Limits S|s|3|&l8| SE&
-~ . . . . . . -~ ~
€ |@| USC |3| Northing: 13861626.73 SRS * DD (pcf) * o I 2 & Plastic  Moisture Lgud| € | | = | £ | & MR
E g E Easting: 3064586.67 b EO ¢ 9% 100 110 120 5z % S §§ Limit  Content  Limit 5 3 %’ %’ < g % &
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
o) s Zlo @ T 2| X |Qc Q < 2
N MATERIAL DESCRIPTION SEZ2| 10 20 30 40 | S [SO| %S 2z 4 e s |S|L[plP|x] ®S°©
8" Concrete T C
I Sandy Lean Clay (CL), stiff, medium 2.0 14
plasticity, light gray and tan
.l ..with sand pocket below 2' 25 118| 0.85 0 14| 35| 16| 19| 53
i 1] ..very stiff below 4' 3.0 15
= 5 -
cL
.l ..stiff with sand seam below 6' 2.0 114 | 0.55 0 17
] 20 16
- 10 H e . .
|| Silty Sand (SM), medium dense, non
plastic, light gray and tan 18 13 21
B 1Yy SM
19 16
Water Level Intial: ¥ After Drilling® 24 Hrs: X Key to Abbreviations: Notes:

Augered to 13.5', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

LOG OF BORING B-3 PAGE 7 OF 1] DATE 02013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 87.86
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger - o) | &
QL Lmrs%) | g L =%
= " = — < | > (SR
LOCATION g ® N (blows/t) ® | 8 Natural Moisture Content | Z W E w3
g 20 40 60 80 g |3 z and Sl lg|2]Y] 25=
~ 2 = 3 S| S 2
::% Emnora Ln. U,LEJ S ; 0‘ 2% (IS;)O ‘40 >l ,FE( o & Atterberg Limits 3|3 8 % S S & g
-~ . . . . . . -~ ~
< |g| USC ~ Northing: 13861632.22 SRS * DD (pcf) * 2 ,_,Z_E W zld:':l Plastic Moisture Liguid | & | | R |E || =2 F
E g & | Easting: 3065116.21 L €0 2 9% 100 110 120 812215183 Limit ~ Content  Limit 5 3 %’ %’ < 5 % &
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
Q |% = glo 2 T [2K| I|CQc Q < >
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
; 7" Concrete [ [
L ) | Sandy Lean Clay (CL), stiff, high plasticity, | 2.0 17| 44| 18| 26 | 61
light gray and tan
.l ..with ferrous nodules below 2' 25 110 | 0.95 0 17
i 1] ..with sand seam below 4' 1.5 16
- 5 —
i 1] ..very stiff below 6' 4.0 17
L | oL
T 3.0 113 1.58 6 17
10T 35 17| 38| 17| 21| 582
] ..stiff below 12’ 20 16
A #
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g’ - ,SDF’C(DtaIga (B’IOWS/FTU o Augered to 13', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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Dry

Sample Key: X spT /] Shelby Tube Disturbed

Water Observations: Initial Water Level: Dry, After Drilling Water Level:

N - SPT Data (Blows/Ft)
P - Pocket Penetrometer (tsf)

T - Torvane (psf)

Q, - Unconfined Comp. Strength (tsf)
DD- Dry Density (pcf)

LOG OF BORING B-4 PAGE T OF 1] DATE 11201
Associated Testing Laboratories, Inc. _ , SUREACE ELEVATION
3143 Yellowstone Blvd PROJECT: Proposed Water Line Replacement in Hammerly Area 8708
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger 2| LmMTS®) | % =
< ° X L T
= " = — < | > (SR
LOCATION E(f" 200 N4(é)lowz/0ﬁ) 8.0 - |5 & Natural Moisture Content | 2 & E W 5 &
= RS =z d = | 2| & G K
@ & A tsf) A g ol 2| 3 ana. 2lelS|S|2] 29w
s SC : =mnora £ S5 sl 10 20 50 40 | Z |8 glEl,g Atterberg Limits 81s|3|5(8| SEG
g |g| USC | Jf Northing: 13861637.12 33 ¢ * DD (pch) * S |S5| w|2C[Pasic Mostre Ligud| £ | |E|E|g| SR
E g & | Easting: 3065588.98 L €0 2 9% 100 110 120 8188 S22 Limit  Content  Limit 5 3 %’ %’ < 5 % &
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
Q |% = glo 2 T [2K| I|CQc Q < >
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
7.25" Concrete I A
. Sandy Lean Clay (CL), hard, medium 4.5 11| 34| 16| 18| 58
plasticity, light gray and tan
i 1] ..with calcareous nodules below 2' 4.5 12
] ..very stiff with ferrous nodules below 4' 3.5 13
- 5 —
Sy 4.0 15
B 4| CL
T 45 114| 1.95 0 16
- 10 ) ,
..stiff below 10 1.75 21| 48| 18| 30| 70
[ ] 20 17
IS N 77
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:

Augered to 13', Hole Grouted after Dirilling. Drilled By: Johnson and Sons ,
Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
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LOG OF BORING B-5 PAGE 7 OF 1] DATE S
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 87.84
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger ~ o) | = &
L umtse) | o L <%
= " = < | > (SR
LOCATION 2 ® N (blows/) ® - | & & Natural Moisture Content E wiyl w3y
g 20 40 60 80 2|3 z and Sl |24 25
~ 2 = 3 S| S 2
3 Emnora Ln. He s 10‘ 2%“ (IS;)O ‘40 AR 01@ Atterberg Limits 8[35|3 % s| SE8
-~ . . . . . . -~ ~
< |p| USC ~ Northing: 13861652.08 SRS * DD (pcf) * 2 ,_,Z_E y zld:':l Plastic Moisture Liguid | € | @ | & | & | & MR
E g & | Easting: 3066063.86 L €0 2 9% 100 110 120 8188 S22 Limit  Content  Limit 5 3 %’ %’ < 5 % &
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
Q |% = glo 2 T [2K| I|CQc Q < >
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
. 7.5" Concrete L L
R 7 Sandy Lean Clay (CL), very stiff, high 3.0 17
plasticity, light gray and tan
] ..with calcareous nodules below 2' 25 18| 42| 18| 24 | 68
] ..with ferrous nodules below 4’ 3.5 15
= 5 -
- T 40 16
CcL
] 35 10| 1.25 0 20
- 10 +H ,
..stiff below 10’ 20 19| 37| 17| 20| 68
- T 1.5 17
| 1| U
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g - I§P 7;(%351 (B/IOWS/"';U o Augered to 14, Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T Torvane (o) or (tsf) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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LOG OF BORING B-6 PAGE 7 OF 1| DATE 1072013
Associated Testing Laboratories, Inc. _ ,
37143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 85.86
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger ~ o) | =~ &
Q| LMITS(%) | © W = C
= - = < | o C =
LOCATION 9| ® N (blows/t) ® - & & Natural Moisture Content u% W g w S &
L 20 40 60 80 g3 z and Elol5|2|8 Sh
- S = 5 | S| S 2
L% Emnora Ln. E 55 10‘ 2%“ (IS;)O A40 g e ,FE( @\8_ Atterberg Limits 8|S a % § S & g
-~ . . . . . . -~ ~
£ |a| USC ~ Northing: 13861688.07 SRS * DD (pcf) * 2 g E “ zld:':l Plastic Moisture  Liquid | € | Q | = | = | & MR
E § & | Easting: 3066954.76 L €0 2 9% 100 110 120 812215183 Limit ~ Content  Limit 5 3 %’ %’ < g % &
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
Q |% = glo 2 T [2K| I|CQc Q < >
0 MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
%4 | 6.5" Concrete D N
_ 7 Sandy Lean Clay (CL), very stiff, high 4.0 17| 39| 17| 22| 61
plasticity, light gray and tan
1] ..with ferrous nodules below 2' 4.0 12
1] ..with calcareous nodules below 4' 35 14
5 —
1] 4.0 116| 1.6 0 15
1)| cL
1] 35 116 | 1.33 6 14
10 H 40 16| 47| 18| 29
2y 35 18
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:

Water Observations: Initial Water Level: Dry, After Drilling Water Level:

Dry

Sample Key:

X spT

N - SPT Data (Blows/Ft)

[/} Shelby Tube

Disturbed

P - Pocket Penetrometer (tsf)
T - Torvane (psf)
Q, - Unconfined Comp. Strength (tsf)

DD- Dry Density (pcf)

Augered to 13', Hole Grouted after Dirilling. Drilled By: Johnson and Sons ,
Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
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. LOG OF BORING B-7 PAGE 1 OF 1] DATE o1
Associated Testing Laboratories, Inc. _ ,
3143 Yell Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
ellowstone bly 85.65
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger - el X
Q| umts) |z L =&
= " = < | > (SR
LOCATION N 2.0 N4(:IOWZ/0 ) 8.0 -~ |5 & Natural Moisture Content E W u§.| W S u
S S | O = = | S| W O =
— 13 S 3| = = and L~ I -~ = gg =
u">“J Emnora Ln. E 53 10‘ 2%“ (ts:;‘) 0 A4 0 Egs ,&f o 8 Atterberg Limits 8|S % = § Sk g
—~ . ) . s . . = ~ &) 6]
< |g| USC ~ Northing: 13861709.45 SRS * DD (pcf) * 2 ,_,Z_E m ng':l Plastic Moisture  Liquid | € | Q | = | = | & BEH
E g i Easting: 3067441.21 5 E S ¢ 90 100 110 120 R 2 z E% Limit - Content  Limit | 2 | 3 212 (% SEG
& (3 = U289 pPmr e S lo@| Y +———o0———41 |23 |2 |2 |G| EEZ
ux g S 25 @ (tsf) T |[2k| Q¢ Q < 228
LD i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
% 5.5" Concrete A A
7 Sandy Lean Clay (CL), hard, medium 4.5 12
-] plasticity, light gray and tan
.l ..with calcareous nodules below 2' 4.5 111 29| 15| 14| 68
.l ..with ferrous nodules below 4' 4.5 12
= 5 -
1 a 45 122| 2.25 0 12
] ..very stiff below 8' 35 17| 48| 18| 30
1077 25 24
— #,
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e ,(7 B;It%vnsv/e ,—;Zr (tsf) Augered to 12', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T Torvane (os) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

LOG OF BORING B-8 PAGE 1 OF 1] DATE 32013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 85.20
WBS No. S-000035-0180-3 .
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger <1 mirsen | = &
2 (%) | Q w g
= - = < | o C =
LOCATION k2] ® N (blows/ft) ® - | & & Natural Moisture Content u% W N W 3 4
y 20 40 60 80 2|3 z and Sl |24 25
- S = 5 | S| S 2
g| Moorberry Ln. Hleof L2008 L |g2E| g AterergLimis S|s|3|&lg| SEP
-~ . . . . . . ~ ~
€ |@| USC |3| Northing: 13861548.57 33 ¢ * DD (pcf) * 2 |2 E| 2 2¢[Pasic Mosure Ligud| £ | | 2|25 B
T [ @ . QlQ % P L s S o , L1315l (O] g3
=T w| Easting: 3067808.41 GESE 90 100 110 120 | 8 |Sg|SEG M _Corer MmtiEls | 3|S|a| SEE
b3 S SYsal e Pesn e | x (2E|FlRY t——© -1 |g|=2T & le| HEE
o) s Zlo @ T 2| X |Qc Q < 2
L o ‘ MATERIAL DESCRIPTION Sa|&Z] 10 20 30 40 S |[Swo| %0 29 40 60 80 S|LL|pP]P| X ws=0o
%4"Concrete s T o ol el el sl e
] Sandy Lean Clay (CL), hard, high )
plasticity, light gray and tan
] ..hard with ferrous nodules below 2’ 45 11
] .very stiff below 4' 4.0 12| 1.6 0 8
2 e
] ..hard below 6 4.5 6
i 1] ..with calcareous nodules below 8’ 4.5 12
F 0T % Sandy Fat Clay (CH), very stiff, high 4.0 16| 54| 19| 35| 67
% plasticity, light gray and tan with
i 7 é calcareous nodules
i 11 ¢H g ..with ferrous nodules below 12’ 3.5 28
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g - I§P 7;(%351 (B/IOWS/"';U o Augered to 14, Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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LOG OF BORING B-9 PAGE 7 OF 1] DATE 1372013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 85.93
WBS No. S-000035-0180-3 .
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger ~ o) | B
QL Lmrs%) | g L =%
= - = < | o C =
LOCATION ) ® N (blows/ft) @ - s & Natural Moisture Content u% W g w 5 o
g 20 40 60 80 g3 z and Sl 15|21y 25
~ 2 = 3 S| S 2
::% Moorberry Ln. u.“iJ s 10‘ 2%“ (ts;)o ‘40 slg e ,FE( 8 Atterberg Limits 3= 8 % S S & g
-~ . . . . . . ~ ~
£ || USC |4 Northing: 13861968.58 338 * DD (pcf) * 2 |2 E| 2 2¢[Pasic Mosure Ligud| £ | | 2|25 B
T |3 o P [CIESERY P &L & S iy ! 5 n|lonl9 < =
=T w| Easting: 3068075.59 GEQSE s 10 110 120 | 8|55|SED Limit— Content  Limit | 2|\ 3| < | || SE&
b3 S SYsal e Pesn e | x (2E|FlRY t——© -1 |g|=2T & le| HEE
o) s Zlo @ T 2| X |Qc Q < 2
| L0 MATERIAL DESCRIPTION SEE2| 10 20 30 40 | S [SO| %O 2z 4 e s |S[[plP|x] ®S°©
Sandy Lean Clay (CL), hard, medium 4.5 T T 7
plasticity, light gray and tan
] 4.5 10| 25| 15| 10| 51
T 45 11
- 5 —
[ T .with ferrous nodules below 6' 45 115 | 2.25 0 8
i 1] ..with calcareous nodules below 8’ 4.5 10
10T 45 11
.l é Sandy Fat Clay (CH), hard, very high 45 25| 69| 22| 47| 51
CHYY | plasticity, light gray and tan with
T \calcareous and ferrous nodules /1
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g’ - ,SDF’C(DtaIga (B’IOWS/FTU o Augered to 13', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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Dry

Sample Key: X spT /] Shelby Tube Disturbed

Water Observations: Initial Water Level: Dry, After Drilling Water Level:

N - SPT Data (Blows/Ft)

P - Pocket Penetrometer (tsf)

T - Torvane (psf)

Q, - Unconfined Comp. Strength (tsf)
DD- Dry Density (pcf)

_ PAGE 1 OF 1] DATE
Associated Testing Laboratories, Inc. _ , SUREACE ELEVATION
3143 Yellowstone Blvd PROJECT: Proposed Water Line Replacement in Hammerly Area 86.13
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: (G13-164 BORING TYPE: Auger 2| LmTs) | =
N ° X w o<
= - = < | o C =
LOCATION 2 ® N (blows/t) @ g 8 Natural Moisture Content | = oy wg
y 20 40 60 80 g3 > and E | 8 L § E o
- 2 |0 x| < 3l =S| S 2
3 Vogue L. FE 10A 2% (IS;)O A40 > |2 2| E . & Atterberg Limits 8|3 3 % gl SE8
-~ . . . . . . ~ ~
£ @ usc 3 Northing: 13861403.15 33 ¢ * DD (pch) * 2 UZ_E o gld:':' Plastic Moisture  Liguid| & | @ Bl E o Eg‘n"'i
=T w| Easting: 3066465.06 GEQSE s 10 110 120 | 8|55|SED Limit — Content — Limit |\ 2 | 51 < ||| S&&
b3 S SYsal e Pesn e | x (2E|FlRY t——© -1 |g|=2T & le| HEE
Q = gloa T 2= |0 Q 2 w5
LD ® i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
s 6" Concrete [ A
] 7 [\ 1" Stabilized gravel 35
Sandy Lean Clay (CL), very stiff, high
| il plasticity, light gray and tan
4.0 42| 18| 24| 63
i 1] ..with ferrous nodules below 4' 35
- 5 —
] 4.0 117 1.55 0
| )| cL
i 1] ..with calcareous nodules below 8' 3.0 47| 18| 29| 65
- 10T 25
] 4.0
I N7
Water Level Intial: ¥ After Drilling® 24 Hrs: X Key to Abbreviations: Notes:

Augered to 13', Hole Grouted after Dirilling. Drilled By: Johnson and Sons ,
Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
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Dry

Sample Key: X spT /] Shelby Tube Disturbed

Water Observations: Initial Water Level: Dry, After Drilling Water Level:

N - SPT Data (Blows/Ft)

P - Pocket Penetrometer (tsf)

T - Torvane (psf)

Q, - Unconfined Comp. Strength (tsf)
DD- Dry Density (pcf)

LOG OF BORING B-11 PAGE T OF 1| DATE
. . . 6/10/2013
Associated Testing Laboratories, Inc. _ ,
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
WBS No. S-000035-0180-3 86.07
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger ~ o) | ~ &
L umtse) | o L <%
ES Ny —~ = < | o (SR
LOCATION a@: 2.0 N4(é)IOWZ/0ﬁ) 8.0 — % Q\O_ Natural Moisture Content UZ.I g L% ';lu S '&U
L S |3 = d = =l 2| 3 K «
- o A tsf) A L |0 o < = arn o = ~ S = %) =0 o
= SC 5 Vogue L. S5 sl 10 20 50 40 | Z |8 glEl,g Atterberg Limits 81s|3|5(8| SEG
g |g| USC | Jf Northing: 13861427.74 33 ¢ * DD (pch) * S |S5| w|2C[Pasic Mostre Ligud| £ | |E|E|g| SR
E %‘ u| Easting: 3067085.03 5 E S ¢ 90 100 110 120 8152 $|23 Limt  Content  Limit 5 3 %‘3 %‘3 2 3 E «
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
Q | = go2 T 25| X|0x Q < 0 s
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
%ﬁ 5" Concrete B B B B B B B B B B B B
| Sandy Lean Clay (CL), hard, medium 45 12| 37|17 20| 67
plasticity, light gray and tan
i 1] ..with calcareous nodules below 2' 4.5 11
i 1] ..with ferrous nodules below 4’ 45 11
- 5 —
] 45 123 | 2.25 0 12
| | c
.l 45 12| 38| 17| 21
- 10 -H . ,
..stiff below 10 3.0 100 | 0.85 8 24
.l ..very stiff below 12’ 4.0 21
I N7
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:

Augered to 13', Hole Grouted after Dirilling. Drilled By: Johnson and Sons ,
Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
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LOG OF BORING B-12 PAGE T OF 1| DATE
. . . 6/12/2013
Associated Testing Laboratories, Inc. _ ,
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
WBS No. S$-000035-0180-3 84.15
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger -~ o) | ~ 5
Q| umts%) | x| L =EC
= - = < | o C =
LOCATION ) ® N (blows/ft) @ - s & Natural Moisture Content u% W g w S o
% 20 40 60 80 ‘g 8 z and E N | 2 (% (25 '5 ~
~ 2 = 3 S| S 2
R L% Eaglerock Dr. u."':'_l s 10‘ 2%“ (IS;)O A40 slg e ,FE( 8 Atterberg Limits S|s|3|¢& S = F g
- . . . . i = s
S usc = NOf”_”ng- 13861769.96 SRS * DD (pcf) * 2 ,_,Z_E m (3533'21 Plastic  Moisture  Liquid | & | Q 2R pis s
E g i Easting: 3068368.89 5 E S ¢ 90 100 110 120 W % 2 z E% Limit Content Limit | 2 8 212 (% s = x
& (3 = U289 pPmr e S lo@| Y +———o0———41 |23 |2 |2 |G| EEZ
ux g S 25 @ (tsf) T |[2k| Q¢ Q < 228
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
6.5" Concrete T C
] Sandy Lean Clay (CL), very stiff, medium | 3.0 9 |26| 15| 11|60
plasticity, light gray and tan
i 1] ..with calcareous nodules below 2' 35 6
i 1] ..hard below 4’ 45 12
= 5 -
i 1] cL ..with ferrous nodules below 6’ 4.5 8
] 45 123 | 2.25 0 11
- 10 1 . :
..very stiff below 10 4.0 12| 40| 17| 23
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e ,(7 B;It%vnsv/e ,—;Zr (tsf) Augered to 12', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T Torene (ps) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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LOG OF BORING B-13 PAGE 1 OF 7] DATE
. . . 6/10/2013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 88.34
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger ~ o) | ~ &
QL Lmrs%) | g L =%
= " = < | > (SR
LOCATION 2 ® N (blows/) ® - | & & Natural Moisture Content E wiyl w3y
y 20 40 60 80 2|3 z and Sl 15|21y 25
~ 2 = 3 S| S 2
g Teague Rd. ge o A 2% “53’70 Yo lelgg gl g Atterberg Limits 3|53 % ) I
-~ . . . . . . -~ ~
S USC |4 Northing: 13861203.18 SRR * DD (pcf) * 9 |2 = $ (§5$ Plastic  Moisture  Liquid gla|=|E x Mgl
T |3 o . 4 Q|0 % P &L & S Aol A 5 » » O] < =
=T w| Easting: 3065460.05 GEQSE s 10 110 120 | 8|55|SED Limit— Content  Limit | 2|\ 3| < | || SE&
b3 S SYsal e Pesn e | x (2E|FlRY t——© -1 |g|=2T & le| HEE
Q |% = glo 2 T [2K| I|CQc Q < >
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
Sandy Lean Clay (CL), hard, medium 4.5 T T 9
plasticity, light gray and tan
] ..with ferrous nodules below 2' 4.5 6 27| 15| 12| 55
] ..very stiff with calcareous nodules 4.0 118| 1.85 0 10
below 4'
- 5 —
i 1] ..hard below 6’ 4.5 12
cL
oy 4.5 1
10T 45 13| 38| 17| 21| 70
] ..very stiff below 12’ 3.25 11
I #,
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g’ - ,SDF’C(DtaIga (B’IOWS/FTU o Augered to 13', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T Torvane (o) or (tsf) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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LOG OF BORING B-14 PAGE 1 OF 1] DATE
. . . 6/10/2013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 86.79
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger ~ o) | ~ &
L umtse) | o L <%
= " = < | > (SR
LOCATION 2 ® N (blows/) ® - | & & Natural Moisture Content E wiyl w3y
y 20 40 60 80 2|3 z and Sl 15|21y 25
=~ i = = 3 | S| S Q
E Moss Hill Dr. E s sl OA ZC(?)U (ts;)o A40 >la2 ,Frf kd Atterberg Limits S| s S % S S & &
-~ . . . . . . -~ ~
S USC | 3| Northing: 13861133.19 22¢ % DD (ocf) % 9 |2 =l g% Plastic Moisture  Liquid | € | Q | = | = | & Mgl
x gt S|Q %5 (pcf) L o S ’ Sl &l o <3
E g e Easting: 3066124.91 DEC ¢ 9 100 110 120 o g g £ E% Limit  Content Limit 5 3 <| < (% SE &
LIS 5 S5z8 e  Pm e > |Q#|J28 +-———o0———1 |2|3|d|2|8| Euz
Q |% = glo 2 T [2K| I|CQc Q < >
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
: 7" Concrete [ [
L 7 Sandy Lean Clay (CL), hard, medium 4.5 14
plasticity, light gray and tan
i 1] ..with calcareous nodules below 2' 4.5 12
i 1] ..with ferrous nodules below 4’ 4.5 10| 36| 17| 19| 70
- 5 —
- T 45 2
CL
.l ..stiff below 8’ 20 18
10T 2.0 15| 45| 18| 27| 69
.l ..hard below 12’ 45 120 | 2.25 0 12
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g - I§P 7;(%351 (B/IOWS/"';U o Augered to 14, Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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. _ . LOG OF BORING B-15 PAGE T OF 1] DATE 112013
Associated Testing Laboratories, Inc. _ ,
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
WBS No. S-000035-0180-3 85.28
Houston, Texas-77054 ATTERBERG 2
PROJECT NO.: G13'164 BORING TYPE: AUger Q LlMlTS(‘y) —~ - é
N ° X LT
= " = < | > (SR
LOCATION N 2.0 N4(:IOWZ/0 ) 8.0 -~ |5 & Natural Moisture Content E W u§.| W S u
= S | S = = | S| Y o =
i T S (3 | A and L~ I -~ = 2G>
| Rosefield Dr. E S OA ZC(?)U (ts;)o A40 > s 8 § g Atterberg Limits 8|3 Sz S N g
= w I S . . X 3 = = =
S usc = Nortf_)/ng. 13861106.34 % 3 @ * DD (pcf) * ) L% E fﬁ gld::" Plastic  Moisture & 5 IR Z_)“‘ M3FH
S w| Easting: 3066841.5 GECE 90 100 170 120 | & || S|EG Limt  Coment 213232 56
& |3 < XW28 o P > o2y +———O0————1 | Q|3 |a|T|Q| EEE
4s g QS zlg @ (tsf) * T |[2=|I|8c Q < @zh
LD MATERIAL DESCRIPTION dl&Z] 10 20 30 40 [ S [S9| %198 2 40 60 Sifplp|a] ®=0°
%4.5"Concrete A .
] Sandy Lean Clay (CL), very stiff, medium 3.0 12| 34| 16| 18| 62
plasticity, light gray and tan
i 1] ..with calcareous nodules below 2' 35 12
i 1 e ..stiff with ferrous nodules below 4' 2.0 114 | 0.55 0 15
- 5 —
- T 20 17
] é Sandy Fat Clay (CH), very stiff, high 35 17| 52| 19| 33| 68
| | % plasticity, light gray and tan
- 10 Z .
0 g ..with calcareous nodules below 10’ 4.0 122| 1.55 0 17
- | o é
i 1] é ..with ferrous nodules below 12’ 4.0 16
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e ,(7 B;It%vnsv/e ,—;Zr (tsf) Augered to 14', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T - Torvane (os) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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Dry

Sample Key: X spT /] Shelby Tube Disturbed

Water Observations: Initial Water Level: Dry, After Drilling Water Level:

N - SPT Data (Blows/Ft)
P - Pocket Penetrometer (tsf)

T - Torvane (psf)

Q, - Unconfined Comp. Strength (tsf)
DD- Dry Density (pcf)

LOG OF BORING B-16 PAGE 7 OF 1] DATE 202013
Associated Testing Laboratories, Inc. _ , SUREACE ELEVATION
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area
WBS No. S$-000035-0180-3 84.93
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger - o |~ =
Q| umts%) | x| L =EC
= " = — < | > (SR
LOCATION a@: 2.0 N4(é)IOWZ/0ﬁ) 8.0 — % Q\O_ Natural Moisture Content UZ.I g L% ';lu S '&U
= RS =z = | 2| & G K
13 & |3 | I = and Z||S|S| @ =0
| Moorberry Ln. E 53 10‘ 2%“ (ts:;‘) 0 A4 0 g e ,&f g Atterberg Limits 8|S s = S Sk g
—~ ] . ) Q . f 5 . = [S] 6]
< |g| USC ~ Northing: 13861195.81 SRS * DD (pcf) * 2 ,_,Z_E y (3533'21 Plastic Moisture  Liguid | & | 2 | R [ & | & S
E g | Easting: 3067484.34 5 g[S 2 9% 100 110 120 5z 2 S E% Limit ~ Content  Limit 5 3 %" ‘{(‘J < S E «
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
Q |% = glo 2 T [2K| I|CQc Q < >
LD i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
74 | 5" Concrete D A
| 7 Sandy Lean Clay (CL), hard, medium 45 11132 16| 16 | 69
plasticity, light gray and tan
i 1] ..with calcareous nodules below 2' 4.5 10
i 1] ..with ferrous nodules below 4’ 4.5 12
- 5 —
- T 45 13
] a
] 45 12| 43| 18| 25
- 10 1 . ,
..very stiff below 10 4.0 118 | 1.9 0 15
] 4.0 16
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:

Augered to 14', Hole Grouted after Dirilling. Drilled By: Johnson and Sons ,
Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
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LOG OF BORING B-17 PAGE 7 OF 1| DATE
. . . 6/12/2013
Associated Testing Laboratories, Inc. _ ,
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
WBS No. S$-000035-0180-3 84.51
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger ~ o | = &
Q| LIMITS(%) | & W = E
= - = < | o C =
LOCATION a@: 2.0 N4(é)IOWZ/0ﬁ) 8.0 % % §_ Natural Moisture Content E - é L% % § '&U
| L 0o I T and Z|l=|S| S| o 0
w| Eaglerock Dr. E 53 10‘ 2%“ (ts:;‘) 0 A40 g e ,&f g Atterberg Limits 8|S s = S Sk g
-~ ] . . o . . . . ~
€ |g| USC ~ Northing: 13861345.15 SRS * DD (pcf) * 2 ,_,Z_E m (3533'21 Plastic Moisture  Liguid | & | & 2R pis s
E g & | Easting: 3068035.36 L €0 2 9% 100 110 120 8188 S22 Limit  Content  Limit 5 3 %’ %’ < 5 % &
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
o) s Zlo @ T 2| X |Qc Q < 2
LD ® i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
%1 | 7" Concrete N P
L 7 Sandy Lean Clay (CL), very stiff, high 3.0 44| 18| 26 | 63
plasticity, light gray and tan
i T] 25
.l cL ..with ferrous nodules below 4' 3.5
= 5 -
i 1] ..hard with calcareous nodules below 6' 4.5 120 | 2.25 0
] % Sandy Fat Clay (CH), very stiff, high 35 54| 19| 35| 69
é plasticity, light gray and tan
- 10 Z .
0 g ..with calcareous nodules below 10’ 4.0
-l cH é
] é 4.0 108 | 0.83 9
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e ,(7 B;It%vnsv/e ,—;Zr (tsf) Augered to 14', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T - Torvane (os) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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NA

Sample Key: X spT /] Shelby Tube Disturbed

Water Observations: Initial Water Level: 14', After Drilling Water Level:

N - SPT Data (Blows/Ft)

P
T

- Pocket Penetrometer (tsf)
- Torvane (psf)

Q, - Unconfined Comp. Strength (tsf)
DD- Dry Density (pcf)

Augered to 18', Hole Caved at 12.5', Hole Grouted after Drilling. Drilled By:
Johnson and Sons , Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST

LOG OF BORING B-18 PAGE T OF 1] DATE
. . . 7/09/2013
Associated Testing Laboratories, Inc. _ , SUREACE ELEVATION
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area 83.44
WBS No. S-000035-0180-3 .
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger 2| umtse) | &
N ° R Lo
= - = < | o C =
LOCATION E(f” 200 N4(é)lowz/0ﬁ) 8.0 - |5 & Natural Moisture Content u% & E W 5 &
= EEES) z d 5 2|3 S K«
~ c A tsf A ASS Q = ?( = an o > = S < @ SRS
= sc > texford Ln. s sl 10 2.%(53%0 w0 | E|BEE @;% Atterberg Limits 8133 % g| SEBG
£ Lu|)_| U E:‘ Nortf_rlng.' 13861462.56 % 8 u\o_ * DD (pch * % UZ_ E w |2 % Plastic  Moisture Liquid % Q 5 5 g o § o
E g i Easting: 3068486.85 5 E S ¢ 90 100 110 120 R 2 z E% Limit  Content  Limit 5 3 2|2 (% s & &
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
o) s Zlo @ T 2| X |Qc Q < 2
LD ® i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
% 7" Concrete [ A
- 7 Sandy Lean Clay (CL), very stiff, medium | 3.0 14129 15| 14| 51
plasticity, light gray and tan
i 1] ..with calcareous and ferrous nodules 3.0 14
B _ below 2'
] 35 14
= 5 -
CL
i 1] ..stiff with sand seam below 6' 2.0 11| 25| 15| 10
] 20 | 120| 08 0 12
- 10 11 7 . .
L T Silty Sand (SM), medium dense, non
I 111 | plastic, light gray and tan 15 5
L 20 5
= EA E:‘ Epv
| SM ..wet below 14’
L 15 : 25 24 16
B __ 23 24
Water Level Intial: ¥ After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
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LOG OF BORING B-19 _ Prez 1 OF 1] DA
. . . 7/11/2013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 88.47
WBS No. S-000035-0180-3 .
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger ~ o) | B
Q| umts%) | x| L =EC
= " = < | > (SR
LOCATION 2 ® N (blows/) ® - | & & Natural Moisture Content E wiyl w3y
g 20 40 60 80 g3 = and Sl lg|2]Y] 25=
~ 2 = 3 S| S 2
g Hammerly Bivd. O o 0‘ 2% (fsg)o ‘40 slogl g & Atterberg Limits S |3 3 % s| SE8
-~ . . . . . . ~ ~
< || USC | 4| Northing: 13860623.48 33 ¢ *x DD (pcf) * ¢ (EE| v |2¢[Pasic Mosture Liguid| £ |2 |2 | 2| & £3d
T |3 o . 4 Q|0 % P &L & S Aol A 5 » » O] < =
=T w| Easting: 3064340.91 GEQSE s 10 110 120 | 8|55|SED Limit— Content  Limit | 2|\ 3| < | || SE&
b3 S SYsal e Pesn e | x (2E|FlRY t——© -1 |g|=2T & le| HEE
o) s Zlo @ T 2| X |Qc Q < 2
L o ‘ MATERIAL DESCRIPTION Sa|&Z] 10 20 30 40 S |[Swo| %0 29 40 60 80 S|LL|pP]P| X ws=0o
%1 | 6" Concrete R R
] . | Sandy Lean Ciay (CL), stiff, high piasticity, | 2.0 17| 40| 17| 23| 52
light gray and tan
] ..very stiff with vertical sand seam 3.0 18
below 2'
oy 3.0 5
- 5 —
cL
i 1] ..with ferrous nodules below 6’ 3.0 15| 45| 18| 27
.l ..hard below 8' 45 121| 2.25 0 14
- 10 + = . .
|| Silty Sand (SM), medium dense, non
plastic, light gray and tan 22 8
B 1Yy SM
21 7 23
Water Level Intial: ¥ After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g - gp 7;3?/? (BIIOWS/ 'L;t) rof Augered to 13.5', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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LOG OF BORING B-20  Piee ' O 1] AE o1
Associated Testing Laboratories, Inc. _ ,
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
88.34
WBS No. S-000035-0180-3
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger - % | =~ &
R | Lmrs%) | w| L <&
= - = < | 0 S =
LOCATION ) ® N (blows/ft) @ - s & Natural Moisture Content u% W g w 5 o
Y 20 40 60 80 g3 z and 5l (gl2|Y 35 =
~ 2 = 3 S| S 2
g Hammerly Bivd. O o 0‘ 2% (fsg)o ‘40 slogl g & Atterberg Limits S |3 3 % s| SE8
-~ . . . . . . -~ ~
g |p| USC 3 Northing: 13860645.28 33 ¢ * DD (pch) * g = E o gld:':' Plastic Moisture Liguid| & |2 | R [ = | & SEES
E g & | Easting: 3064907.36 L €0 2 9% 100 110 120 8188 S22 Limit  Content  Limit 5 3 %’ %’ < 5 % &
O3 < gmi% * P (tsf) * > |0 22w +———O0———-—1 23T T |9 SEE R
o) s Zlo @ T 2| X |Qc Q < 2
LD ® i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
Pqﬁ 6.5" Concrete B B B B B B B B B B B B B B B B B B
L 7 Sandy Lean Clay (CL), firm, high 1.0
plasticity, light gray and tan
i 1] ..very stiff with ferrous nodules below 2' 25 38| 17| 21| 51
] 3.0
- 5 —
.l CcL ..with sand seam below 6' 3.75
] 4.25 13| 1.9 0
L 10 . ,
..stiff below 10 2.0 31| 16| 15
- Silty Sand (SM), medium dense, non 14
plastic, light gray and tan
Water Level Intial: ¥ After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g - gp 7;3?/? (BIIOWS/ 'L;t) rof Augered to 13.5', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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LOG OF BORING B-21 PAGE T OF 1] DATE o1
Associated Testing Laboratories, Inc. _ ,
3143 Yell Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
ellowstone Bly 87.19
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger ~ o | = &
Q| LIMITS(%) | & W =&
= " — o (SRR
LOCATION 2l ® N (blows/ft) @ - |g N Natural Moisture Content | = E‘ u wg
g 20 40 60 80 ERE and g 2| ¥] g5
~ 2 = 3 S| S 2
- E Hammerly Biva. E 3 10A 2% (tsaf)o A40 SIS z o N Atterberg Limits 8|3 3 % 8 5 & g
N P . g 3 3 = -
g |p| USC -i| Northing: 13860666.01 SRR * DD (pc) * S 28| |2E[Prstc Moswre Lioua| & | [B|5|a| 22X
E g G| Easting: 3065419.57 5 EC S g0 100 110 120 8|22 5|3g| bmt Content  Limi 51322 < $E ¢
E -~ Y w o * P > |Oox| 2|2 W +r—— - ———1 Q1 3|la|xl|aq BT
s S =2|g @ (tsf) ¢ T SE| |8« IS »n =
| ?, ‘ ,, MATERIAL DESCRIPTION dl&Z] 10 20 30 40 S |[So| "9 2 4 60 80 MR w0
74 | 6" Concrete A A
] 7 Lean Clay (CL), very stiff, high plasticity, 4.0 21149 19| 30| 90
light gray and tan
- T 3.0 22
i 1] ..with ferrous nodules below 4’ 3.5 20
- 5 —
i 1] ..with calcareous nodules below 6’ 4.0 17
CcL
oy 25 27
- 10 1 . :
..stiff below 10 2.0 114 | 0.75 0 181 29| 15| 14
] ..very stiff below 12’ 3.0 17
I #
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e ,(7 B;It%vnsv/e ,—;Zr (tsf) Augered to 14', Hole Grouted after Dirilling. Drilled By: Johnson and Sons ,
Dry T - Torvane (os) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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LOG OF BORING B-22 PAGE T OF 1] DATE
. . . 7/11/2013
Associated Testing Laboratories, Inc. _ ,
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
WBS No. S$-000035-0180-3 86.63
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger < imimsee) | = &
2 (%) | Q w g
= " = < | > (SR
LOCATION a@: 2.0 N4(é)IOWZ/0ﬁ) 8.0 — % Q\O_ Natural Moisture Content UE.I g L% ';lu S '&U
g Hammerly Bivd. deof 204 e lgllE 3 Atterberg Limits 315|3/%5/8] S T
-~ . . . . . . -~ ~
< |g| USC ~ Northing: 13860674.16 SRS * DD (pcf) * 2 ,_,Z_E m ng':l Plastic Moisture  Liquid | € | Q | = | = | & BEH
E %‘ u| Easting: 3065858.06 5 E S ¢ 90 100 110 120 8152 $|23 Limt  Content  Limit 5 3 %‘3 %‘3 2 3 E «
LIS 5 S5z8 e  Pm e > |Q#|J28 +-———o0———1 |2|3|d|2|8| Euz
o) s Zlo @ T 2| X |Qc Q < 2
LD ® i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
%4 | _5.5" Concrete R R
| z Sandy Fat Clay (CH), very stiff, high 3.5
% plasticity, light gray and tan
] é ..with ferrous nodules below 4’ 3.0 50| 19| 31| 70
Ll Y
CH é
.l g ..stiff, reddish brown below 6' 1.75
] é ..firm below 8’ 1.0
Sandy Lean Clay (CL), stiff, high plasticity, |1.75 37| 17| 20
light gray and tan with sand seam
CL
-] 20 116 | 0.75 0
L
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e ,(7 B;It%vnsv/e ,—;Zr (tsf) Augered to 13', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T Torvane (os) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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LOG OF BORING B-23 (PZ-1) 7ce 7 O 1] DAt o013
Associated Testing Laboratories, Inc. _ ,
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
WBS No. S-000035-0180-3 85.99
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger <\ imirse) | = &
2 (%) | Q w g
ES N > - - < | 7 (SR
LOCATION c%‘ 2.0 N4(é?lowz/0ft) 800 s % i_ Natural Mmstsre Content E - é E % § E
x| ksY =| I = an = S| S| @ =0
§ Hammerly Blvd. E 5= 10‘ 2%“ (ts:;‘) 0 A40 & § & ,&f g Atterberg Limits S E % = § S & g
-~ ] . . o . . . . ~
€ |g| USC ~ Northing: 13860566.54 SRS * DD (pcf) * 2 ,_,Z_E m (3533'21 Plastic  Moisture  Liguid | & | & 2R pis s
E g & | Easting: 3066377.93 L €0 2 9% 100 110 120 8188 S22 Limit  Content  Limit 5 3 %’ %’ < 5 % &
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
o) s Zlo @ T 2| X |Qc Q < 2
LD ® i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
:qlﬁ 8" Concrete B B B B B B B B B B B B B B B B B B
I % 4" Crushed limestone 30 45| 18| 27| 67
Sandy Lean Clay (CL), very stiff, high )
B ma plasticity, light gray and tan
..with calcareous nodules below 2' 4.0
CL
] ..with ferrous nodules below 4’ 3.0
= 5 -
.l % Fat Clay with Sand (CH), very stiff, high 35 61| 21| 40
é plasticity, light gray and tan
[ T e é ..stiff with calcareous nodules below 8’ 2.0 64| 21| 43
% ( slickensided )
F 0T é Sandy Lean Clay (CL), very stiff, high 3.0 49| 19| 30| 70
plasticity, light gray and tan
] ..hard below 12’ 4.5
CL
i 1] 4.5
= 15 —4 A
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e ,(7 B;It%vnsv/e ,—;Zr (tsf) Augered to 15", PZ water level: Dry (6/19/2013); PZ water level: 12.5'
Dry, 24 hrs Water Level: Dry, 7 days Water Level: 12.5', 30 days Water T - Torvane (psf) (6/25/2013); PZ water level: 9' (7/30/2013) Drilled By: Van & Sons, Logged By:
Level:9 _ Q, - Unconfined Comp. Strength (tsf) | PV, Checked By: Jitu/John, QC/QA By: PST
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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Dry

Sample Key: X spT /] Shelby Tube Disturbed

Water Observations: Initial Water Level: Dry, After Drilling Water Level:

N - SPT Data (Blows/Ft)

P - Pocket Penetrometer (tsf)

T - Torvane (psf)

Q, - Unconfined Comp. Strength (tsf)
DD- Dry Density (pcf)

LOG OF BORING B-24 PAGE 1 OF 1| DATE
. . . 6/20/2013
Associated Testing Laboratories, Inc. _ , SUREACE ELEVATION
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area
WBS No. S-000035-0180-3 85.39
Houston, Texas-77054 ATTERBERG o
PROJECTNO.: G13-164 BORING TYPE: Auger 2| Lmrs) | = x5
< ° X L T
= " = < | > (SR
LOCATION E(f" 200 N4(é)lowz/0ﬁ) 8.0 - |5 & Natural Moisture Content u% & E W 5 &
< S |3 = = ~ | S| Y G =
T S =l S| 4 and = = 2G>
g| Moorberry Ln. S o 0‘ 2% (fsaf)o ‘40 > § gl x| § Atterberg Limits S|sl3|z s| SE&
-~ ] . . o . . . . -~
S USC | 3| Northing: 13860722.37 SRS * DD (pcf) * ) ,_,Z_E o ‘353% Plastic  Moisture  Liquid | & 5 2|2 pis Mgl
E g E Easting: 3067075.01 b EO ¢ 9% 100 110 120 T %% S §§ Limit  Content  Limit 5 3 %’ %’ < ‘é%ﬁ
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
o) s Zlo @ T 2| X |Qc Q < 2
LD ® i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
71 | 5.5" Concrete D D
7 Sandy Lean Clay (CL), very stiff, medium 4.0 B 12
- plasticity, light gray and tan A
.l ..with calcareous nodules below 2' 3.5 Lo 35| 16| 19| 70
-] ..with ferrous nodules below 4' 3.0 o
-5 1 —
CcL Do
i 1] ..with sand seam below 6' 3.0
T ..stiff below 8' 20 0.65 0
F 0T ﬁ Fat Clay with Sand (CH), stiff, very high | 20 o 74| 23 51
% plasticity, light gray and tan with o
- A/l cH é calcareous nodules S 2
| 7
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:

Augered to 12', Hole Grouted after Dirilling. Drilled By: Johnson and Sons ,
Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

LOG OF BORING B-25 PAGE 1 OF 1] DATE 2013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 84.59
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger < imarsee | < =
Q\O_ (A’) N % T~ <§(
= - — < | o >
LOCATION k2] ® N (blows/ft) ® - | & & Natural Moisture Content u% W N W 3 4
% 20 40 60 80 g 8 z and E N | 2 (% (25 E ~
- S = 5 | S| S 2
g Eaglerock Dr. Moo L o0 A 2 lgl g & Atterberg Limits 3|5|3/5|g| S¢ 2
-~ . . . . . . ~ ~
£ || USC |J| Northing: 13860865.45 SRR * DD (pch) * 2 |2 2|0 28 Pasic Moswe Loud| & 2|5 |5 |o| 2H
E g & | Easting: 3067622.03 L €0 2 9% 100 110 120 8188 S22 Limit  Content  Limit 5 3 %’ %’ < ‘é%ﬁ
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
Q |% = glo 2 T [2K| I|CQc Q < >
LD i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
%4 | 6.5" Concrete Do T
L 7 Sandy Lean Clay (CL), hard, high 4.5 15
plasticity, light gray and tan
] 45 15| 47| 18| 29 | 69
i 1] ..with calcareous nodules below 4' 4.5 11
- 5 —
i 1] ..with ferrous nodules below 6’ 4.5 13
cL
] 45 12| 42| 18| 24| 67
- 10 . ,
..very stiff below 10 4.0 18| 1.7 0 15
.l ..hard below 12" 45 122 | 4.46 9 15
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g - I§P 7;(%351 (B/IOWS/"';U o Augered to 14, Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

LOG OF BORING B-26 PAGE T OF 1| DATE
. . . 7/09/2013
Associated Testing Laboratories, Inc. _ ,
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
WBS No. S-000035-0180-3 84.49
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger < | umtses | = &
2 (%) | Q w g
= " = < | > (SR
LOCATION a@: 2.0 N4(é)IOWZ/0ﬁ) 8.0 — % Q\O_ Natural Moisture Content UE.] g L% ';lu S '&U
~ L% LeXfO(d Ln. u,“jJ s 5 . 0‘ 2% (tsgo ‘4'0 Sk ;"1 E @E} Atterberg Limits 3 = S % S o g
£ |p| USC J| Northing: 13861081.23 33 ¢ * DD (och) * 2 | 5| |2y Pastc Moisture Ela|E|E|le] BT
£ g | Easting: 3068178.41 2O 8l g 100 110 120 T 22| 5 |gg| Limt Content 2|3 2122 EEE
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
o) s Zlo @ T 2| X |Qc Q < 2
3B MATERIAL DESCRIPTION SES2 b 535 TRY 5 4 e Q15| 8E6
=] | 5.5" Concrete T T
| z Fat Clay with Sand (CH), stiff, high 2.0 21
% plasticity, dark gray
.l g 20 21| 51| 19| 32| 79
[ 1] cH é ..very stiff, light gray and tan below 4' 25 20
L é
i 1] g ..with calcareous nodules below 6’ 25 19
] é Lean Clay with Sand (CL), very stiff, high | 4.0 113 1.55 0 20| 46| 18| 28
plasticity, light gray and tan
10T 35 17| 39| 17| 22| 81
B /| CL
i 1] ..with ferrous nodules below 12’ 4.0 17
. Y
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e ,(7 B;It%vnsv/e ,—;Zr (tsf) Augered to 14', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T Torene (ps) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

LOG OF BORING B-27 PAGE T OF 1] DATE o201
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 89.30
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger - |~ B
Q| umts) |z L =&
= " = < | > (SR
LOCATION 2 ® N (biows/t) @ - | & & Natural Moisture Content E Wy w3
L 20 40 60 80 g3 z and Elol5|2|8 Sh
~ 2 = 3 S| S 2
L% Longhorn Dr. E Lo 10‘ 2%“ (IS;)O A40 =g ,FE( @\8_ Atterberg Limits 8|S a % S S & ?,
-~ . . . . . . -~ ~
< |g| USC ~ Northing: 13860239.38 SRS * DD (pcf) * 2 ,_,Z_E y zld:':l Plastic Moisture Liguid | € | @ | & | & | & S
E %‘ u| Easting: 3064598.53 5 E S ¢ 90 100 110 120 8152 $|23 Limt  Content  Limit 5 3 %‘3 %‘3 2 %t%%
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
o) s Zlo @ T 2| X |Qc Q < 2
L o ‘ MATERIAL DESCRIPTION Sa|&Z] 10 20 30 40 S |[Swo| %0 29 40 60 80 S|LL|pP]P| X ws=0o
Pqﬁ 5.5" Concrete B B B B B B B B B B B B B B B B B
7 Sandy Lean Clay (CL), very stiff, slight 4.0 23| 15| 8 | 51
-] plasticity, light gray and tan
i 1] ..hard below 2' 4.5
-] 45 118 | 2.25 0
= 5 -
.l CcL ..with sand seam below 6' 45
] 45 35| 16| 19
L 10 H e .
..stiff with ferrous nodules below 10 1.75
— #,
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e gglt%llnsv/el—;gr (tsf) Augered to 12', Hole Grouted after Drilling. Drilled By: Van and Sons , Logged
Dry T Torvane (os) BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

LOG OF BORING B-28 PAGE 7 OF 1] DATE 0201
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 88.12
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger - o | = &
Q| umts%) | x| L =EC
= - = < | 0 S =
LOCATION E(f" 200 N4(é)lowz/0ﬁ) 8.0 - |5 & Natural Moisture Content u% & E W 5 &
= S |3 = = ~ | S| Y K «
13 & |3 | I = and Z||S|S| @ =0
% Teague Rd. uE_. E s 10‘ 2%“ (ts;)o A40 clge ,FE( 8 Atterberg Limits 3|3 s S S S & g
S USC |3 Northing: 13860179.08 22¢ "X DD el % 9 |2 =l (§5$ Plastic Moisture  Liquid | & 5 22| F BEH
o : 3|9 % (pcf) T S| rlast qui o
E g & | Easting: 3065488.46 L €0 2 9% 100 110 120 8188 S22 Limit  Content  Limit 5 3 %’ %’ < 5 % &
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
o) s Zlo @ T 2| X |Qc Q < 2
LD ® i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
: 10" Concrete B B B B B B B B B B B B B B B
- A " Stabilized soil with Lime
= [ [ 7 Stabilized soil with L
/| 7 | Sandy Lean Ciay (CL), stiff, medium 20 2| 15| 11| 51
] plasticity, light gray and tan 275
..very stiff with ferrous nodules below 2'
] ..with sand seam below 4' 3.5
= 5 -
| 1] CL
3.5
] 35 117 1.15 0
F 0T % Fat Clay with Sand (CH), very stiff, high 35 51| 19| 32
é plasticity, light gray and tan
CH é
.l é ..with ferrous nodules below 12’ 3.0
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e ,(7 B;It%vnsv/e ,—;Zr (tsf) Augered to 13', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T Torene (ps) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

LOG OF BORING B-29 PAGE 7 OF 1] DATE o013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 86.25
WBS No. S-000035-0180-3 .
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger ~ o) | B
QL Lmrs%) | g L =%
= - = < | o C =
LOCATION k2] ® N (blows/ft) ® - | & & Natural Moisture Content u% W N W S 4
g 20 40 60 80 g |3 z and Sl 15|21y 25
~ i Nt = 3 = S N =
3 Fosefield Dr. deof 204 e lgllE o3 Atterberg Limits S|s|3|&l8| SE&
-~ . . . . . . -~ ~
€ |@| USC |3| Northing: 13860188.06 33 ¢ * DD (pcf) * g |2 | o |2t Pastic Mosture Liguid| £ | a | 2|2 5] EH
T |3 o P [CIESERY P &L & S iy ! 5 n|lonl9 < =
=T w| Easting: 3066243.52 GEQSE s 10 110 120 | 8|55|SED Limit— Content  Limit | 2|\ 3| < | || SE&
b3 S SYsal e Pesn e | x (2E|FlRY t——© -1 |g|=2T & le| HEE
o) s Zlo @ T 2| X |Qc Q < 2
L ‘ MATERIAL DESCRIPTION 8@ Z| 10 20 30 40 S |S@|*|9%) 20 40 60 80 S|LL PP Y ws=o
%1 | 5.5" Concrete A N
7 Sandy Lean Clay (CL), very stiff, medium | 2.5 35| 16| 19| 70
-] plasticity, light gray and tan
i 1] ..with calcareous and ferrous nodules 275
below 2'
i 1] ..stiff below 4' 20
= 5 -
1 a 1.5
] ..very stiff below 8' 25 44| 18| 26
10T 35 114| 1.25 0
A #,
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g’ ',§P7;(Dtalga (B’IOWS/FTU o Augered to 12', Hole Grouted after Drilling. Drilled By: Van and Sons , Logged
Dry T g rrometer (1) BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

LOG OF BORING B-30 PAGE T OF 1] DATE 202013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 85.97
WBS No. S-000035-0180-3 .
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger ~ o) | ~ &
QL Lmrs%) | g L =%
= " = = < | o (SR
LOCATION E(f" ® N (blows/ft) @ - % & Natural Moisture Content | 2 W E w S o
y 20 40 60 80 g |3 z and Sl |24 25
~ 2 = 3 S| S 2
::% Moorberry Ln. u.“iJ s 10‘ 2%“ (ts;)o ‘40 slg e ,FE( o 8 Atterberg Limits 3= 8 % S S & g
-~ . . . . . . ~ ~
g |p| USC 3 Northing: 13860091.08 33 ¢ * DD (pch) * 2 UZ_E o gld:':' Plastic Moisture Liguid| & |2 | R [ = | & SEES
E g & | Easting: 3066531.9 L €0 2 9% 100 110 120 8188 S22 Limit  Content  Limit 5 3 %’ %’ < 5 % &
O3 < S u 23 * P (tsf) * > |0 22w +———O0———-—1 23T T |9 SEE R
Q |% = glo 2 T [2K| I|CQc Q < >
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
8.25" Concrete T A
- Sandy Lean Clay (CL), very stiff, high 4.0 13| 44| 18| 26 | 67
plasticity, light gray and tan
i 1] ..with ferrous nodules below 2' 35 15
T 4.0 15
- 5 —
- T 4.0 16
L e ,
..with calcareous nodules below 8’ 3.5 110 | 1.05 0 20
10T 35 27| 48| 18| 30
T 4.0 116 | 1.63 9 17
oy 35 | 18
= 15 —4 A
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g’ - ,SDF’C(DtaIga (B’IOWS/FTU o Augered to 15', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

. _ . LOG OF BORING B-31 PAGE T OF 1] DATE 12013
Associated Testing Laboratories, Inc. _ ,
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
WBS No. S-000035-0180-3 86.35
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger < imirsen | = £
2 (%) | Q WS
= " = < | > (SR
LOCATION a@: 2.0 N4(é)IOWZ/0ﬁ) 8.0 = % Q\O_ Natural Moisture Content UE.] g L% ';lu S '&U
= 8 |Q z £ E| 2| Y G K
= ol Usc 5 Hamn.ver/.y Bivd. Bl 10 2.% asa?o A4.0 =83 E @;% Atterberg Limits 8|33 % s| SEZ
<[4 2| Northing: 13860250.25 33 ¢ * DD (pcf) * Q| 2| Q|28 Pasic Moswre Loud| £ |2 |E|[E|a| 2FF
E g & | Easting: 3066953.77 b EO ¢ 9% 100 110 120 8152|5 §§ Limit Content  Limit | 3| 3| 2| 2 < SEG
E S ST ] * P (tsf * > |og| 2(2W +r—— - ———1 Q1 3|la|xl|aq BRI
aQ |% = Q zlg @ (tsf) r |2K| 2|8 IS PSS
LD i MATERIAL DESCRIPTION SEHE2| 10 20 30 40 | S [SH|“|Sd 4 e s | S[|p[P|T] WO
%1 | 7" Concrete A A
R / Fat Clay with Sand (CH), stiff, high 2.0 19
% plasticity, light gray and tan
] g ..very stiff with calcareous nodules 25 18| 64| 19| 35| 73
/ below 2'
.l é ..with ferrous nodules below 4' 3.0 16
- 5 é D
CH g 3.5
] g 4.0
0T é ..stiff below 10’ 20 108 | 0.85 0
] é Sandy Lean Clay (CL), very stiff, high 3.5 43| 18| 25| 69
] plasticity, light gray and tan
CcL
.l ..with calcareous nodules below 14’ 4.0
= 15 —4 Z
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e ,(7 B;It%vnsv/e ,—;Zr (tsf) Augered to 15', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T - Torvane (os) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

LOG OF BORING B-32 PAGE 7 OF 1] DATE 2013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 84.69
WBS No. S-000035-0180-3 .
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger <1 imirsen | = &
g S B
LOCATION a ® N (blows/ft) ® - § S Natural Moisture Content u% EQS' N W 3 4
y 20 40 60 80 2|3 z and Sl |24 25
- < = = = N =2
_ | Eaglerock Dr. E s 10‘ 2%“ (IS;)O A40 =g g €| & Atterberg Limits S3 s = S S F g
£ |a| USC | 3| Northing: 13860430.51 S S 8% DDiel * 2 |2 E| 2 2¢[Pasic Mosure Ligud| £ | | 2|25 B
T |3 x Pt SIQ (pch) S Sol #IE3] 5% S| S|lalalQ S 2o
R L Easting: 3067247.63 DEC ¢ 9 100 110 120 813 2| SIE3 Limit  Content Limit B 3 << (% SEG
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
o) s Zlo @ T 2| X |Qc Q < 2
LD ® i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
74 | 5.75" Concrete N T
7 Sandy Lean Clay (CL), stiff, high plasticity, | 1.5 46| 18| 28| 70
-] light gray and tan
] ..very stiff below 2' 3.0
cL
i 1] ..with ferrous nodules below 4' 35
= 5 -
] é Sandy Fat Clay (CH), very stiff, high 3.0 52| 19| 33| 69
/ plasticity, ligh gray and tan with ferrous
- E g nodules
] g ..stiff below 8’ 20 95 | 0.75 0
o
% ..very stiff below 10 3.0 99 | 0.82 8
7
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g’ ',§P7;(Dtalga (B’IOWS/FTU o Augered to 12', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

LOG OF BORING B-33 PAGE 7 OF 1] DATE 002013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 84.66
WBS No. S-000035-0180-3 .
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger <1 mirsen | = &
2 (%) | Q w g
= - = < | o C =
LOCATION k2] ® N (blows/ft) ® - | & & Natural Moisture Content u% W N W 3 4
y 20 40 60 80 2|3 z and Sl |24 25
~ 2 = 3 S| S 2
3 Lexford Ln. Moo L o0 A 2 lgl g & Atterberg Limits S|s|3|&l8| SE&
-~ . . . . . . -~ ~
€ || USC |3 Northing: 13860633.54 338 * DD (pcf) * 2 |2 E| 2 2¢[Pasic Mosure Ligud| £ | | 2|25 B
T |3 o P [CIESERY P &L & S iy ! 5 n|lonl9 < =
=T w| Easting: 3067794.09 GEQSE s 10 110 120 | 8|55|SED Limit— Content  Limit | 2|\ 3| < | || SE&
b3 S SYsal e Pesn e | x (2E|FlRY t——© -1 |g|=2T & le| HEE
o) s Zlo @ T 2| X |Qc Q < 2
LD ® i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
74 | 6" Concrete N N
| 7 Sandy Lean Clay (CL), very stiff, high 4.0 12
plasticity, dark gray
- T 35 16
] ..gray and tan with ferrous nodules 3.0 15| 37| 17| 20| 70
below 4'
- 5 —
] a .light gray and tan with calcareous 3.5 16
nodules below 6'
T 4.0 121| 1.9 0 13
10T 35 15
.l é Fat Clay with Sand (CH), very stiff, high 4.0 17| 50| 19| 31| 8
/ plasticity, light gray and tan with
i /| CH % calcareous nodules
| 7
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g - I§P 7;(%351 (B/IOWS/"';U o Augered to 14, Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

LOG OF BORING B-34 PAGE 7 OF 1] DATE 2015
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 83.62
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.. (G13-164 BORING TYPE:  Auger 2| Lmrs) | = 5
< ° R Lo
= - = < | 0 C =
LOCATION E(f" 200 N4(é)lowz/0ﬁ) 8.0 - |5 & Natural Moisture Content u% & E W 5 &
= RS =z = | 2| & G K
13 & |3 | I = and Z||S|S| @ =0
% Elmgate Dr. u."':'_l s 10‘ 2%“ (IS;)O A40 slg e ,FE( 8 Atterberg Limits 8|S S = S = F g
€ |@| USC |3| Northing: 13860665.19 3 Q "% DD (och * 2 |2 E| 2 2¢[Pasic Mosure Ligud| £ | | 2|25 B
o : Q|90 & (pcf) = T S| Frast qui ) )
E g & | Easting: 3068191.75 L €0 2 9% 100 110 120 8188 S22 Limit  Content  Limit 5 3 %’ %’ < 5 % &
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
o) s Zlo @ T 2| X |Qc Q < 2
L ‘ MATERIAL DESCRIPTION 8@ Z| 10 20 30 40 S |S@|*|9%) 20 40 60 80 S|LL PP Y ws=o
Pq" 6" Concrete B B B B B B B B B B B B B B B B B
] 7 Sandy Lean Clay (CL), very stiff, medium 3.5 10| 26| 15| 11| 57
plasticity, light gray and tan
] ..hard with calcareous nodules below 2' 4.5 9
] ..with ferrous nodules below 4’ 4.5 8
= 5 -
CL
- T 45 10
] 45 117] 225 0 10
F 0T é Fat Clay with Sand (CH), hard, high 45 19| 53| 19| 34| 85
/ plasticity, light gray and tan with
- é calcareous nodules
[ T °H g ..very stiff with ferrous nodules below 12 4.0 19
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e gglt%llnsv/el—;gr (tsf) Augered to 14', Hole Grouted after Drilling. Drilled By: Van and Sons , Logged
Dry T~ Torvane (ps1) BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

. _ . LOG OF BORING B-35 ez 1 0 1] AT o013
Associated Testing Laboratories, Inc. _ ,
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
WBS No. S-000035-0180-3 82.90
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger <1 mirsen | = &
g (%) | R T
= . - Sl o=
LOCATION 2l ® N (blows/ft) @ - |g N Natural Moisture Content | = E‘ u wg
y 20 40 60 80 2|3 z and E L|2]Y § E
] = = = ~ N O
~ > Vogug tn. s s 10A 2% (tsaf)o A40 £ gE T 8 Atterberg Limits 8/5|3|¢ R 3
g |p| USC S| Northing: 13860651.69 SRR "% DD (pch) * S |SR| o |28 Pastc Mostre Liud| & |2 |5 |S|a| H3H
E g 5| Easting: 3068586 5 EC 2 a0 100 110 120 g %% S §§ Limit Content  Limit | 2| 32|22 § g E
& (3 = U289 pPmr e S lo@| Y +———o0———41 |23 |2 |2 |G| EEZ
ux g S 25 @ (tsf) T |[2k| Q¢ Q < 228
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
%1 | 6" Concrete N N
] ? Fat Clay with Sand (CH), soft, very high | 0.5 24| 68| 22| 46| 71
% plasticity, light gray and tan
] g ..stiff with ferrous nodules below 2' 2.0 19
] é ..very stiff below 4' 3.0 17
- 5 é
- T g 3.0 24
oH g
.l g ..stiff below 8’ 20 25
% ..very stiff below 10 35 20| 62| 21| 41| 80
oy g 3.0 19
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e gglt%llnsv/el—;gr (tsf) Augered to 14', Hole Grouted after Drilling. Drilled By: Van and Sons , Logged
Dry T Torene (ps) BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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LOG OF BORING B-36 PAGE T OF 1] DATE 00201
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 84.32
WBS No. S-000035-0180-3 .
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger <1 imirsen | = B
Q\O_ (A’) N % T~ <§(
= - — < | o ey
LOCATION ) ® N (blows/ft) @ - s & Natural Moisture Content u% W g w 5 o
g 20 40 60 80 g3 z and Sl 15|21y 25
~ 2 = 3 S| S 2
3 Lexford Ln. Moo L o0 A 2 lgl g & Atterberg Limits S|s|3|&l8| SE&
-~ . . . . . . ~ ~
S USC |4 Northing: 13860246.38 SRR * DD (pcf) * 9 |2 = $ (§5$ Plastic  Moisture  Liquid glalE|lE]|a Mgl
T [ @ . QlQ % P L s S o , L1315l (O] g3
=T w| Easting: 3067458.94 GEQSE s 10 110 120 | 8|55|SED Limit— Content  Limit | 2|\ 3| < | || SE&
b3 S SYsal e Pesn e | x (2E|FlRY t——© -1 |g|=2T & le| HEE
Q |% = glo 2 T [2K| I|CQc Q < >
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
1| 7" Concrete T A
R 7 Sandy Lean Clay (CL), very stiff, medium | 4.0 D 14| 35| 16| 19| 69
plasticity, light gray and tan G
i 1] ..with calcareous nodules below 2' 4.0 | 9
.l ..with ferrous nodules below 4' 35 11
-5 -
A o A "
L N
4.0 18| 1.7 ol | 13
I ( vvvvvvvvvvvvvv
10T 35 16
A 0 20| 208 I = -
[ ] 4.0 B | 16| 45| 18| 27| 70
zd--?—z-l z
L 15 _é oo
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g’ - ,SDF’C(DtaIga (B’IOWS/FTU o Augered to 15', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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. _ . LOG OF BORING B-37 PAGE 7 OF 1] DATE 2201
Associated Testing Laboratories, Inc. _ ,
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
WBS No. S-000035-0180-3 84.50
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger < imirsen | = X
2 (%) | Q WS
= . = > S >=s
LOCATION N 2.0 N4(:IOWZ/0 ) 8.0 - | 8 Natural Moisture Content E >UQSI u§.| Wy 3T
= S | S = = | S| Y o =
— 13 A S 3| = = and S|l-|S|S|o gg =
~ g Elmgate Dr. deof 204 e lgllE 3 Atterberg Limits 3|5|3/5|g| S¢ 2
N P . . 3 3 = -
g |p| USC = Northing: 13860361.95 SRES * DD (pcf) * 2 '-'Z-E 8 zld:':' Plastic Moisture Ligud | & | 2 | B | E | & B3R
E g G| Easting: 3067926.46 2S¢ g 100 110 120 X |22 S (2g| Lmt  Conent  Limit | 2| 3 PR 2 S:¢o
E -~ Y w o * P > |Oox| 2|2 W +r—— - ———1 Q1 3|la|xl|aq BT
a |® N Q =g @ (tsf) @ T 25| |02 IS PRSI
L ) - MATERIAL DESCRIPTION Sa|&Z] 10 20 30 40 S |[Swo| %0 29 40 60 80 S[|p|p| & ws=0o
74 | 5" Concrete A A
| ? Fat Clay with Sand (CH), stiff, high 1.5 23|57120|37|82
% plasticity, dark gray
- T é 20 22
oy g 20 26
[ 5 é
[ 1] cH % ..very stiff, light gray and tan with ferrous 25 22|59 20| 39
é nodules below 6'
i 1] g ..with calcareous nodules below 8’ 3.0 20
0T g _.stiff below 10" 20 22
] % Sandy Lean Clay (CL), very stiff, high 35 171 43| 18| 25| 70
| | plasticity, light gray and tan
CL
.l ..with ferrous nodules below 14’ 4.0 16
= 15 —4 Z
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e gglt%llnsv/el—;gr (tsf) Augered to 15', Hole Grouted after Drilling. Drilled By: Van and Sons , Logged
Dry T - Torvane (os) BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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. _ . LOG OF BORING B-38 PAGE T OF 1] DATE o201
Associated Testing Laboratories, Inc. _ ,
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVAT’O’; 4,28
WBS No. S-000035-0180-3 .
Houston, Texas-77054 ATTERBERG 2
PROJECT NO.: G13'164 BORING TYPE: AUger 9 LlMlTS(‘y) —~ R é
N ° X LT
= - = < | o C =
LOCATION a@: 2.0 N4(é)IOWZ/0ﬁ) 8.0 = % Q\O_ Natural Moisture Content UE.] g L% ';lu 5 '&U
| 8 |8 2| 4 and & 2|5 e h =
g| Greyburn Ln. G A Qs A SIS 2| 3 o Slg|S|s12] 380
S |g| USC | 8| Northing: 13860085.3 G55l 10 20 50 a0 | 5|83 5oyl AEEVIE 8 S5 s S g5k
S 2| Northing. . 33 ¢ * DD (pcf) * 2 1§ 5| w|25|Pastc Moisture Ligud| & | Q|5 |E | o E IR
E g G| Easting: 3068058.86 2 S8 g 100 110 120 X |22 S (2g| Lmt  Conent  Limit | 2| 3 PR 2 S3¢
E S ST ] * P (tsf > |og| 2(2W +r—— - ———1 Q1 3|la|xl|aq BRI
aQ |% = Q zlg @ (tsf) @ r |2K| 2|8 IS PSS
LD MATERIAL DESCRIPTION SEHE2| 10 20 30 40 | S [SH|“|Sd 4 e s | S[|p[P|T] WO
Pqn 6" Concrete B B B B B B B B B B B B B B B B B B
] 7 Sandy Lean Clay (CL), hard, medium 4.5 36| 17| 19| 68
plasticity, light gray and tan
i 1] ..with calcareous nodules below 2' 4.5
] CcL ..with ferrous nodules below 4’ 4.5 117| 2.25 0
- 5 —
[T 45
.l é Fat Clay with Sand (CH), very stiff, very 35 67| 21| 46
] % high plasticity, light gray and tan
F 0T é 3.0
CH %
i 1] % ..with ferrous nodules below 12’ 4.0
| 7
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: | N - SPT Data (Blows/Ft) Augered to 13', Hole Grouted after Drilling. Drilled By: Van and Sons , Logged
P - Pocket Penetrometer (tsf) .
Dry T Torene (ps) BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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. _ . LOG OF BORING B-39 PAGE 1 OF 1] DATE om01s
Associated Testing Laboratories, Inc. _ ,
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
WBS No. S-000035-0180-3 82.30
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE:  Auger < | umirse) | < 5
: SEEE
LOCATION 2 ® N (blows/ft) @ g L Natural Moisture Content | = Wy wg
Y 20 40 60 80 g3 = and E L2y § E
~ =< = = = N S
_ E Parana Dr. E 53 10‘ 2%“ (ts:;‘) 0 A4 0 Egs ,&f 8 Atterberg Limits 8|S § E § S & g
N P . . . x = 3
S USC |4 Nortf_?/ng- 13860083.04 23 e * DD (pcf) * 9 |2 = $ (§5$ Plastic  Moisture  Liquid glal|E 2| X Mgl
T |2 o f 9|2 % P Lo S| 5 PSS AR < 2
E g lu Easting: 3068506.72 DEC ¢ 90 100 110 120 a g z < E% Limit  Content Limit | 2 3 2= (% SES
& (3 = U289 pPmr e S lo@| Y +———o0———41 |23 |2 |2 |G| EEZ
Q |» = Q2o X (tsf) r |2k| |0 Q < w3z kK
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
Pqn 6" Concrete B B B B B B B B B B B B B B B B B
] 7 Sandy Lean Clay (CL), hard, medium 4.5 9
plasticity, light gray and tan
.l 45 6 |37|17| 20| 60
.l CcL ..with sand seam below 4' 4.5 10
- 5 —
.l ..with ferrous nodules below 6' 4.5 9
] é Fat Clay with Sand (CH), hard, high 45 15| 65| 21| 44| 85
| % plasticity, light gray and tan
0T g ..with ferrous nodules below 10 45 109 | 225 0 16
- | o é
oy é 45 13
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e gglt%llnsv/el—;gr (tsf) Augered to 14', Hole Grouted after Drilling. Drilled By: Van and Sons , Logged
Dry T Torene (ps) BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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LOG OF BORING B-40 PAGE T OF 1] DATE
. . . 7/10/2013
Associated Testing Laboratories, Inc. _ , SUREACE ELEVATION
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area
WBS No. S-000035-0180-3 88.78
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger ~ o) | ~ &
L umtse) | o L <%
= " = — < | > (SR
LOCATION 2 ® N (blows/) ® - | & 8 Natural Moisture Content | 2 Wy w3
y 20 40 60 80 2|3 z and Sl 15|21y 25
~ [ Nt = 3 = S N =
E Springwood Forest Dr. E . 1 OA 2% (ts;)o A40 > lq2 f:f kel Atterberg Limits S3 a % S Sk g
-~ . . . . . . -~ ~
g |p| USC a3 Northing: 13859791.16 SRES * DD (pcf) * 2 g E “ ‘g”‘d:; Plastic  Moisture  Liguid | & | Q | & | & | & BEH
E g lu Easting: 3064335.42 5 OE[S 2 90 100 110 120 Lz : S E% Limit  Content  Limit 5 3 ‘{(‘J ‘{(‘J (% 3 E T
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
Q |% = glo 2 T [2K| I|CQc Q < >
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
%4 | _5.56" Concrete Do R
| 7 Sandy Lean Clay (CL), hard, medium 4.5 15
plasticity, light gray and tan
- T 45 1
i 1] ..with ferrous nodules below 4’ 4.5 10| 35| 16| 19| 51
- 5 —
.l ..very stiff below 6’ 4.0 13
[ || e
oy 4.0 2
10T 35 113 1.15 0 10
A 25 13| 33| 16| 17
I B 777
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g - I§P 7;(%351 (B/IOWS/"';U o Augered to 14, Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

LOG OF BORING B-41 PAGE 7 OF 1] DATE 0201
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 86.87
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger ~ o) | ~ &
QL Lmrs%) | g L =%
= - = < | o C =
LOCATION ) ® N (blows/ft) @ - s & Natural Moisture Content u% W g w 5 o
y 20 40 60 80 2|3 z and Sl |24 25
~ [ Nt = 3 = S N =
~ g| Springwood Forest Dr. Hleof L2008 L |g2E| g AterergLimis S|S|3|&|g| S&2
€ |@| USC |4| Northing: 13859804.64 SRy S |SR| o |28 Pastc Mostre Liud| & |2 |5 |S|a| H3H
E g E Easting: 3065118.21 b EO ¢ 9% 100 110 120 T %% S §§ Limit  Content  Limit 5 3 %’ %’ < ‘é%ﬁ
O3 < gmi% * P (tsf) * > |0 22w +———O0———-—1 23T T |9 SEE R
Q |% = glo 2 T [2K| I|CQc Q < >
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
741 | 5.5" Concrete A N
| 7 Sandy Lean Clay (CL), hard, medium 4.5 11
plasticity, light gray and tan
.l ..very stiff with sand seam below 2' 3.0 13| 35| 16| 19| 51
T 35 14
- 5 —
] ..stiff with ferrous nodules below 6' 2.0 116 | 0.85 0 14
| | c
T 20 15
- 10 . ,
..very stiff below 10 275 14
[ ] 35 15| 35| 16| 19| 69
I #
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g’ - ,SDF’C(DtaIga (B’IOWS/FTU o Augered to 13', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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Water Observations: Initial Water Level: Dry, After Drilling Water Level:
Dry

Sample Key: X spT /] Shelby Tube Disturbed

N - SPT Data (Blows/Ft)

P - Pocket Penetrometer (tsf)

T - Torvane (psf)

Q, - Unconfined Comp. Strength (tsf)
DD- Dry Density (pcf)

LOG OF BORING B-42 PAGE 7 OF 1| DATE 02013
Associated Testing Laboratories, Inc. _ ,
37143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 87.71
WBS No. S-000035-0180-3 .
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger 2| LmTses | &
N ° X w o<
= - — = < | o (SRR
LOCATION E(f” 200 N4(é)lowz/0ﬁ) 8.0 - |5 & Natural Moisture Content | 2 & E W 5 &
= S |3 = = ~ | S| Y K «
. S S |3 =] 3| 3 and 2l |S|S|o] =20
| Hollow Hook Fid. S A ma S SE|E od  Atterberg Limis S|s|3|&l8| SE&
-~ . . . . . . -~ ~
€ |g| USC ~ Northing: 13859598.69 SRS * DD (pcf) * 2 ,_,Z_E “ zld:':l Plastic Moisture  Liquid | € | Q | = | = | & MR
E g & | Easting: 3065233.6 L €0 2 9% 100 110 120 8188 S22 Limit  Content  Limit 5 3 %’ %’ < 5 % &
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
Q |% = glo 2 T [2K| I|CQc Q < >
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
P 7" Concrete B B B B B B B B B B B B B B B B B
L 7 Sandy Lean Clay (CL), hard, medium 4.5 17
plasticity, light gray and tan
- T 45 7
i 1] ..with ferrous nodules below 4’ 4.5 16| 33| 17| 16| 55
- 5 —
- T 45 7
L | cL
] 45 114 | 2.15 0 17
- 10 +H . ,
..very stiff below 10 35 17
[ ] 4.0 16| 27| 15| 12| 51
I N7
Water Level Intial: ¥ After Drilling® 24 Hrs: X Key to Abbreviations: Notes:

Augered to 13', Hole Grouted after Dirilling. Drilled By: Johnson and Sons ,
Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
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LOG OF BORING B-43 PAGE T OF 1] DATE 092013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 87.38
WBS No. S-000035-0180-3 .
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger - o) | B
QL Lmrs%) | g L =%
= - = < | o C =
LOCATION ) ® N (blows/ft) @ - s & Natural Moisture Content u% W g w 5 o
g 20 40 60 80 g3 z and Sl 15|21y 25
~ [ Nt = 3 = S N =
~ g| Springwood Forest Dr. Hleof L2008 L |g2E| g AterergLimis S|S|3|&|g| S&2
S USsC |4 North/ng-' 13859809.36 SRS x E')D(pc;‘) * 2 ,_,Z_E m (3533'21 Plastic Moisture  Liquid | & 5 2R pis oI
z (g §| Easting: 3065716.21 GES 8 o0 100 110 120 | §|Z 32| S| Lmt Content Limit| S|z |2%) 2| SEE
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
Q |% = glo 2 T [2K| I|CQc Q < >
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
71 | 6" Concrete S S
] 7 Sandy Lean Clay (CL), hard, medium 4.5 12
plasticity, Ight gray and tan
] 4.5 10| 35| 16| 19| 61
] ..very stiff with calcareous nodules below 4.5 123 | 1.95 0 11
41
- 5 —
] ..with ferrous nodules below 6' 4.0 12
L ]| c
T 35 13
- 10 . ,
..stiff below 10 2.0 108 | 0.85 8 17
[ ] 20 18| 39| 17| 22| 70
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g’ ',§P7;(Dtalga (B’IOWS/FTU o Augered to 13', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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Dry

Sample Key: X spT /] Shelby Tube Disturbed

Water Observations: Initial Water Level: Dry, After Drilling Water Level:

N - SPT Data (Blows/Ft)

P - Pocket Penetrometer (tsf)

T - Torvane (psf)

Q, - Unconfined Comp. Strength (tsf)
DD- Dry Density (pcf)

LOG OF BORING B-44 PAGE 7 OF 1] DATE 202013
Associated Testing Laboratories, Inc. _ ,
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
1 T 27054 WBS No. S$-000035-0180-3 85.45
ouston, 1exas- . ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger < | LmiTses - T
2 (%) | Q w g
= . — ol o=
LOCATION k2] ® N (blows/ft) ® - | & & Natural Moisture Content u% EQS' N W 3 4
Y 20 40 60 80 g3 z| | and 5l (gl2|Y 35 =
§ Rosefield Rd. E 5= 10‘ 2%“ (ts:;‘) 0 A4 0 E 2 :"E ,&f 8_ Atterberg Limits 8|S % E § g E g
-~ ] . . o . . . . ~
S L‘ﬂ usc - NOft/:)/ng. 13859788.12 % 8 u\o_ * DD (pch * % UZ_ E cl_ﬁ gld::" Plastic ~ Moisture Liquid % 5 (ﬁ) (ﬁ) g o I o
E %‘ | Easting: 3066220.72 2S¢ g 100 110 120 5|5 2| S|Sg| Limt  Content  Limit 5 31222 %t%%
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
o) s Zlo @ T 2| X |Qc Q < 2
L o ‘ MATERIAL DESCRIPTION Sa|&Z] 10 20 30 40 S |[Swo| %0 29 40 60 80 S|LL|pP]P| X ws=0o
74 | 5.5" Concrete A A
7 Sandy Lean Clay (CL), very stiff, medium | 3.5 35| 16| 19| 70
-] plasticity, light gray and tan
i 1] ..soft with sand seam below 2' 0.5
] CL ..very stiff with ferrous nodules below 4’ 35
= 5 -
] 3.0
] é Fat Clay with Sand (CH), stiff, very high 15 77| 23 54
/ plasticity, light gray and tan with ferrous
- E g nodules
10T cH g 20 104 | 0.85 0
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:

Augered to 12', Hole Grouted after Dirilling. Drilled By: Johnson and Sons ,
Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
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. LOG OF BORING B-45 PAGE 7 OF 1] DATE o201
Associated Testing Laboratories, Inc. _ ,
3143 Yell Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
ellowstone bly 83.86
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger < | umTsw) | < 5
N ° X LT
= " = < | > (SR
LOCATION 2l ® N (blows/ft) @ - |g N Natural Moisture Content | = Wy wg
L 20 40 60 80 RS = and E L2y 3 E
~ L (0 o 5 | S| T 2
R L% Eaglerock Dr. u."':'_l s 10‘ 2%“ (IS;)O A40 slg e ,FE( 8 Atterberg Limits 8|S S = S = F g
£ |o| USC ~ Northing: 13859891.68 SRS "% DD (pch) * 2 ,_,Z_E m (3533'21 Plastic  Moisture  Liquid | & a 2R pis oI
E g & | Easting: 3066783.28 L €0 2 9% 100 110 120 8188 S22 Limit Content  Limit | 2 | 3| 2 | 2 < SEG
& (3 = U289 pPmr e S lo@| Y +———o0———41 |23 |2 |2 |G| EEZ
ux g S 25 @ (tsf) T |[2k| Q¢ Q < 228
LD i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
% 6" Concrete e S
] 7 Sandy Lean Clay (CL), hard, medium 4.5 11
plasticity, light gray and tan
i 1] ..with calcareous nodules below 2' 4.5 8|32|16]| 16| 68
i 1] ..with ferrous nodules below 4’ 4.5 10
- 5 —
- T 45 14
| ]| cL
] 45 15| 49| 19| 30| 56
- 10 -H .
..stiff below 10’ 20 108| 0.7 0 19
.l ..very stiff below 12’ 35 19
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: | N - SPT Data (Blows/Ft) Augered to 13', Hole Grouted after Drilling. Drilled By: Van and Sons , Logged
Dry f2 - Pockel Penstrometer (tsf) BY: PV, Checked By: Jitu/John, QC/QA By: PST
T - Torvane (psf) - PV, y. Jitu/donn, y:
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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LOG OF BORING B-46 PAGE 1 OF 7] DATE
. . . 7/09/2013
Associated Testing Laboratories, Inc. _ ,
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
ertowstone >y WBS No. S-000035-0180-3 83.67
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE:  Auger > | umirses) | = &
2 (%) | Q w g
= - = < | o C =
LOCATION ) ® N (blows/ft) @ - s & Natural Moisture Content u% W g w 5 o
L 20 40 60 80 g3 z and El_|g|2|% TE =
- S = 5 | S| S 2
- c > texford Ln. Gls s 1.0A 2.% asa?o A4.0 =83 E @;% Atterberg Limits 8133 % s| SEB
g |a| US S| Northing: 13859841.1 33 ¢ * DD (pcf) * O |§ 5| w|2g[Pastc Moswre Ligud| € o |E|E|o| EFF
=T w| Easting: 3067107.58 GEQSE s 10 110 120 | 8|55|SED Limit Content  Limit | 2| 31 2|2 /=| S&G
b3 S SYsal e Pesn e | x (2E|FlRY t——© -1 |g|=2T & le| HEE
o) s Zlo @ T 2| X |Qc Q < 2
| L0 MATERIAL DESCRIPTION SEZ2| 10 20 30 40 | S [SO| %S 2z 4 e s |S|L[plP|x] ®S°©
i1 | 9" Concrete N A
B A —7r 2.5" Crushed limestone 25
% Fat Clay with Sand (CH), very stiff, high
- / plasticity, light gray and tan 40
é ..with ferrous nodules below 2' .
i 1] g ..firm with sand seam below 4' 1.0 56| 20| 36| 75
[ 5 g
i 1] % ..very stiff with calcareous nodules 3.0
i } é below 6'
[ T °H é ..with slickensided layer from 8'to 10’ 3.5 109 | 1.35 0
10T é 3.0
T g 4.0
.l é 4.0 66| 21| 45| 85
= 15 —4 A
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e gglt%llnsv/el—;gr (tsf) Augered to 15', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T - Torvane (os) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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LOG OF BORING B-47 PAGE T OF 1| DATE
. . . 7/19/2013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 84.60
WBS No. S-000035-0180-3 .
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger <1 imirsen | = &
Q\O_ (A’) N % T~ <§(
LOCATION c%‘ ® N (blows/ft) @ - % & Natural Moisture Content | 2 W E w S 4
g 20 40 60 80 215 _|z and Sl 15|21y 25
~ 2 = 3 S| S 2
g| Elmgate Dr. Sesl 10 2090 w0 | Z|SEE| Y AteergLimis 3|5|3|&5|8| SE8
-~ . . . . . . -~ ~
€ |g| USC ~ Northing: 13859945.06 SRS * DD (pcf) * 2 g E m zld:':l Plastic Moisture  Liquid | € | Q | = | = | & s
E g & | Easting: 3067568.62 L €0 2 9% 100 110 120 8188 S22 Limit  Content  Limit 5 3 %’ %’ < 5 % &
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
Q |% = glo 2 T [2K| I|CQc Q < >
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
%5.5"Concrete T C
I Sandy Lean Clay (CL), hard, high 4.5 12
plasticity, dark gray Y
] 4.5 | 13| 45| 18| 27| 69
- .light gray and tan with calcareous 45 HE 15
L 5 nodules below 4' P
] ..with ferrous nodules below 6’ 45 o 16
[ [ c ..very stiff below 8' 3.0 : 26
10T 4.0 114| 1.85 o| 7/ 15
[T 35 E 15| 39| 17 22
T 4.0 : 13
- 15 1 ¢ S
| ] A B B B
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g’ - ,SDF’C(DtaIga (B’IOWS/FTU o Augered to 16", Hole Grouted after Drilling. Drilled By: Van and Sons , Logged
Dry T g rrometer (1) BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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LOG OF BORING B-48 PAGE 7 OF 1] DATE 02013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 86.73
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger ~ o |~ =
QL Lmrs%) | g L =%
= " = < | > (SR
LOCATION 2l ® N (blows/ft) @ - |g N Natural Moisture Content | = Wy wg
% 20 40 60 80 RS > and E L2y § E
g S8 8| F LSS Q
L% Moorberry Ln. u."':'_l E s 10‘ 2%“ (IS;)O A40 clge ,FE( 8 Atterberg Limits S|s|3|¢& S N g
-~ . . . . . . ~ ~
€ |@| USC | 3| Northing: 13859536.04 SR8 % DD (ocf) % g (2 E| 2|88 Pasic Wosture Liguid | & | Q 22| F HIFE
o . Q|0 % (P ) =2 L S Aol A = » » O] < =
E g i Easting: 3065842.58 5 OE[S 2 9 100 110 120 w 2 2 < E% Limit ~ Content  Limit 5 3 2= (% SE &
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
o) s Zlo @ T 2| X |Qc Q < 2
LD ® i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
%1 | 5.5" Concrete N N
7 Sandy Lean Clay (CL), very stiff, medium 3.0 15
-] plasticity, light gray and tan
] 25 14| 31| 16| 15| 70
] CL ..with ferrous nodules below 4' 4.0 13
- 5 -
i 1] ..with calcareous nodules below 6' 25 16
] é Fat Clay with Sand (CH), very stiff, high 3.0 20| 56| 20| 36
/ plasticity, light gray and tan with
- E g calcareous nodules
0T cH g ..stiff below 10" 225 27
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g’ - ,SDF’C(DtaIga (B’IOWS/FTU o Augered to 12', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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LOG OF BORING B-49 PAGE 7 OF 1] DATE o1
Associated Testing Laboratories, Inc. _ , SUREACE ELEVATION
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area
WBS No. S-000035-0180-3 83.56
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger - |~ =
QL Lmrs%) | g L =%
= " = < | > (SR
LOCATION 2 ® N (biows/t) @ - | & & Natural Moisture Content E Wy w3
g 20 40 60 80 g3 > and g 2|4 25
- 2 |0 x| < 3l =S| S 2
g Hammerly Bivd. Moo L o0 A 2 lgl g & Atterberg Limits 3|5|3/5|g| S¢ 2
-~ . . . . . . ~ ~
S UsC |4 Northing: 13859562.09 23 e * DD (pcf) * 2|8 = $ (§5$ Plastic  Moisture  Liguid | & | @ | & | & ¥ HIFE
T |3 o . 4 Q|0 % P &L S Al A 5 = » » Q] < =
=T w| Easting: 3068041.59 GEQSE s 10 110 120 | 8|55|SED Limit— Content  Limit | 2|\ 3| < | || SE&
b3 S SYsal e Pesn e | x (2E|FlRY t——© -1 |g|=2T & le| HEE
Q |% = glo 2 T [2K| I|CQc Q < >
LD i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
71 |_6" Concrete . S
— 2 Sandy Lean Clay (CL), very stiff, medium |2-7° 171 35| 16| 19| 70
plasticity, light gray and tan
] 25 18
i 1] ..with ferrous nodules below 4' 3.75 16
- 5 -
[ ] 35 14
] 3.75 17| 43| 18| 25| 70
L | c
10T 25 19
[ ] 35 14| 1 0 17
] 4.0 ; 16| 44| 18 | 26
- 15 .
SRy 4.0 15
| ] U
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g’ - ,SDF’C(DtaIga (B’IOWS/FTU o Augered to 17', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample Key: X spT [/l Shelby Tube Disturbed DD- Dry Density (pcf)
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LOG OF BORING B-50 (PZ-2) et 7 O 1| DAt o013
Associated Testing Laboratories, Inc. _ , SUREACE ELEVATION
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area
WBS No. S$-000035-0180-3 83.40
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger <1 mirsen | = &
Q\O_ (A’) N % T~ <§(
= - — < | o ey
LOCATION k2] ® N (blows/ft) ® - | & & Natural Moisture Content u% W N W 3 4
y 20 40 60 80 2|3 z| and 5.5 4] 25
~ = = 3 = 2
u's“J Truscon Dr. I_'l"'i'_l s 3 10‘ 2%“ (ts:;‘) 0 A4 0 <N & ,&f 8 Atterberg Limits 8|15|3 E § g T g
-~ . . . . . . ~ ~
€ |g| USC ~ Northing: 13859706.7 SRS * DD (pcf) * 2 ,_,Z_E m (3533'21 Plastic  Moisture  Liquid | & | Q 2R pis s
E g | Easting: 3068414.91 5 g[S 2 9% 100 110 120 5z 2 S E% Limit  Content  Limit 5 3 %‘J %‘J < S % «
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
o) s Zlo @ T 2| X |Qc Q < 2
LD ® i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
71 |_6" Concrete N R
— Sandy Lean Clay (CL), hard, medium 45 10| 36| 17| 19| 69
plasticity, light gray and tan ( Fill 4 feet )
i 1] CL ..with calcareous nodules below 2' 4.5 9
.l Sandy Lean Clay (CL), hard, high 45 11| 40| 17| 23
L 5 plasticity, light gray and tan
i 1] ..with ferrous nodules below 6’ 45 13
] ..very stiff with calcareous nodules 4.0 109 | 1.75 13
] below 8’
- 10 4
o ..hard below 10’ 45 11| 42| 18| 24| 68
[ ] 45 10
- 45 127 | 5.19 10
- 15 -
- T 45 17
I A,
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: | N - SPT Data (Blows/Ft) Augered to 17'; PZ water level: Dry (6/19/2013); PZ water level: 16' (6/25/2013);
Dry, 24 hrs Water Level: Dry, 7 days Water Level: 167, 30 days Water ey ererometer (ts) PZ water level: 16' (7/30/2013) Drilled By: Van & Sons, Logged By: PV, Checked
Level: 16 _ Q, - Unconfined Comp. Strength (tsf) | By: Jitu/John, QC/QA By: PST
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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LOG OF BORING B-51 PAGE 7 OF 1] DATE 202013
Associated Testing Laboratories, Inc. _ , SUREACE ELEVATION
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area
WBS No. S-000035-0180-3 87.99
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger 2| umtse) | £
< ° R o<
= " = < | > (SR
LOCATION E(f” 200 N(blowz/oﬁ) 8.0 -~ | & & Natural Moisture Content u% & E w 5 &
= RS =z = | 2| & G K
T L 0| 2| T and Z|l|S|S| @ =29
| Moorberry Ln. E 53 10‘ 2%“ (IS;) 0 A40 g e ;Et g Atterberg Limits 8|S s = S Sk g
-~ ] . . o . . . . ~
€ || USC | 4] Northing: 13859255.63 SRS * DD (pcf) * 2 ,_,Z_E v |2 €[ Pastc  Morsture Lquid| & | 2 2R pis oI
E %’ E Easting: 3064334.54 5 g[S 2 %0 110 120 g %% S §§ Limit  Content  Limit 5 3 % % < §§E
G |3 S SYZa e  Pmn e g (2El3lgY F——©O 1 || == |T o BER
o) s Zlo @ T 2| X |Qc Q < 2
LD ® i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
7% 7" Concrete oo e
. Sandy Lean Clay (CL), stiff, slight 20 16
plasticity, light gray and tan ( FILL 6 feet )
] .firm below 2' 1.0 16|25| 15| 10| 63
| a
] 1.0 | 19
= 5 -
- Sandy Lean Clay (CL), very stiff, slight 35 14
B _ plasticity, light gray and tan with sand
seam
] 35 |17
- 10 , ,
..firm below 10 1.25 115| 04 0 15
]t ..stiff below 12" 1.5 | 17| 24| 15| 9 | 62
= 15 -
-] ..hard below 16' 45 | 13] 37| 17| 20
Water Level Intial: ¥ After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e ,(7 B;It%vnsv/e ,—;Zr (tsf) Augered to 18', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T~ Torvane (ps1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

LOG OF BORING B-52 PAGE 7 OF 1] DATE 02013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 88.50
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger - |~ =
QL Lmrs%) | g L =%
= " = — < | > (SR
LOCATION 9| ® N (blows/ft) ® - | & & Natural Moisture Content | 2 W N W S 4
g 20 40 60 80 g |3 z and Sl 15|21y 25
- S = 5 | S| S 2
g Moorberry Ln. S o 0‘ 2% (fsaf)o ‘40 AR . g Atterberg Limits 8|3 3 % s| SE8
-~ . . . . . . ~ ~
< |g| USC ~ Northing: 13859278.53 SRS * DD (pcf) * 2 ,_,Z_E m zld:':l Plastic Moisture  Liquid | € | Q | = | = | & oI
E g & | Easting: 3064912.71 L €0 2 9% 100 110 120 812215183 Limit ~ Content  Limit 5 3 %’ %’ < ‘é%ﬁ
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
Q |% = glo 2 T [2K| I|CQc Q < >
LD i MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
74 | 6" Concrete Do N
] 7 Sandy Lean Clay (CL), very stiff, medium 35 6
plasticity, light gray and tan
] ..hard below 2' 45 9 |33|16|17] 61
] 45 10
- 5 —
i 1] ..with ferrous nodules below 6’ 4.5 12
L | cL
] .very stiff below 8' 35 116 | 1.35 0 11
- 10 ,
..hard below 10 45 11|36 17| 19
.l 45 13
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g’ - ,SDF’C(DtaIga (B’IOWS/FTU o Augered to 13', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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LOG OF BORING B-53 PAGE 7 OF 1] DATE 02013
Associated Testing Laboratories, Inc. _ , SUREACE ELEVATION
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area
WBS No. S-000035-0180-3 87.59
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger < | Lmirse - &
2 (%) | Q w g
= " = < | > (SR
LOCATION E(f" 200 N4(é)lowz/0ﬁ) 8.0 - |5 & Natural Moisture Content u% & E W 5 &
= S |3 = = | S| Y K «
13 & |3 | I = and Z||S|S| @ =0
| Moorberry Ln. E 53 10‘ 2%“ (ts:;‘) 0 A40 g e ,&f g Atterberg Limits 8|S s = S Sk g
-~ ] . . o . . . . ~
€ || USC |3 Northing: 13859283.23 SERS * DD (pc) * 2 | E| & (28 Prsic Mosire wig(e|e|d| mgu
E g w| Easting: 3065385.84 5 EC 2 a0 100 110 120 8|5 2|S|Eg| Lmi  Content 5 32|22 S E «
W< < % M % * P(tsf) P > O o =2 (2w F——————1 = 3 a a » b) ~ E
o) s Zlo @ T 2| X |Qc Q < 2
L o ‘ MATERIAL DESCRIPTION dl&Z] 10 20 30 40 S [So|* 9] 2 40 60 S |LL|PLIP|& w=s?o
% Silty-Clayey Sand (SC-SM), compact, 25 T A 5|19 14| 5|45
L /| sc ¢ slight plasticity, light gray and tan
SM {4
] % Sandy Lean Clay (CL), stiff, medium 1.5 13
B _ plasticity, light gray and tan
- ..with sand seam below 4' 20 | 16
= 5 -
] ..with sand pocket below 6' 2.0 17
e
] .firm below 8' 1.0 | 18| 32| 16| 16
1077 1.25 0.45 0 14
) Silty Sand (SM), medium dense, non 19 | 15
B _ plastic, light gray and tan
] Sandy Lean Clay (CL), firm, slight 1.0 17
L 15 - plasticity, light gray and tan
] é Fat Clay with Sand (CH), very stiff, high 4.0 | 17| 51| 19| 32| 85
B _ % plasticity, light gray and tan
%
é 4.0 1.75 0 16
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e ,(7 B;It%vnsv/e ,—;Zr (tsf) Augered to 19', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T~ Torvane (ps1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)
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Dry

Sample Key:

X spT

Water Observations: Initial Water Level: Dry, After Drilling Water Level:

[/} Shelby Tube Disturbed

N - SPT Data (Blows/Ft)

P
T

Q, - Unconfined Comp. Strength (tsf)

- Pocket Penetrometer (tsf)
- Torvane (psf)

DD- Dry Density (pcf)

LOG OF BORING B-54 PAGE T OF 1] DATE 20201
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 88.37
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger ~ o) | = &
Q| LMITS(%) | © W = C
= " = = < | o (SR
LOCATION E(f" 200 N4(é)lowz/0ﬁ) 8.0 - |5 & Natural Moisture Content | 2 & E W 5 &
= RS =z = | 2| & G K
13 & |3 | I = and Z||S|S| @ =0
% Knoboak Dr. I_'l"'i'_l 53 10‘ 2%“ (ts:;‘) 0 A4 0 Egs ,&f 8 Atterberg Limits 8|S % E § S & g
—~ . ) . s . . = ~ [S] 6]
g |p| USC S| Northing: 13859026.5 SRR * DD (pcf) * 2 2R g ‘g“ﬁg Plastic Moisture Liguid| &€ | o | R [ | o] HIF
E g & | Easting: 3064584.62 L €0 2 9% 100 110 120 8188 S22 Limit  Content  Limit 5 3 %’ %’ < 5 % &
O3 < S u 23 * P (tsf) * > |0 22w +———O0———-—1 23T T |9 SEE R
Q |% = glo 2 T [2K| I|CQc Q < >
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
Sandy Lean Clay (CL), very stiff, medium 4.0 - oot 113138 17| 21 60
plasticity, light gray and tan
i 1] ..with sand seam below 2' 35 13
] 3.0 14
= 5 -
] ..stiff with ferrous nodules below 6' 20 14
- /| cL
] 20 14| 0.7 0 15| 33| 16| 17
10T 20 12
] 20 13
. Y
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:

Augered to 14', Hole Grouted after Dirilling. Drilled By: Johnson and Sons ,
Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
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LOG OF BORING B-55 PAGE 7 OF 1] DATE 202013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
ellowstone bly 87.59
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.. G13-164 BORING TYPE:  Auger > U umimses | = &
2 (%) | Q w g
= " = < | > (SR
LOCATION 2l ® N (blows/ft) @ - |g N Natural Moisture Content | = Wy wg
Y 20 40 60 80 g3 = and E L2y § E
o A NG = 2| 3 E| S| 2
~ L% Knoboak Dr. U,LEJ s 3 o 2% (IS;)O ‘40 S (e gk 8 Atterberg Limits 8|33 S § S g
N P . . 3 3 = 3
€] USC | 3| Northing: 13859042.41 SR8 % DD (ocf) % 3 (2E|2 g% Plastic  Moisture  Liquid | & | Q IR X Mgl
T [ @ . QlQ % (pcf) 2 | g S AOY ) S| a|ln|C 3
E g lu Easting: 3065270.37 DEC ¢ 90 100 110 120 a g z < E% Limit  Content Limit | 2 3 2= (% SES
& (3 = U289 pPmr e S lo@| Y +———o0———41 |23 |2 |2 |G| EEZ
Q |» = Q2o X (tsf) r |2k| |0 Q < w3z kK
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
Sandy Lean Clay (CL), very stiff, medium 3.0 T N I
plasticity, light gray and tan
.l ..with calcareous nodules below 2' 3.75 13| 30| 16| 14| 52
] ..with ferrous nodules below 4’ 3.0 15
= 5 -
] ..stiff below 6' 20 18
B /| CL
] ..with sand seam below 8’ 1.5 19
- 10 H . ,
..very stiff below 10 25 16| 43| 18| 25
.l 4.0 116 | 1.7 0 16
I B 77
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g :gg ;{g?g’e ,(7 B;It%vnsv/e ,—;Zr (tsf) Augered to 14', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T - Torvane (os) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

. _ . LOG OF BORING B-56 ( PZ-3) /et 7 O 1| DAt oora
Associated Testing Laboratories, Inc. _ ,
PROJECT: Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
3143 Yellowstone Blvd P y 87.14
WBS No. S-000035-0180-3 :
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger | mmsen | = =
2 (%) | Q WS
= — Sl &3S
LOCATION 2l ® N (blows/ft) @ - |g N Natural Moisture Content | = E‘ u wg
Y 20 40 60 80 g3 = and E L2y § E
~ = = = ~ N 1S
- > Knobc?ak or. FE 10A 2% (ts;)o A40 g Z|E| 8 Atterberg Limits S1s|3|z sl =SE5
€ |@| USC |4 Northing: 13859126.21 38 % DDpch * ¢ (EE| v |2¢[Pasic Mosture Liguid| £ |2 |2 |2 & &8
R @ I SIRSEY (pcf) 2 D gl YIES Aol qui LT I2H5|1 5|0 g3
E % L Easting: 3065763.9 DEC ¢ 90 100 110 120 a % z < E% Limit Content Limit | 2 8 2= (% SES
& (3 = U289 pPmr e S lo@| Y +———o0———41 |23 |2 |2 |G| EEZ
W g S 25 @ (tsf) T |[2k| Q¢ Q < 228
L o ‘ MATERIAL DESCRIPTION Sa|&Z] 10 20 30 40 S |[Swo| %0 29 40 60 80 S|LL|pP]P| X ws=0o
%1 | 6" Concrete R R
L ? Fat Clay with Sand (CH), stiff, high 15 23| 56| 20| 36| 72
% plasticity, light gray and tan
- T g 1.75 24
] g ..very stiff below 4' 25 171 50| 19| 31
L s D
CH é
i 1] g ..with ferrous nodules below 6' 275 18
] g ..stiff below 8' ( slickensided ) 20 98 | 06 0 24| 60| 20| 40
F 0T é Sandy Lean Clay (CL), stiff, high plasticity, | 2.0 20| 39| 17| 22| 70
light gray and tan with calcareous nodules
] oL ..very stiff below 12’ 3.0 114 | 1.07 9 17
.l 275 19| 30| 16| 14
- 15 4 A
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g - gp C(Da;‘? (Blows/F1) Augered to 157 PZ water level: Dry (6/19/2013); PZ water level: 14.5'
Dry, 24 hrs Water Level: Dry, 7 days Water Level: 14.5', 30 days Water | 7 7ockel Benegrometer (is) (6/25/2013); PZ water level: 14' (7/30/2013) Drilled By: Van & Sons, Logged By:
Level: 14 _ Q, - Unconfined Comp. Strength (tsf) | PV, Checked By: Jitu/John, QC/QA By: PST
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

LOG OF BORING B-57  Pace 1 0F 1] DATe 202013
Associated Testing Laboratories, Inc. _ ,
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
84.94
WBS No. S-000035-0180-3
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger - el =
Q LIMITS(%, x
Q\_ ( ) N % T~ <§(
= " = < | o >
LOCATION 2 ® N (blows/) ® - | & & Natural Moisture Content E wiyl w3y
Y 20 40 60 80 g |3 z and 5 g2y TE =
~ 2 = 3 S| S 2
L% Knoboak Dr. U,LEJ S ; 0‘ 2% (IS;)O ‘40 >l ,FE( o 8 Atterberg Limits 3]s 8 % § S & g
-~ . . . . . . -~ ~
< |g| USC ~ Northing: 13859352.08 SRS * DD (pcf) * 2 ,_,Z_E m ng':l Plastic Moisture  Liquid | € | Q | = | = | & BEH
E g | Easting: 3066485.08 5 g[S 2 9% 100 110 120 Q|2 2 S E% Limit  Content  Limit 5 3 ‘{(‘J ‘{(‘J < S E «
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
Q |% = glo 2 T [2K| I|CQc Q < >
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
%1 | 7.5" Concrete RN R
R 7 Sandy Lean Clay (CL), very stiff, medium | 3.5 12
plasticity, light gray and tan
] ..very stiff with calcareous nodules 4.0 10| 30| 16| 14 | 59
below 2'
] ..with ferrous nodules below 4’ 3.0 12
- 5 —
] 275 20
CcL
.l 35 16| 1.2 0 13
10T 3.0 14| 43| 18| 25
] ..hard below 12’ 45 122 | 2.68 9 13
I B 777
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g - I§P 7;(%351 (B/IOWS/"';U o Augered to 14, Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T Torvane (o) or (tsf) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

LOG OF BORING B-58 PAGE 7 OF 1] DATE 02013
Associated Testing Laboratories, Inc. _ , SUREACE ELEVATION
3143 Yellowstone Blvd PROJECT:  Proposed Water Line Replacement in Hammerly Area
WBS No. S-000035-0180-3 83.98
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger 2| Lmrs) | = 2
< ° X L T
= " = — < | > (SR
LOCATION E(f“ 2.0 N4(:IOWZ/0 ) 8.0 -~ |5 & Natural Moisture Content | 2 W u§.| W S u
@| Canoga Ln. g A Q) A § 8 % :| 3 and % S E N 2 %23‘3
s sc | : G55 10 20 30 40 | E [R5 5 |od Atterberg Limits ol2|3|5|8] ot
g |g| USC | Jf Northing: 13859102.27 33 ¢ * DD (pch) * S |S5| w|2C[Pasic Mostre Ligud| £ | |E|E|g| SR
E g & | Easting: 3066906.62 L €0 2 9% 100 110 120 8188 S22 Limit  Content  Limit 5 3 %’ %’ < ‘é%ﬁ
S < gmi% * P (tsf) * > |og| 2|12 +H———O0———-—1 LI |T|@ SEE R
Q |% = glo 2 T [2K| I|CQc Q < >
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
74 | 5.5" Concrete D A
| 7 Sandy Lean Clay (CL), very stiff, medium | 2.5 12
plasticity, light gray and tan
] 35 11| 32| 16| 16| 65
i 1] ..hard below 4’ 45 14
- 5 —
] ..with calcareous and ferrous nodules 4.5 13
CcL below 6'
i 1] ..very stiff below 8' 3.0 20
10T 25 13| 42| 18| 24
] 35 114 | 1.45 0 14
R %
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: | N - SPT Data (Blows/Ft) Augered to 13', Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
P - Pocket Penetrometer (tsf) .
Dry T - Torvane (os) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




HCFCD G13-164.GPJ HCFCD.GDT 9/6/13

LOG OF BORING B-59 PAGE T OF 1] DATE 202013
Associated Testing Laboratories, Inc. _ ,
3143 Yell Ivd PROJECT:  Proposed Water Line Replacement in Hammerly Area SURFACE ELEVATION
143 Yellowstone Bly 84.43
WBS No. S-000035-0180-3 .
Houston, Texas-77054 ATTERBERG 2
PROJECTNO.: G13-164 BORING TYPE: Auger <1 imirsen | = &
Q\O_ (A’) N % T~ <§(
= - — < | o ey
LOCATION ) ® N (blows/ft) @ - s & Natural Moisture Content u% W g w 5 o
y 20 40 60 80 2|3 z and Sl |24 25
~ 2 = 3 S| S 2
3 Knoboak Dr. Moo L o0 A 2 lgl g & Atterberg Limits S|s|3|&l8| SE&
-~ . . . . . . ~ ~
€ || USC |4 Northing: 13859411.38 338 * DD (pcf) * 2 |2 E| 2 2¢[Pasic Mosure Ligud| £ | | 2|25 B
T |3 o P [CIESERY P &L & S iy ! 5 n|lonl9 < =
E g lu Easting: 3067213.24 5 EC ¢ 90 100 110 120 W 2 2lS E% Limit  Content  Limit R 3 2|2 (% Sg <
b3 S SYZa e Pasn e |z |eE|igy t——©O -1 |8[=2]l&lT 2] B
Q |% = glo 2 T [2K| I|CQc Q < >
LD MATERIAL DESCRIPTION o2 10 20 30 40 | S|S0 *-19% 2 4 e s |S[LL|pP[P|c|] ®SO©
%5.5"Concrete N N
. Sandy Lean Clay (CL), hard, medium 4.5
plasticity, light gray and tan
] 45 371 17| 20| 70
i 1] ..with ferrous nodules below 4' 4.5
- 5 -
i 1] ..with calcareous nodules below 6' 45
1] a 45 13| 22
F 0T ..very stiff with high plasticity below 10" 4.0 13| 1.75 38| 17| 21| 61
[ ] 4.0
] 35 18| 1.6
- 15 -
I #
Water Level Intial: & After Drilling® 24 Hrs: X Key to Abbreviations: Notes:
Water Observations: Initial Water Level: Dry, After Drilling Water Level: g’ ',§P7;(Dtalga (B’IOWS/FTU o Augered to 16", Hole Grouted after Drilling. Drilled By: Johnson and Sons ,
Dry T g rrometer (1) Logged BY: PV, Checked By: Jitu/John, QC/QA By: PST
- Q, - Unconfined Comp. Strength (tsf)
Sample key: X sPT /] Shelby Tube Disturbed Db- Dry Density (pcf)




KEY TO LOG TERMS AND SYMBOLS

SOIL TYPE SAMPLER TYPE
NO AUGER SHELBY SPLIT
ROCK GRAVEL SAND SILT CLAY PEAT SAMPLE SAMPLE TUBE SPOON
MODIFIER
"/
NO ROCK 2" SHELBY TXDOT
STONE GRAVELY SANDY SILTY CLAYEY FILL RECOVERY CORE TUBE CONE
UNIFIED SOIL CLASSIFICATION SYSTEM - ASTM D 2487 CONSISTENCY OF COHESIVE SOILS
MAJOR DIVISIONS SyaEoL TYPICAL DESCRIPTIONS N CONFNED ComP
CONSISTENCY ’
GW  |WELL GRADEED GRAVELS GRAVELSAND MIXTURES STRENGTH IN TSF
GRAVELA| o co\ cravELS WITHLITTLE OR NO FINES VERY SOFT LESS THAN 0.25
?_gg‘ss HTTLE ORNO FINES GP  |POORLY GRADED GRAVELS GRAVEL SAND MIXTURES SOFT 0.25TO 0.5
COARSE 5 WITH LITTLE OR NO FINES
GRAINED L’lggﬁ\?e/" FIRM 0.5TO 1.0
SONSLESS INo.4 SIEVE| ) APPRECIATEBLE GM  [siLTY GRAVELS GRAVEL SAND-SILT MIXTURES STIFF 1.0TO 2.0
P'\“\Si'g‘f FINES GC  |cLAYEY GRAVELS,GRAVEL SAND-CLAY MIXTURES VERY STIFF 2.0TO 4.0
0.
SIEVE SANDS | CLEAN SANDS LITTLE SW  |WELL GRADED SAND,GRAVELY SAND (LITTLE FINES) HARD GREATER THAN 4.0
MORE FINES Sp
o POORLY GRADED SANDS,GRAVELY SAND(L. FINES)
NPAfg:g\?E SANDS WITH APPREA. SM  [SILTY SANDS.SAND-SILT MIXTURES CONSISTENCY UNCORR. POCKET
0.
FINES SC  |cLAYEY SANDS SAND-CLAY MIXTURES PENTROMETER READ.
ML  [Nomeanic siLTs & veRy FINE SaNDs ROCK FLOUR VERY SOFT LESS THAN 0.25
SILTY OR GLAYEY FINE SANDS OR CLAYEY SILT W/PI SOFT 0.25T0 0.5
s ANL?ESISJ'\I'T-{?AII:II(gng LT CL  [nomaanic cLaY oF Low To MEDIUM PILEAN GLAY, FIRM >0.50 TO 1.50
GRFAT‘;ED GRAVELY CLAYS,SANDY GLAYS SILTY CLAYS STIFF - 1.50 TO 3.00
STC"_:/';ﬁI ';%33 OL  |oRGANIC SILTS & ORGANIC SILTY CLAYS OF LOW PI VERY STIFF >3.0TO 4.50
PASSING MH  [NORGANIC SILTS MICACEOUS OR DIATOMACEOUS HARD 4.5+
Ns?ésgo FINE SANDY OR SILTY SOILS, ELASTIC SILTS
SILTS AND CLAYS LIQUID LIMIT
GREATER THAN 50 CH  |INORGANIC CLAYS OF HIGH PLASTICITY FAT CLAYS RELATIVE DENSITY - GRANULAR SOILS
OH  |oRGANIC CLAYS OF MED TO HIGH PI, ORGANIC SILT CONSISTENCY | N-VALUE (BLOWS PER FT)
HIGHLY ORGANIC SOIL FT PEAT AND OTHER HIGHLY ORGANIC SOILS VERY LOOSE <4
LOOSE 5-10
UNGLASSIFIED FILL MATERIALS mTT|EF’|§LAI\_|_SLY DEPOSITED AND OTHER UNCLASSIFIED SOILS ~ FILL
MEDIUM DENSE 11-30
DENSE 31-50
VERY DENSE >50 OR 50+

CLASSIFICATION OF GRANULAR SOILS

U.S.STANDARD SIEVE SIZE(S)

6" 3" 3/4" 4 10 40 200
BOULDERS | COBBLES GRAVEL SAND SILT OR CLAY CLAY
COARSE | FINE COARSE MEDIUM FINE
152 76.2 19.1 4.76 20 0.42 0.074 0.002

GRAIN SIZE IN MM

Associated Testing Laboratories, Inc




